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Abstract 

Introduction. One of the health-saving resources for the working population is the improvement of the occupational 
safety system and prevention of occupational injuries (OI). Systematic scientific research in this field remains relevant 
as it helps to understand the interrelationships between the causes and consequences of OI in different sectors of 
economic activity. In recent years, there has been a lack of research on the structure and dynamics of OI in the Republic 
of Crimea (RC), and its indicators have not been compared. The aim of this study was to conduct a comparative 
analysis of Crimean and all-Russian dynamics of occupational injuries over a five-year period from 2017 to 2021 in 
order to identify trends and develop strategies for improving production safety. 

Materials and Methods. Methods of systematization of scientific literature on the issue of OI were employed. Statistical 
data on the state of OI in the Republic of Crimea and the Russian Federation were analyzed and compared. The results 
were graphically presented in the form of histograms. Additionally, the positions of the republic in the official ratings 
on compliance with labor legislation were taken into consideration. 

Results. The analysis of statistics has made it possible to compare the structure and dynamics of OI indicators in the 
Republic of Crimea with similar data on the national average. Regional differences in occupational injury rates have 
been identified. In 2017-2021, the number of fatal injuries per 1 000 workers increased in the country, and in Crimea 
the problem was more acute than in the average for Russia. According to the results for 2021, construction was the 
most hazardous type of activity in the Crimean region, while mining was the most dangerous one in the Russian 
Federation. The relative rates of occupational injuries (per 1 000 employees) in the region were lower than the 
national average. At the same time, the proportion of fatal injuries in Crimea was 1.5—2 times higher than the 
national average. The highest level of fatal injuries in Crimea was recorded in 2018-2019, likely due to increased 
construction activity. Injury rates were increasing, while the costs of occupational safety measures were also rising. 
At the same time, in 2021, the amount of funds allocated to labor protection in Crimea was approximately 1.7 times 
lower than the similar national average (per employee). 

Discussion and Conclusion. It is advisable to use data on occupational injuries in the Republic of Crimea to develop 
scientifically grounded recommendations for improving the regional occupational safety system. These results are 
partially influenced by the integration of Crimea and are presented in comparison with all-Russian indicators. 
Therefore, the findings of this scientific work can be applied more broadly when developing a strategy for labor 
protection in other regions of the Russian Federation. 


Keywords: occupational injuries in the Republic of Crimea, the number of workers injured and killed at work, funding 
for labor protection measures 
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AHHOTalna 

Beedenue. OHUM 3 pecypcoB 310poBbecbepexeHia paOoTarlolero HaceJIeHHA ABJIACTCA COBEPIICHCTBOBaHHe CHCTeMBI 
OxpaHBI TpyJla HW Mpo*usaKTHKU NpOv3BOACTBeHHOrO TpaBMaTu3ma (IIT). CuctemaTuyeckve Hay4Hble HcceqOBaHHA B ITOH 
OOaCcTH COXpaHAIOT AKTYAJIBHOCTh, MOCKOJIBKY MOACHAIOT B3AHMOCBA3H TIPHYHH u MoceyAcTBuM IIT B pasmM4HBIx ccepax 
3SKOHOMHYeCKON JesTebHocTH. B nocmeqHue roybi B PecrryOmmxe Kppm (PK) He w3yuarcb crpyktypa 4 AMHamn«a IIT, He 
comocTaBIMcb ero noKa3atTemH. Liem mpeycraByeHHoli HaydHoi paOoTbl — CpaBHHTeJIbHbIM aHasiM3 KpPbIMCKOM 
oOOMepoccHiickol JHHAMUKH MpOv3BOACTBeHHOrO TpaBMaTH3Ma 3a ATH Jet, B 2017-2021 rr. Hoppie TaHHbIe JOJDKHbI CTaTb 
6a30H JIA MOBBIMeHHA Oe30MacHOCTH MpOM3BOACTBA. 

Mamepuanei u memoodoi. Ucttonp30Bpaiuch MeTObl CHCTeMaTH3alMu Hay4Ho MTepaTypbI m0 mpodmeme IIT. 
AHasIV3HpOBaJIMCb HM CpaBHMBasIMcb CTaTHcTM4ecKHe aHHble Oo cocTrosHuu IIT B PK u Poccuiicxon Degepanuu. 
PesyibTaTbl rpauyeckH MpecTaBIeHbl B Bue TrucTorpaMM. Kpome Toro, y4TeHbl MO3HWHH peciyOIMKH B 
OHUMAIbHBIX peHTHHTax 10 COOMIOCHMIO TPyAOBOTO 3aKOHOMaTeJIBCTBA. 

Pezynomamol uccnedoeanua. AHasv3 CTaTACTHKU MO3BOJIMJI CpPaBHUTb CTpyKTypy HW AuHaMuKy noKa3ateseli IIT B PK 
C aHasIOrHYHbIMH JaHHbIMH B CpeHeM 110 cTpaHe. BpiaBJIeHbI perMoHasIbHbIe ocobenHocTH IIT. B 2017-2021 B crpane 
POCO YMCIO MOCTpasaBUIHX CO CMePTeJIBHbIM HCXOJOM B pacuete Ha | 000 padboraromjux, IpHuem B Kppimy mpoOsema 
cTosyia ocTpee, 4eM B cpegqHem 110 Poccuu. Ilo uroram 2021 royja caMbIM TpaBMOONaCHBIM BHJIOM JeATeIbHOCTH B 
PecnyOsuke Kppim Obui0 cTpoutempcTBo, a B P@ — yoOprya mowe3sHbIX MCKOMAaeMbIX. OTHOCHTeJIbHbIe MOKa3zaTesH 
IIPOH3BOACTBeCHHOFO TpaBMaTH3ma (B pacuete Ha | 000 padborarouMx) B perHoHe HKe, 4eM B CpeyHeM 110 cTpaHe. B To 
2%Ke BPeMA JOJIA TpaBM CO CMePpTeJIbHBIM HCXOOM B Kppimy B 1,5—2 pa3a BbIle CpeqHepocculickol. Campiit BbICOKH 
YpOBeHb JleTaIbHOrOo TpaBMaTH3Ma B Kppimy 3apuKcupopaimu B 2018-2019rr., 4TO MoxKeT OBIT CBA3aHO C 
aKTUBH3alvel cTpontTempcTBa. IloKa3aTeIM TpaBMaTH3Ma PacTyT Ha (OHe yBeIMYeHHA 3aTpaT Ha MepOrpHATHA M10 
oxpane Tpyya. pu stom B 2021 rony oObem cpeycTB, HalipaBJICHHBIX Ha OxpaHy Tpyja B Kppimy, Obi mpHMepHo B 
1,7 pa3a HWKe aHayIOrM4HOro cpeszHepocculicKkoro MoKa3zaTerA (B pacueTe Ha OAHOrO paboTaroulero). 

O6cystcdenue u 3akmo4uenue. J\anHbie 0 IpOv3BOACTBEHHOM TpaBMaTH3Me B PK werecooOpa3Ho 3aeHCTBOBAaTb JIA 
COCTaBJICHHA Hay4HO OOOCHOBaHHBIX PeCKOMeHAalHi 10 COBEpIICHCTBOBaHMIO PeTHOHAIbHOM CHCTeMbI Oe30MacHOcTH 
Tpyaa. PesynbTaTbI OTYaCTH CBA3aHbI c MHTerpalueltt Kppima, faHbl B COnOcTaBIeHHH c oOmjepoccuiickHMu 
TOKa3aTeIMH. ITO 3HaYHT, YTO HTOTH MpecTaBMeHHOM HaydHOH paOoTbl MOXKHO MCMONb30BaTb Wupe — pu 
(PopMupoBaHHH CTpaTerHu pa3sBHTHA OXpaHbl Tpya B HOBbIX CyOBeKTax PO. 


KaroueBble C10Ba: TIPOH3BOCTBCHHbIM TpaBMaTH3M B PecrryOmuKe Kpbim, 4CeHHOCTb NOCTpayaBlIuXx HW MOrHOWHXx 
Ha IIpOv3BO/ICTBe, (PHHAHCHpOBaHHe MepOIpHATHH 10 OxpaHe Tpyja 


BaarogapnHocru. Astopbl OmarogqapaT pykoBogqutTena Yupapienui WexyepanbHow ciyxKObI rocyqapcTBeHHOH 
cTaTuctuku m0 PecnyOmuxke Kppim u r. Cepactonomo banguny O.M. 3a MoMolib B MOATOTOBKe cTaTbu. ABTODPBI 
BbIPAKAIOT OMAarOMapHOCT peakIMU UM pelleH3eHTaM 3a BHUMAaTeJIbHOe OTHOIICHHe K CTaTbe WM 3aMCUaHHA, KOTOPHIC 
TIO3BOJIMJIH TOBbICHTb €€ KAYCCTBO. 


Aa uuTupospannsa. Maxapuuesa A.A., Ed@umMosa B.M. CpaBHutesbHbiii aHasiM3 KpbIMCKOM uM oOmjepoccuiicKon 
J{MHaMUKH MpOv3BOACTBeEHHOrO TpaBMaTH3Ma B 2017-2021 rogax. besonacHocmb mexHozenHblx U NPUPOOHbIX CucmeM. 
2024;8(2):7-16. https://doi.org/10.23947/2541-9129-2024-8-2-7-16 


Introduction. In order to preserve the country's labor potential, it is necessary to maintain a high level of 
occupational safety (OS) and to improve preventive measures aimed at reducing the risk of occupational injuries (OI). 
Systematic scientific research in this area can help to better understand the causes and consequences of OI in various 
sectors of the economy. 
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Since 2014, when Crimea reunited with Russia, there have been significant changes in the region's economy. A new 
need has arisen for research on OI indicators as an element of the all-Russian OS system. Materials on OS issues 
published before 2014 were fragmentary, which proves the relevance of analyzing and introducing OI indicators into 
the scientific discourse in the Republic of Crimea (RC). These indicators are essential for the development of both 
theory and practice of industrial safety, as they reflect the processes of integration of the region's industries into the 
Russian OS system based on a modern regulatory framework. 

Many studies are devoted to the analysis of individual OI indicators in the most traumatic industries — construction [1], 
agriculture [2], mining [3]. Key factors that lead to industrial accidents are determined [4]; measures to reduce occupational 
risks are discussed [5]. At the same time, many researchers note the problem of distorted statistics on OI and occupational 
diseases in Russia. A significant number of minor and moderate injuries are not reported and are not included in official 
statistics [6], which makes it difficult to accurately assess the socio-economic impact of such incidents [7]. Comparative OI 
studies across industry sectors worldwide emphasize the universal nature of risk factors and the underestimation of the 
number of accidents (AC) and the severity of their consequences [8]. Researchers agree that the OI complex nature, combined 
with changing working conditions and new occupational risks, requires constant monitoring and analysis of occupational 
safety indicators. 

Comparative OI studies in new, developing regions of Russia, in particular in the Republic of Crimea, are of 
particular interest. In the first years after the republic became part of the Russian Federation, D.U. Abdulgazis [9] and 
E.N. Abiltarova [10] studied individual OI indicators at enterprises and organizations in Crimea. However, from 2017 
to the present, the dynamics of indicators has not been studied, and no comparative analysis has been carried out. At the 
same time, such research is especially relevant in the context of a noticeable increase in economic activity, changes in 
the structure of the manufacturing sector and the domestic market. The significant increase in the rate of production 
activity in the region necessitates an examination of data regarding accident investigations, the specifics of injuries 
(including fatalities). It is crucial to analyze and interpret the facts, identify recurring patterns, and develop new 
strategies to prevent occupational health issues. 

It is worth noting that there is insufficient knowledge of a wide range of issues, from the analysis of OI dynamics in 
the Republic of Crimea to innovative approaches to improving the system of prevention and training of specialists. This 
indicates the relevance and significance of the presented research. 

The aim of the work was to conduct a comparative analysis of occupational injury rates in Crimea and Russia over a 
period of five years. 

Main tasks: 

— analysis of the regional OI structure and dynamics in 2017-2021; 

— comparison of OJ indicators in the Republic of Crimea with the average Russian; 

— discussion of the possibility of using the results of the analysis to improve the OS system. 

Materials and Methods. Methods of systematization of scientific literature on OI issues, as well as analysis and 
comparison of statistical data on occupational injury indicators in the Russian Federation and the Republic of Crimea 
were used. The statistical reports of the Federal State Statistics Service of Russia (Rosstat) and the Department of the 
Federal State Statistics Service (UFSGS) for the Republic of Crimea and Sevastopol for the period from 2017 to 2021 
served as the basis for the analysis. The results were graphically presented in the form of histograms. In addition, two 
ratings of the Ministry of Labor of the Russian Federation were taken into account. The first one ranked the relevant 
regional executive authorities in terms of activities in the field of public administration of occupational safety and 
health. The second defined the positions of Crimea in terms of compliance with labor legislation. 

Results 

1. Current state of occupational injuries in the Russian Federation and the Republic of Crimea. 

From the perspective of the research topic under discussion, the period from 2017 to 2021 was of particular 
interest. During this time, several important transformations occurred due to the increase in economic activity. 
Since 2020, there has been a slight decrease in it, which was associated with the pandemic of coronavirus infection 
and other circumstances. 

Let us note a number of methodological limitations that need to be considered when conducting this and similar 
research. Firstly, Rosstat, the Federal Service for Labor and Employment (Rostrud) and the Social Insurance 
Fund (FSS) use various methods of accounting for industrial accidents. As a result, some generalized data do not match. 
Secondly, during this period in the region, private entrepreneurs did not take into account all cases of OI. 

Thus, the Crimean and all-Russian indicators for 2017-2021 from the reports of Rosstat and the UFSGS for the 
Republic of Crimea and Sevastopol were studied. The analysis took into account direct data on the average number of 
employees, the number of victims of occupational accidents, including fatal ones. In addition, relative coefficient of the 
number of victims of occupational accidents (per 1000 employees), including fatal ones, was taken into account. 
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Information on the financing of OS measures at enterprises of the Republic of Crimea reflected the trends in the 
development of preventive measures in various industries. 

At the first stage of the study, the Crimean and Russian average OI indicators for 2021 were compared. In 2021, in 
the Russian Federation, Rosstat recorded! 19,977,000 people employed at 158,264 enterprises from various fields of 
economic activity. By the end of the year, 93% of enterprises (147,630) reported no accidents. 21,609 people suffered 
injuries with disabilities (including fatalities), of which 30% were women (6,483). 1,210 people lost their lives as a 
result of serious accidents. Most of those who were fatally injured at work were men (93%). 

According to the UFSGS data for the Republic of Crimea and Sevastopol’, in 2021, 1,475 enterprises in the 
Republic of Crimea were subject to statistical accounting. Out of these, 1,400 (95%) did not have any accidents at the 
end of the year. The average number of employees of these enterprises was 181,773 people (9% of all those employed 
in production in the Russian Federation). 124 people were injured in work-related accidents with disabilities and fatal 
outcomes. Of these, 42 were women (34%). Fatal injuries were reported in nine cases, all of which were men. 

In 2021, 93% of registered enterprises in the country and 95% in the Republic of Crimea did not record accidents. 
With regard to the total number of employees (in ppm of all employees in the Republic of Crimea), 0.68% suffered 
from disability in the Republic of Crimea, while the corresponding figure for the country as a whole was 1.08%. 

The number of registered fatal accidents in the region accounted for 7.26% of the total number of work-related 
injuries. This figure was higher than the national average of 5.60%. The integral indicators for occupational injuries in 
the Republic of Crimea and Russia differed only slightly, so within the scope of this study, a separate analysis was 
conducted on occupational diseases by major economic activity. 

Rosstat data? allowed us to identify the types of economic activity that were most affected by the number of fatal 
accidents in 2021. The table below shows the percentage of fatal accidents: 

— manufacturing (22.6%); 

— transportation and storage (16.5%); 

— construction (15.9%); 

— mining (14.8%); 

— agriculture, forestry, hunting, fishing and fish farming (10.2%). 

The number of people employed in various types of economic activity varied significantly, therefore, for a 
comparative OI analysis, it was advisable to use relative indicators per 1,000 people employed in a particular field. It 
was important to note that manufacturing employed about 25% of the average number of workers across the country, 
while mining employed only 5%, and this affected absolute OI indicators. 

Mining was the leader among the types of economic activities recognized as injurious in Russia in 2021. Here, 
the number of victims with disability for one working day or more and with a fatal outcome amounted to 
1.71 per 1,000 employees with an average of 1.08. Agriculture and forestry were in the second place (1.61). 
Activities in the field of culture, sports, leisure and entertainment took the third place (1.47). Construction was on the 
fourth place (1.35). 

In the Russian Federation, the highest number of deaths due to work-related accidents was recorded in 
mining (0.18 per 1,000 workers with an average coefficient of 0.06), which was significantly higher than in 
construction (0.15) and agriculture (0.11). 

In 2021, the Republic of Crimea reported the highest number of work-related injuries as a result of accident in 
construction. The OI coefficient for this sector was 2.72 per 1,000 employees and four times higher than the regional 
average (0.68). There were many injured persons in the field of water supply, waste collection and disposal (0.94), 
agriculture and forestry (0.88), mining (0.86) and manufacturing (0.79). The largest number of fatal injuries was 
recorded in construction and agriculture. 

In Russia and Crimea, organizational problems were in the first place among the causes of accidents with serious 
consequences. This was evidenced by the results of labor protection monitoring’. Poor organization of production 
processes was the cause of every third accident with severe consequences, while the proportion of such incidents was 
constantly increasing. 


' Russian Statistical Yearbook. 2022. Moscow: Federal State Statistics Service; 2023. 696 p. URL: 
https://rosstat.gov.ru/storage/mediabank/Ejegodnik _2022.pdf (accessed: 24.12.2023). (In Russ.). 

2 Industrial Injuries at Enterprises and Organizations of the Republic of Crimea. Department of the Federal State Statistics Service for the Republic of Crimea 
and Simferopol. Sevastopol. URL: https://82.rosstat.gov.ru/folder/27542 (accessed: 24.12.2023). (In Russ.). 

3 Occupational Injuries in the Russian Federation in 2021. Federal State Statistics Service. URL: https://rosstat.gov.ru/working conditions 
(accessed: 24.12.2023). (In Russ.). 

* Results of Monitoring of Labor Conditions and Safety in the Russian Federation in 2021. All-Russian Scientific Research Institute of Labor of the Ministry of 
Labor of Russia. URL: https://vnii-truda.ru/uploads/researches_file/659e9f020a8e7075635856.pdf (accessed: 24.12.2023). (In Russ.). 
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Minor but significant factors that contributed to occupational injuries include violations of traffic rules, poor labor 
discipline, and non-compliance with workplace safety standards. Approximately 7% of accidents with serious 
consequences were caused by deviations from the established technological process. Other reasons included 
shortcomings in the management and training of labor protection personnel, unsatisfactory condition and shortcomings 
in the organization of workplaces, refusal to use personal protective equipment. About a quarter of all accidents with 
serious consequences were difficult to classify unambiguously, as they were caused by circumstances that were not 
directly related to human error. 

Thus, the comparison of OI indicators in the Republic of Crimea for 2021 revealed differences. When analyzing the 
basic integrated data, it appeared that the situation was fairly prosperous. However, a diversification of the Crimean 
indicators, in particular the distribution of victims per 1,000 employees in specific economic activities, indicated 
problems with ensuring security and the need for OS improvement. 

Given the size of Russia, in order to correctly compare the average indicators for the country and the subject of 
the federation, many factors must be taken into account, including nature, climate, and technological development of 
the region. Comparable OI indicators made it possible to identify areas of increased risk and prioritize occupational 
safety measures. 

2. Analysis of the dynamics of occupational injury rates in the Russian Federation and the Republic of Crimea from 
2017 to 2021. 

Figure | provides the dynamics of the number of injuries and deaths at enterprises in the Republic of Crimea and the 
Russian Federation from 2017 to 2021. 
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Fig. 1. Dynamics of occupational injury rates from 2017 to 2021: 
a — in the Republic of Crimea; b — in Russia 
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Figure | shows how the main OI indicators have changed over the studied period. In the Republic of Crimea, the 
maximum number of victims of accidents was recorded at manufacturing enterprises in 2017 — 149 people. In 2018 it 
was 110 people, in 2019 it was 134. The minimum was recorded in 2020 (71 people), but in 2021 the figure almost 
doubled to 124. 

The dynamics of fatal accidents was similar. The number of fatal injuries had been growing for two years, peaking 
in 2019, sharply decreasing in 2020 and increasing again in 2021 (Fig. | a). 

In the whole country, the number of recorded occupational injuries had steadily decreased since 
2017 (25,445 people), fell to a minimum in 2020 (20,503 people) and increased in 2021 (21,609 people). At the same 
time, the number of fatalities increased from 1,140 in 2017 to 1,210 in 2021. In 2020, the lowest number of deaths as a 
result of industrial accidents was noted (910, Fig. 1 5). 

In 2017-2021, the proportion of fatal injuries in the Republic of Crimea significantly exceeded the average 
statistical indicators (Fig. 2). 
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Fig. 2. Share of fatal injuries in Russia and the Republic of Crimea in 2017-2021, % of the total number of injuries 


In 2018-2019, this indicator in Crimea was the highest and exceeded the national average by 2.2 times. This fact 
was probably related to the growth in construction volumes — this was the most traumatic type of economic activity in 
the region. 

In the Russian Federation and Crimea, the situation regarding occupational injuries worsened in 2021 (compared 
to 2020) by three indicators: 

— the total number of injuries at industrial enterprises increased (by 5% in the Russian Federation and by 75% in the 
Republic of Crimea); 

— there were more fatal injuries (by 33% in the Russian Federation and by 50% in the Republic of Crimea); 

— the share of fatal injuries increased by 27% in the Russian Federation and decreased by 14% in Crimea (a sharp 
increase in the total number of victims was accompanied by a decrease in the proportion of fatal victims). 

The high growth rates in the number of accidents in 2021 could be explained by the low base of 2020. Due to 
pandemic restrictions, injuries decreased significantly in 2020, leading to an unprecedented decrease in economic 
activity. Many industries saw businesses operating at reduced or partial capacity. 

In general, in Russia in 2017-2021, the absolute number of victims with disability and death decreased by 18%. 
However, the number of deaths increased by 6% during this period. In Crimea, the number of people injured with 
disability also decreased by 18%. In 2021 (compared to 2017), the number of work-related deaths increased by 22%. 

Let us consider relative Crimean indicators for victims with disability and death (per 1,000 employees). In this case, 
we used information on the types of economic activity included in the Rosstat sample. So, in 2017 and 2021, the same 
indicator was recorded — 0.7 people per one thousand employees (Fig. 3 a). However, the number of deaths per one 
thousand people employed in Crimea increased by 20%, and in Russia as a whole — only by 6% (Fig. 3 5). 
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Fig. 3. Dynamics of injury rates per 1000 employees in the Republic of Crimea and in Russia in 2017-2021: 


a — victims with disability for one working day or more and with fatal outcome; b — victims with fatal outcome 


Thus, the dynamics of the total number of occupational injuries in the Republic of Crimea corresponded to the 
all-Russian dynamics. However, a comparison of relative indicators showed that in fact the level of occupational 
injuries in Crimea remained unchanged over the years, and the level of fatal injuries increased more than in the whole 
country (Fig. 3). At the same time, funding for occupational safety measures in both the Russian Federation and in the 
Republic of Crimea increased (Fig. 4). 
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Fig. 4. Dynamics of the volume of financing for occupational safety measures per employee from 2017 to 2021, thousand rubles 


As it can be seen from Figure 4, occupational safety costs in Crimea increased by 70%, from 7 thousand rubles per 
employee in 2017 to 12 thousand rubles in 2021. In general, an increase of 58% was recorded in Russia, from 
13 thousand rubles to 20.5 thousand rubles. 

It is easy to see that the amount of funds allocated to occupational safety in Crimea in 2021 was about 1.7 times 
lower than the national average. The highest values of fatal injuries in Crimea were recorded in 2018 and 2019. In the 
same years, the difference between the regional and Russian levels of financing for occupational safety measures was 
maximum. In Crimea, 2.2 times less was spent per employee than the national average. One possible explanation was 
the lack of resources to provide occupational safety. 

Relative OI indicators (per 1 000 employees) in the region were noticeably lower than the average for the Russian 
Federation. So, in 2021, per 1,000 employees, the number of injured in the industries of the Republic of Crimea turned 
out to be 36% lower, and the number of fatalities was 20% lower (Fig. 3). However, we believe that this was not due to 
the effectiveness of occupational safety measures, but rather to the regional structure of industrial injuries by type of 
economic activity. The low number of victims was generally characteristic of the Southern Federal District. This is due 
to the lower number of people employed in industry, mining, and manufacturing enterprises. A significant part of the 
population of the southern regions worked in the service sector. 

Discussion and Conclusion. In the period from 2017 to 2021, funding for occupational safety measures at 
enterprises in Crimea and Russia as a whole increased. At the same time, the rates of fatal OI increased, and in Crimea 
this trend was more pronounced than the national average. Apparently, the field of management needs more advanced 
methods for evaluating the effectiveness of measures. In the annual ranking of the subjects of the Russian Federation in 
terms of compliance with labor legislation> the Republic of Crimea moved from the third place in 2017 to the 42nd 
place in 2018. In 2019, the region took the 20th place. The list was compiled by the Federal Ministry of Labor. It also 
ranked the activities of the relevant regional executive authorities. According to the results of 2021, Crimea was ranked 
60th out of 85 subjects of the Russian Federation in this list. 

It is certainly necessary to thoroughly study and analyze the issues of OI prevention at construction sites in Crimea. 
This is evidenced by the almost twofold excess of the number of victims of accidents in the construction industry in the 
Republic of Crimea compared to the national average. 

The highest number of fatalities is recorded in the construction and agricultural sectors of the republic. Therefore, 
these sectors require more effective environmental protection measures, improved methods for preventing workplace 
accidents, and adequate indicators to assess the dynamics of occupational safety and health [11]. 

In general, the results of the presented work indicate positive changes in ensuring industrial safety in the Republic of 
Crimea. This opens up prospects for further research and the application of the data obtained. The data can be used to 
develop indicators of industrial safety, tools for forecasting and analyzing occupational safety at the regional and 
national levels. An interdisciplinary approach to the problem of occupational injuries opens up prospects for the 
promotion of new methods for preventing accidents at work. 


5 Rating of Executive Authorities on Labor of the Subjects of the Russian Federation on the Implementation of State Management of Labor Protection. 
Ministry of Labor of Russia. URL: https://eisot.rosmintrud.ru/formirovanie-rejtinga-sub-ektov-rossijskoj-federatsii-po-urovnyu-soblyudeniya- 
trudovogo-zakonodatelstva-i-bazy-obraztsov-luchshej-praktikil (accessed: 24.12.2023). (In Russ.). 
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One of the ways to improve the prevention of occupational injuries in the region is through the development of 
continuous education in the field of occupational safety. This includes training and retraining of specialists in 
secondary vocational and higher educational institutions [12]. The information collected on injury rates in 
different sectors of the regional economy could be incorporated into training programs in subjects such 
as “Life Safety” and “Occupational Safety”. 

Current dynamics are partly related to the integration of Crimea after 2014. Indicators are given in comparison with 
the national ones. It is logical to assume that the results of this scientific work can be used more widely when forming a 
strategy for the development of occupational safety in new regions of the Russian Federation. 
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Abstract 

Introduction. Plant pollen causes various allergic reactions in humans, including respiratory diseases, immune system 
disorders, bronchitis, conjunctivitis, dermatitis, and hay fever. These diseases affect up to 30% of the world's 
population. In large cities, trees and shrubs used in landscaping are significant sources of allergenic dust. Despite this, 
the greening of cities worldwide often occurs without considering the allergenic properties of plants. With the 
development of proteomics, it has become possible to assess the degree of allergenicity of proteins that make up plant 
pollen in detail. Based on this information, a scale of potential allergenicity for woody plants has been developed. The 
aim of this study is to assess the allergenic potential of woody plants in the urban flora of Rostov-on-Don. 

Materials and Methods. The object of the study was trees and shrubs used in the landscaping of Rostov-on-Don. The 
analysis of floristic data was based on the materials obtained during field work in 2023 on the territory of Rostov-on-Don. 
The author also used the lists of the city's dendroflora compiled between 2007 and 2022. The assessment of the 
potential allergenicity of woody plant species was conducted on a five-point scale, with 0 indicating plants that did not 
pose an allergic hazard, | indicating a low allergenicity level, 2 indicating a medium class, 3 indicating a high level, 
and 4 indicating a very high level of allergenicity. 

Results. In the flora of woody plants in Rostov-on-Don, 61 species of potentially allergenic plants were identified, 
posing varying levels of danger to human health. The share of all types of potentially allergenic woody plants was 30% 
of the total number of urban woody flora species in the city. The most powerful sources of allergenic pollen included 
nine species (Fraxinus Excelsior, Betula Pendula, B. Verrucosa, Platycladus Orientalis, etc.), which posed the greatest 
threat of hay fever and other allergic reactions. As a rule, these were typically wind-pollinated plants that produced 
maximum amounts of pollen. The list of potentially allergenic species included a significant number of adventitious 
species (24 species), which made it difficult to control their spread. A taxonomic analysis of potentially allergenic 
species was carried out at the order level, for which specific protein reactions were identified and detailed approaches to 
the prevention and treatment of hay fever were developed. The orders Pinales and Fagales form the bulk of allergenic 
pollen in the winter-spring period. 

Discussion and Conclusion. For the first time, studies were conducted on the allergenic activity of urban woody flora 
in the southern regions of Russia. An assessment of their allergenic potential allowed us to determine the level of threat 
of allergic reactions in humans. The greatest danger comes from both allergenic and invasive species that can spread 
actively and increase in numbers. Representatives of the Pinales and Fagales orders have proven to be significant 
sources of allergenic pollen, as they often have high ornamental qualities and play a prominent role in design projects. 
In some cases, it may be possible to replace these cultures with less allergenic alternatives, such as representatives of 
the Rosales order, to reduce the risk of allergic reactions. 


Keywords: pollen of woody plants, allergies to pollen, urban flora, flora of Rostov-on-Don, adventive species 
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AHHOTalna 

Beedenue. Ubiipua pacTenuit BbI3bIBAaeT y 4eOBeKa pa3HOOOpa3Hble ajWieprMyecKHe peaKUMH, B TOM 4HCJIe 
pecliupatopHbie 3a00eBaHua, HapylieHua HMMYHHOM CHCTeMbI, OPpOHXHT, KOHBIOHKTUBUT, J[ePMaTHT, CeHHY!O 
mxopanky. Mou ctpafaer no 30% HaceneHnua Mupa. B kpylHbIx ropowqax MOLIHbIMM HCTOUHUKaMH alisiepreHHoit 
TIbIIbIUbI ABJIAKOTCA JEPpeBbA HW KYCTAPHUKH, HCHONb3YeMble B 3CJICHOM CTPOMTesIbCTBe. TeM He MeHee, O3eIeHeHHe 
OObINMHCTBa TOPOAOB B MMpe MpoBogNTca 6e3 yueTa asIepreHHOCTH IIPWMeHAeMBIX KyJIbTyp. C pa3BHTHeM 
IIPOTCOMHKH NOABHIACb BO3MO2KHOCTH J[eTaIbHO OIeCHHTb CTeIeHb asIepreHHOCTH pa3JIMYHbIX OeIKOB, BXOJALIUX B 
cocTaB IIbiIbubI. Ha sTHx cBeyeHHAXx CPOPMUPOBAHE! IIKaJIbI MOTCHIMAIbHOM aWIepreHHOCTH JPeBeCHBIX pacTeHHit. 
Lembo aHHoro HCcIeqOBaHHA ABMIACb OLeHKa aJIepreHHOrO MOTeHIMasla ApeBeCHbIX pacTeHuli ypOanHodsopsl 
ropoya Poctosa-Ha-Jlony. 

Mamepuaavi u memooot. OObeKToM UccCeAOBaHHA MOCK JepeBbA HU KyCTaPHHKH, UCTIOIb3yeMBIe B O3eJICHCHHU 
QOHCKoM cTomMuUp. AHamM3 (IOpUcTHYeCKHX JAaHHbIX OCHOBaH Ha MaTeplaslax, MOIyAeHHBIX B XOj[e MOeBEIX paooT B 
2023 rony Ha TeppuTopun ropoya. TaoKe aBTOPOM MCHONb30BaIMCb CHMCKH eqpoduopEl roposa, cOcTaBJICHHbIe B 
nepvog c 2007 no 2022 rox. OyeHKa NOTeHIMaIbHOW aWIepreHHOCTH BHOB ApeBeCHbIX pacTeHHM NpOBOAMIIACh TO 
MATHOaWIbHOH wikale, rye 0 — pacTeHua, He MpeycTaBiarouIMe alwiepreHHoi onacHocTu; | — Hu3KHM Kacc 
allepreHHoctTH; 2 — cpeyHuii Kacc; 3 — BbIcoKuii Kacc; 4 — o4eHb BbICOKHH KjIacc asJWIepreHHocTH. 

Pezyiemamol ucciedoeanua. B coctaBe (lopli ApeBecHbIx pacTeHuit Poctospa-Ha-Jlony BblaBieH 61 Buy pacTeHuit, 
TIpeACTABIIAIOWMIMX pa3Hble YpOBHM aJWIepreHHOHM ONaCHOCTH JIA 340poBba uemoBeKa. Joa UcceqyeMbIX BHLOB 
coctaBiiseT 30 % oT oOmero 4NCIa WpeBecHon ypOaHodoppl ropoyza. CaMbIMH MOLJHbIMM HCTOUHHKaMH asilepreHHon 
TIBIIbIbI ABIAIOTCA JeBATb BUNOB (Fraxinus Excelsior, Betula Pendula, B. Verrucosa, Platycladus Orientalis u qp.), 
OHH TIpecTaBAIOT HavOOJbIIy!O yrpo3y BO3HHKHOBCHUA TOJWIMHO30B WM Apyrux asepruueckux peakui. Kak 
TipaBusio, 39TO BeTPOOMbIIAeMble pacTeHusA, MpOAyWMpyrolWlMe MaKCHMasIbHOe KOJIM4YeCTBO ITIbIIbIIbI. Cpequ 
MOTCHIMAaIbHO aWIeCpreHHBIX BUOB OTMeuaeTCA 3HAYMTeIbHOe KOJIMYeECTBO aJBeCHTMBHBIX BUOB (24 Bua), 4TO 
3ATpyHHAeCT KOHTPOJIb Hal MX pacripoctpaHeHnem. IIpoBeyeH TakKCOHOMMYeCKHH aHasIM3 MOTCHIUMAJIbHO aJiJIepreHHbix 
BUJOB pacTeHHii Ha ypOBHe MOpAAKOB, JIA KOTOPHIX BBIABJICHbI Clieludw4eckve peakiMH OeNKOB U pa3pa0oTaHBI 
W[eTaIbHble MOAXOALI K MpopuakTuKe U JeueHur1o MoOWIMHOsOB. IlopayKu Pinales u Fagales popMupyroT OCHOBHY!O 
Maccy aJlepreHHOH MbUIbIbI B 34MHe-BeCeHHHH Mepvol. 

O6cystcdenue u 3akniouenue. UccneqopaHua aluiepreHHoli aKTHBHOCTH ftpeBecHoli ypOaHodsopsr Ha rore Poccnu 
TIpOBeeHBI BUepBble. OleHKa ee aliepreHHOrO NOTeHUMaa NO3BOIMIAa ONpeAeMTb CTeHeHb YrpO3bl BOZHUKHOBCHHA 
ajlepruueckux peakuMi y sogel. HanOomputyio onacHOCTb MpeACTaBIAIOT OJHOBPeMeHHO asIepreHHbie 
MHBa3HOHHbIe BUbI, CIOCOOHBIe K aKTHBHOMY PpacIIpOcTpaHeHHIO HM yBeJIMYeHHIO cBOeM 4uMcMeHHoOcTH. Mom{HbimMu 
MCTOUHUKaMH aliiepreHHOH MbIIbIbI OKa3aIMCb IpeyCTaBuTesM WopayKoB Pinales u Fagales. Onn 2xe, kak mpaBuo, 
oOsaya¥oT BbICOKUMM J[eKOpaTHBHBIMH KayecTBaMM VM MrparoT BeyYIyO pollb B Wu3aliHepcKUx Mpoektax. B paye 
CyLy4aeB 3TH KYJIBTYPbI MO2KHO 3aMellaTb MecHee aLIepreHHBIMH, HallpuMep, ipeycTaBuTemamu nopayKa Rosales. 


KuroueBbie CjI0Ba: TIbUIbIa J PeBeCHBIX pacTeHHM, alWIeprud Ha IbIIbILy pacTeHu, ypOaHoduopa, propa ropona 
Poctopa-Ha-JIoHy, a]BeHTHBHBbIe BUIBI 


BaarogapHocru. ABTop Omaroqaput peqakKWHOHHy!0 KOMAaHy *KypHasia HW peleH3eHTa 3a KOMUCTCHTHY!O SKCIICPTH3y 
WM WeHHbIe peKOMeCHalni NO YJTYAWIeHHtO COepKaHHA CTATbH. 


Jia KHTHpoBaHHa. Cepena M.M. Onenka amiepreHHoro NOTeHIMasla [peBecHoli ypOaHodrops! ropoza Poctosa-Ha-JJony. 
Bezonacnocmb mexnozenubix u npupooHeix cucmem. 2024;8(2): 17-25. https://doi.org/10.23947/2541-9129-2024-8-2-17-25 
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Introduction. Respiratory diseases associated with atmospheric plant pollen are currently a global public health 
problem, as they affect about 30% of the world's population [1]. In Russia, allergic rhinitis, as the most common 
allergic disease, affects from 11 to 24% of the population, depending on the region [2, 3]. Allergic reactions can 
affect the human immune system and disrupt its work [4]. Pollen allergy can also cause a number of other diseases 
(bronchitis, conjunctivitis, dermatitis, hay fever). Prolonged exposure to its high concentrations can lead to chronic 
bronchitis and bronchial asthma [5]. 

Quite often, pollen allergy is associated only with the flowering of ambrosia (Ambrosia sp.) and some types of 
cereal plants (oats, wheat, corn). However, there are many more sources of allergenic pollen. It is necessary to add to 
this list cultivated plants (sugar beet, clover, sorrel, sunflower), weeds (dandelion, plantain, nettle, sagebrush, orach) 
and various types of woody plants. Pollen containing simple alkaloids, amines, saponins, and essential oils most 
often causes various grass pollen allergies [6]. There is disagreement among scientists about the allergenicity of 
pollen from coniferous plants such as cypress, yew and pine. Some authors [7] are of the opinion that pollen of 
coniferous plants has the least pronounced allergenic properties. Other experts [8] note that coniferous species have 
very high allergenic activity. It is obvious that the landscape and the nature of vegetation play a crucial role in the set 
of allergenic factors. Undoubtedly, in the conditions of large cities, the allergenic situation will be formed mainly 
due to woody plants. 

There are few studies of urban vegetation as a source of allergens [9, 10]. In some countries of the world, there 
are aerobic stations that collect data on the content of allergens in the atmosphere. This allows a systematic approach 
to the study of the problem of identifying allergenic species and determining their level of danger. 

One of the first initiatives in the field of determining the allergenicity of garden plant species is the study of 
T. Ogren [11], who developed the Ogren Plant Allergy Scale (OPALs), a system for measuring the ability of a plant 
to cause allergic reactions in humans. K. Hruska[12] established the phytoallergenic potential of various plant 
species present in urban ecosystems of Italy, based on their biological and phenological characteristics. More recent 
projects are [8, 13] with lists of characteristics and signs of allergenicity of the 100 most used types of urban 
landscaping. They were compiled in order to identify allergenicity problems in the population. Based on the 
above-mentioned works, as well as with the involvement of molecular studies of protein compounds in pollen [14], a 
list of 150 common trees and shrubs of Mediterranean cities was developed with an assessment of their potential 
allergenicity on a scale from 0 to 4 (VPA). 

With the development of molecular biology, in particular proteomics, it was possible to approach the molecular 
mechanisms of human allergic reactions to pollen particles [15]. It has been established that the most powerful 
sources of allergens were representatives of the orders Fagales, Lamiales, Proteales and Pinales. The aim of the study 
presented today is to characterize the allergenicity of woody plants that make up the urban flora of Rostov-on-Don. 

Materials and Methods. The object of the study was trees and shrubs that were in a stable and continuous urban 
landscaping culture. The analysis of floral data was based on materials obtained during field work in 2023 in the city. 
In addition, during the assessment of urban flora, the authors used the works of Ogorodnikova T.K., Pokhilko L.O., 
Fedorinova O.I. [16], Kozlovskii B.L., Kuropyatnikov M.V. [17], Berezin V.V. [18]. Invasiveness of plant species 
was determined in accordance with the data collected by Vinogradova Yu.K., Maiorov S.R., Khorun L.V. [19]. The 
assessment of the potential allergenicity of woody plant species was carried out on a scale [14], where 0 indicated 
that the plants did not present an allergenic risk, | represented a low allergenic class, 2 was a medium allergenic 
class, 3 was a high allergenic class, and 4 was a very high allergenic class. 

Rostov-on-Don is located in a temperate continental climate zone with mild winters and hot, dry summers. The 
average air temperature, according to long-term observations, is +11.0°C. The coldest month is January (with an 
average temperature of —2.0°C). The warmest month is July (with an average temperature of +23.4°C). The average 
annual precipitation in Rostov-on-Don is 618 mm. The zonal type of vegetation surrounding the urban landscape 
are steppes [20]. 

Results. 61 species of potentially allergenic plants representing different levels of danger to human health have 
been identified in the flora of woody plants of Rostov-on-Don. According to [17], the so-called real assortment of 
woody plants in the city included 200 species of gymnosperms and angiosperms belonging to 97 genera from 
43 families. The species that were in a stable and continuous urban gardening culture were taken into account. Thus, 
the proportion of all potentially allergenic woody plant species (VPA species) was 30% of the total urban woody 
flora (Table 1). 
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Table 1 
Potentially allergenic species of woody plants in the urban flora of Rostov-on-Don ~ 
Number 
Genus (species) of species Adventitious Invasive VPA Order 
in the genus 
Acer (except A. negundo) 4 2 2 Sapindales 
Acer negundo North America Transformers 2+ Sapindales 
Aesculus hippocastanum Central Europe 1 Sapindales 
Ailanthus altissima Asia Transformers 3 Sapindales 
Betula 2 4 Fagales 
Campsis radicans North America 1 Lamiales 
Catalpa bignonioides North America 1 Lamiales 
Cercis siliquastrum Asia 1 Fabales 
Corylus avellana 4 Fagales 
Cotoneaster 3 1 Rosales 
Crataegus 
4 l Rosales 
(except C. monogyna) 
Crataegus monogyna Invasive plants Rosales 
Elaeagnus angustifolia Naturalized plants 1 Rosales 
Fraxinus excelsior 4 Lamiales 
Ginkgo biloba China 3 Ginkgoales 
Gleditsia triacanthos North America 1 Fabales 
Hibiscus syriacus Asia 1 Malvales 
Juglans nigra North America 3 Fagales 
Juniperus 2 1 4 Pinales 
Ligustrum vulgare 2 Pinales 
Malus domestica 1 Rosales 
Morus alba Asia 3 Rosales 
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Morus nigra Asia Rosales 
Paulownia tomentosa China Lamiales 
Picea pungens North America Pinales 
Pinus sylvestris Pinales 
Platanus x acerifolia Asia Proteales 
Platycladus orientalis China Pinales 
Populus alba Transformers Malpighiales 
Populus deltoides Malpighiales 
Prunus Rosales 
Pseudotsuga menziesii North America Pinales 
Pyrus comminis Rosales 
Quercus robur Fagales 
Rhus typhina Africa Sapindales 
Robinia pseudoacacia North America Fabales 
Rosa canina Rosales 
Salix alba Malpighiales 
Sambucus nigra Dipsacales 
Sophora japonica Asia Fabales 
Sorbus aucuparia Rosales 
Spiraea x vanhouttei Rosales 
Tamarix tetrandra Caryophyllales 
Thuja occidentalis North America Pinales 
Tilia cordata Malvales 
Ulmus Rosales 
Viburnum lantana Dipsacales 


Technosphere Safety 


21 


https://bps-journal.ru 


22 


Sereda MM. Assessment of the Allergenic Potential of Urban Woody Flora of Rostov-on-Don 


It should be noted that the list of VPA species was rather heterogeneous in terms of allergenicity (Fig. 1). 
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Fig. 1. Distribution of VPA species of urban woody flora of Rostov-on-Don by allergenicity levels 


Group No. | turned out to be the most numerous, with 31 species, which was 51.6% of the total number of VPA 
species. They carried a minimal risk of allergic reactions. Nevertheless, this group included quite common breeds in the 
city, such as Aesculus hippocastanum, Catalpa bignonioides, Gledicia triacanthos, Robinia pseudoacacia, etc. These 
species were entomophilic and produced significantly less pollen than wind-pollinated plants. In some species of this 
group, only pollen showed allergenic activity, other parts of the plant might have the opposite effect. According to the 
authors [21], extracts of the fruits of Gleditsia triacanthos exhibited pronounced anti-allergenic properties. 

Ten species (16.7%) were assigned to the second class of allergenicity. In particular, these were Acer, Tilia cordata, 
Pinus sylvestris, etc. By the nature of pollination, these were mixed species, i.e. insects were used to transfer pollen, but 
small portions of pollen entered the air in an anemophilic way to attract them [14]. 

The third category also included ten species (16.7%), which were characterized by a high degree of allergenicity. 
Among them were Ulmus, Morus alba, Populus alba, Ailanthus altissima, etc. When determining the allergenicity of 
Ailanthus altissima, experts could not come to a consensus, since the strategy of its pollination has not yet been 
clarified, namely whether it is pollinated amphiphilically or anemophilically. In the latter case, there was every reason 
to place it in the third category of VPA species. 

The fourth category included nine species (15%) that posed the greatest potential threat of the occurrence of 
pollinosis and other allergic reactions. Among them Fraxinus excelsior, Betula pendula, B. verrucosa, Platycladus 
orientalis were well known and widespread, i.e. typically wind-pollinated plants, therefore producing maximum 
amounts of pollen. 

The analysis of the identified potentially allergenic species showed a fairly high percentage of adventitious (alien to 
local communities) species. It was obvious that pollen from such plants caused more acute and less predictable 
reactions of the human body, and this happened for at least two reasons. Firstly, it was the lack of immune mechanisms 
to combat new proteins in the pollen of foreign plants [15], and secondly, some adventitious species aggressively 
captured new habitats, which led to a sharp increase in their numbers and, consequently, to an increase in pollen mass in 
the atmosphere. Thus, the proportion of adventitious species in the list of VPA species might carry additional 
information about the potential allergenic danger of urban flora (Table 1). 24 adventitious potentially allergenic species 
were found in the urban flora of Rostov-on-Don, which was 12% of their total number. Almost half of these 
species (45.8%) were from North America, the rest were from Asia or Africa. In addition, allergenic species included 
five invasive species with different invasive statuses. These species could be introduced into natural cenosises and 
transform natural ecosystems. It was necessary to control the spread of these species by urban flora monitoring. 
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Taxonomic analysis of VPA species showed the distribution of potentially allergenic species in orders for which 
specific protein reactions were identified and detailed approaches to the prevention and treatment of pollinosis were 
developed (Fig. 2). 
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Fig. 2. Distribution of VPA species of urban woody flora of Rostov-on-Don in taxa at the level of orders 


Pinales (13.1%) and Sapindales (13.1%) were the leaders in the spectrum of orders. The Pinales order included 
Juniperus virginiana, J. sabina widespread in green construction, which, according to the VPA scale, belonged to a 
class with a very high content of allergens. According to [22], the allergens Cry j 1 and Cup a 1, which belonged to the 
family of pectatliase proteins and demonstrated high levels of cross-reactivity, were found in juniper pollen. Pectatliase 
allergens were identified as major allergens not only in the pollen of Cupressaceae trees, but also in Asteraceae weeds, 
which brought them closer to ambrosia from this point of view. 

The second place in the number of species was shared by the orders Lamiales (8.2%) and Fagales (8.2%). Pollen 
from Fagales trees was the main cause of winter-spring pollinosis in the temperate climatic zone of the Northern 
Hemisphere [23]. The order included the families Betulaceae, Juglandaceae, and Fagaceae, which most often caused 
allergies. A recent study has revealed the similarity of proteins in birch pollen with proteins of the lipocalin family, to 
which most allergens of animal origin belonged. 

In the Lamiales order, only the Oleaceae family included species with allergenic activity. Thus, Fraxinus excelsior 
was a fairly powerful source of allergens. Its pollen productivity could reach the same level as that of birch, while the 
flowering seasons of both trees overlaped significantly. Syringa vulgaris and Ligustrum vulgare were two 
representatives of the Oleaceae family that caused allergies and asthma. Both plants were widely introduced into the 
culture of green spaces in Rostov-on-Don. Interestingly, Ligustrum vulgare was a tree pollinated by insects, so the 
concentrations of its pollen in the environment were usually very low. Nevertheless, there was evidence that Ligustrum 
vulgare could act as a sensibilizer for allergies to all Lamiales [24]. 

The Proteales order included only one species, Platanus x acerifolia. Platanus was a common species in southern 
cities, including Rostov-on-Don. The breed had high pollen productivity. For example, in Spain, during the flowering 
season, the released pollen could reach a level of 14% of the total amount of pollen [25, 26]. 

The Rosales order included 21 species (34.4%) of woody potentially allergenic plants from the families Rosaceae, 
Moraceae, Ulmaceae, etc. In this series, the most powerful sources of allergens were representatives of the Moraceae 
and Ulmaceae, and these were plants with either a mixed type of pollination, such as mulberry, or exclusively 
anemophilic — elm. 

In the other orders, which accounted for 14.8%, only the Malpighiales deserved attention, which included Populus 
and Salix. These cultures had moderate allergenic activity. 


Technosphere Safety 


23 


https://bps-journal.ru 


24 


Sereda MM. Assessment of the Allergenic Potential of Urban Woody Flora of Rostov-on-Don 


Discussion and Conclusion. The assessment of the allergenic potential of woody plants of urban flora of Rostov-on-Don 
allowed us to establish the degree of threat of allergic phenomena among citizens. Determining the level of allergenic activity of 
each type of arboreal urban flora opens up new opportunities for further design of landscaping facilities that exert minimal stress 
on the respiratory organs and the human immune system. The greatest danger is posed by both allergenic and invasive species 
capable of active distribution and an increase in their numbers. The use of such species in the landscape design of the city, as well 
as the introduction of new similar species in landscaping should be under the control of arborists. The most powerful sources of 
allergenic pollen were representatives of the Pinales and Fagales orders. They, as a rule, have high decorative qualities and play a 
leading role in design projects. In some cases, these cultures can be replaced with less allergenic ones, for example, 
representatives of the Rosales order. 

In the future, it is necessary to develop clear recommendations for urban landscape architects to limit the spread of 
allergenic tree species. 

The study of the allergenic activity of arboreal urban flora for the cities of southern Russia was conducted for the 
first time. Further research will be related to the arboreal urban flora of cities in neighboring regions in order to conduct 
a comparative analysis. 
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Abstract 


Introduction. Currently, there is a problem with the accumulation of large amounts of production waste. One type of 
this waste is excess activated sludge, which is a waste product from biological wastewater treatment that has a high 
moisture content. When excess activated sludge is deposited in beds, problems can arise related to changes 
in the gas-air environment, the release of unpleasant odors, as well as the contamination of groundwater and soil. 
Prolonged presence of sediment in sludge beds in oxygen-free conditions leads to its decay and deterioration of 
moisture-yielding properties. For these reasons, the development of new methods for disposing of large volumes of 
waste generated during wastewater treatment is essential. The aim of this research is to develop a technique for 
preliminary neutralization and thermal treatment of excess activated sludge using energy waste. 

Materials and Methods. The work used excess activated sludge with a moisture content of 98.2% (waste of hazard 
class IV). Water treatment sludge (waste of hazard class V) was used as a reagent to increase moisture yield. For 
experimental studies on dehydration, a laboratory centrifuge Elmi CM-6M.01 was used. Tests were conducted under 
various conditions (500, 1,000, and 1,500 revolutions per second for 1, 2, and 3 minutes), and the value of 
centrifugation was determined as a criterion for moisture yield in the sludge. Fuel pellets were produced by rolling 
with technical lignosulfonate as a binding agent. Elemental analysis of the samples was conducted to study the 
possibility of thermal treatment using an EA 3,000 Euro Vector Analyzer. 

Results. A comprehensive technology has been developed to clean the resulting gas emissions from solid particles 
formed during the combustion of fuel pellets and remove them from the furnace in the form of fly ash along with the 
outgoing gases. This technology also removed sulfur oxides, nitrogen oxides, and polychlorinated dibenzodioxins and 
dibenzofurans, while beneficially utilizing flue gas heat by reducing its temperature from 900—1,200°C to 140°C. 
Discussion and Conclusion. The approach proposed in this article for the processing and disposal of large volumes of 
waste allows for the reduction of moisture content of excess activated sludge and the use of this waste as a secondary 
energy source. This method is environmentally friendly and addresses both technical and environmental challenges, 
such as the effective recycling of industrial waste and reducing the anthropogenic impact on soil, air, and groundwater. 
It also provides an opportunity to generate additional electrical and thermal energy through thermal utilization of waste. 
The results of this work indicate that it is possible to integrate the use of various types of industrial waste (sewage 
sludge, water treatment waste, and pulp and paper industry waste) as secondary energy sources. These findings have 
practical implications for enterprises in both the municipal and industrial sectors with wastewater treatment facilities. 


Keywords: waste, excess activated sludge, neutralization, thermal disposal, fuel pellets, environmentally safe technology 
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AHHOTalna 

Beedenue. B nactosulee BpeMa CylecTByeT MpoOsemMa HaKOMJICHHA MHOTOTOHHAKHBIX OTXOJOB MpOH3BOACTBa. OHM 
M3 TaKHX OTXOJOB ABJIACTCA H30bITOUHBIM aKTHBHbIM WI — OTXO OMOMOrM4ecKOM OYHCTKH CTOUHBIX BOL, 
XapakTepH3yIOlHlica BbICOKOM BaxKHOcTEIO. IIpH enoHupoBaHHuH W30bITOUHOTO aKTMBHOTO Wla Ha KapTax 
BOSHHKAaIOT MIpOOJIeMBI, CBA3AHHbIe C M3MCHEHHEM Ta30BO3LYIIHOFO (OHA, BbIAeCIICHHeM HEIPHATHBIX 3alaxOB, a TakoKe 
3arpA3HeHHeM TpYHTOBBIX BO H 104UB. IpoxoumKUTeIbHOe HaxoxKAeHHe OCaKa Ha WIOBBIX KapTax B O€CKHCJIOPOAHBIX 
YCIOBHAX IIPHBOJMT K ero 3arHHBaHHIO, YXYAMWCHHIO BarOOTAaoWMx cBolicTB. Ilo sto MpH4unHe paspadoTKa HOBBIX 
TMOAXOAOB K YTHJIM3alM4H MHOFOTOHHaxKHOTO OTXOa, OOpasyrlolerocd MpH OUYMCTKe CTOUHBIX BO, ABIACTCA 
akTyaIbHo. Lembro faHHoro ucceqoBaHuA cTala paspadoTKa cmocoOa MpexBapuTebHOrO OOe3BpexKHBaHHA U 
TepMHYeCKON MepepaooTKH U3ObITOUHOLO AKTHBHOTO Wa C IPHMeCHeCHHeM OTXOJa JHEPreTHKN. 

Mamepuanot u memooot. B padote ucromb30BasIM W30bITOUHBIM AKTUBHBIM WI C BIIaKHOCTHIO 98,2 % (oTxoy IV Kmacca 
omacHocTH). B kauyecTBe peareHTa JIA NOBbILICHHA BIAarOOTAadH MpHMeHAJIM WIaM BOAOMOATOTOBKH (OTXOA V Kacca 
omacHocTH). Jit 9KCIepHMeHTaJIBHBIX HCCIeELOBaHHH 10 O6e3BOX%KHBAHHIO HCHOb30BaIIM JAOOpaTOpHy!O WeHTpuPyry 
Elmi CM-6M.01, Ha koTopoi mpoBoAHIM MCHbITAaHHA Tp pa3IM4HBIX ycouoBUuAX (500, 1 000 u 1 500 06/cex B TeyeHne 
1, 2,3 MHHYT) 4 ONpexeAIM 3HaYeHHe MHAeKca WeHTpHpyrMpoBaHHA Kak KPHTepHA BIAarOOTAayH OcayKa. TOMJIMBHBbIC 
TpaHyJibl Obi pa3spadoTaHbI MeTOJOM OKaTbIBaHHA C TPHMCHeHHeM B Ka4eCTBe CBA3YIOWero TexXHH4ecKoro 
JIMTHOCyIb*oHata. DIeMeHTHBIM aHalH3 oOOpa3lOB C LWesIbIO H3Y4eCHHA BOS3MOXKHOCTH TepMH4ecKOH yTHMIM3alHH 
MpOBOAWICA C IpHMeHeHveM aHau3atTopa EA 3 000 Euro Vector. 

Pe3yibmamot uccnedosanua. PaspadotaHa KOMIVICKCHad TEXHOJIOFHA OUMCTKH OOpa3yIOWIMXCA Ta30BbIX BbIOPOCOB OT 
TBePAbIX YaCTHU, OOpa3sylOWHxXcA IPH CKHTAHHM TOMIMBHBIX TpaHyJI HM BbIHOCHMBIX M3 TOMKM B BUC 3O0JIbI-yHoca Cc 
yxoyamuMu ra3amu. IIpw 3TOM OMHOBpeMeHHO TakKe yasIAIOTCA OKCHAbI Cepbl, a30Ta, MOJMXJOPHpOBaHHbIe 
TMOCH30AMOKCHHBI HU WHOeH30dypaHbI Mp yCOBHH MoOue3HOrO HCHOb30BaHHA Tera JbIMOBbIX Ta30B 3a CUeCT 
CHWKeHUA UX TemMiepatypsl c 9DN0—1 200 °C qo 140 °C. 

O6cysrcdenue u 3aknio4uenue. IIpenmaraemblii B cTaTbe HOAXOA K MepepadoTKe M YTHJIM3allHH MHOTOTOHHaKHBIX 
OTXOJOB TO3BOJIACT CHH3HTb BIaKHOCTS M30bITOUHOLO AKTHBHOFO W1a HW HCMOb30BaTb OTXO] B KavYeCTBe BTOPH4YHOTO 
3HepreTHueckoro pecypca. Takoli crocoO saBiaeTcd 39KOIOrM4YeCKH Oe30MaCHbIM HM MO3BOJIACT PCLIHTb JBOMHYIO 
TEXHHKO-9KONIOTHYeCKyIO 3alary — 9pPeKTHBHy!O MepepaOoTKy OTXOOB MpOH3BOACTB, CHWMKeHHe AaHTPOMOreHHoH 
Harpy3KH Ha MOUBbI, BO3ZYX, MOJ3eMHbIC BObI, a TaWKE MOUYIeHHe OMOMHUTeIbHOM BICKTPHYeCKOM HM TermIOBOH 
3Hepruu WyTeM TepMuyecKoH yTuIM3ayHH. PesyibTaTbI paOOTbI CBUACTEIbCTBYIOT O BO3MO2%KHOCTH KOMII€KCHOrO 
MCHONb30BaHHA KOMOMHALMM OTXOOB Pa3JIM4YHBIX MPOH3BOACTB (OCaKOB CTOUHBIX BO, OTXOAOB BOOMOZTOTOBKH H 
I[CJUIFOIO3HO-OyMaxKHOM IIPpOMBIJICHHOCTH) B KaYeCTBe BTOPHUYHBIX 9HepreTHuecKHX pecypcosB. Ilomyyenupre 
Pe3YJIbTATHI MpeACTAaBIAIOT IpakKTH4eCKHM MATepec WIA IpeAIPHATHM KOMMYHAJIbHOrO HM MPOMBILLJIeCHHOrO CeKTOpa, Ha 
KOTOPbIX HMECIOTCA COOPyKCHHA OUMCTKH CTOUHBIX BOL. 


Korouesple cJ10Ba: OTXO/JIbI, W30bITOUHbIN AKTHBHbIM UII, obe3BpexHBaHHe, TepMH4eCCKad YTHJIM3aWHA, TOUJIMBHBIC 
TpanyJibl, IKOJIOTHAYCCKH Oe30lacHad TEXHOJOrHA 


BaarogjapHoctn. ABTopbl BbIpaxKalOT NIPH3HaTeIbHOCTh PYKOBOACTBY HU KOmIeramM DI bOY BO «KTOY», a Takxe 
OaroqapaAT AHOHMMHBIX PeCH3CHTOB 3a TIOMOILb, OKa3aHHYIO B IIpOlecce MOATOTOBKH CTaTbH. 


@unancuposanne. Mccneqopanve BEIMONHeHO 3a cueT rpaHTa Poccniickoro HayaHoro douza Ne 21—79-10406, 
https://rscf.ru/project/2 1-79-10406/ 


Aaa uuTupopanua. Ucxaxosa P.A., Hypramues A.V. O6e3BoxuBaHHe MH 9KOOrM4eCKH Oe30MacHad TepMMyeckad 
TepepaOoTka W30bITOUHOTO aKTHBHOTO ula. bezonacHocmb mexnozeHHbix u npupodnwix cucmem. 2024;8(2):26—36. 
https://doi.org/10.23947/2541-9129-2024-8-2-26-36 
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Introduction. Ensuring environmental safety and reducing the environmental impact on the environment by 
developing and implementing integrated approaches to waste management is a key goal in the field of sustainable 
development. However, a significant amount of waste is still disposed of due to a lack of efficient waste processing and 
disposal facilities. The intensive growth in the volume of various categories of waste leads to an increase in the 
environmental burden on landfills and storage facilities every year. This results in environmental pollution problems 
due to improper landfill operations and the need for territorial expansion. A significant portion of the waste currently 
being disposed of could be recycled and reused, significantly reducing the load on landfills and providing a ready-made 
secondary resource for further use in the production cycle. 

One of these wastes is excess activated sludge, a type of sediment formed in the process of biological wastewater treatment, 
which is diverted to sludge pits for drying in natural conditions. At the same time, about 100 million tons of such sediment are 
produced in the Russian Federation each year. The storage of excess activated sludge leads to a change in the gas-air background, 
the spread of unpleasant odors and bacterial contamination of soils. 

Another large volume of waste product is sludge from water treatment of thermal power plants (TPP), which is 
generated in clarifying filters during liming and coagulation processes of natural make-up water. This sludge is 
discharged as a pulp into sludge reservoirs. During its storage, there is a risk of soil alkalization and increased 
mineralization of groundwater. 

A common problem that is typical of the storage of large volumes of waste is the alienation of agricultural lands and 
territories, as well as an increase in anthropogenic load on the environment. 

To reduce the anthropogenic load, various methods of the disposal of waste are used, including excess activated 
sludge [1]. For example, activated sludge is processed to obtain an adsorption material for the sorption of oil and 
petroleum products [2], as well as to extract phosphates and other pollutants from urban wastewater [3]. Another way to 
recycle activated sludge is its use as an additive to organic mineral fertilizers [4], in construction in the manufacture of 
concrete mix [5], as well as in the process of anaerobic fermentation to produce biogas and to use the solid phase (cake) 
as a fertilizer and recultivant [6]. There are works by foreign and modern authors on the use of the energy potential of 
excess activated sludge. For example, in [7] it is proposed to obtain hydrogen from waste activated sludge using a 
microbial electrolytic cell in which organic compounds can be used as a substrate. Pyrolysis of activated sludge is 
another way to use the energy potential and obtain additional energy during thermal decomposition of excess sludge of 
pre-pyrolysis gas, semi-coke and liquid fraction [8]. 

The aim of this work was to study and develop a method for preliminary neutralization and thermal processing of 
excess activated sludge using large-tonnage energy waste. 

Materials and Methods. Experimental laboratory studies were conducted using excess activated sludge, which was 
obtained from biological wastewater treatment. The species composition of the sludge included protozoa, amoebas, 
rotifers, infusoria, nematodes, and actinomycetes, as well as other microorganisms. 

Activated sludge had a flake-like structure that was brown in color and was a heterogeneous system with fine 
suspensions. Its granulometric composition was determined, with particles less than 1 mm accounting for 98% of the 
total, particles between | and 3 mm accounting for 1.5—1.8%, and particles larger than 3 mm accounting for only 
0.4-0.6% of the overall composition. The density of this material was 1.11 g/cm?. Main organic components of the 
sludge were proteins, fats, and carbohydrates, which made up 75-85% of its ash-free (organic) matter. The 
remaining 15—20% was accounted for by a lignin-humus complex [9]. Table | shows the component composition of 
excess activated sludge. Protein substances were mainly present in raw sludge, while humic compounds were present 
in fermented sludge [10]. 


Table | 
Component composition of excess sludge 
Protei Total 
Parameter Ash content | a-cellulose Hemicellulose eat Fats . an Phosphorus 
humates nitrogen 
% 12.00-15.00 | 0.80—2.00 2.20-2.60 30.00-35.00 |7.11-14.00| 6.80-7.30 5.40 


Humidity of the activated sludge used after secondary settling tanks was 98.2%, after settling under the influence 
of gravity it decreased to 94%. Ash content of activated sludge was 12.2%. Excess activated sludge belonged to 
hazard class IV. 

Chemical composition of the mineral part of the excess activated sludge included (wt. %): SiO02 — 35.7; AlO3 — 12.3; 
Fe,x03— 7.8; CaO — 14.2; MgO — 9.4; Kx0 — 0.8; NaxO — 2.1; ZnO — 0.22; CuO — 0.12; NiO — 0.28; Cr203 — 0.23. 
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Excess activated sludge belongs to the group of hygrophilic organic substrates that easily rot and. For this reason, it was 
treated [11]. The organic part of the excess activated sludge was subject to rapid rotting with the release of an unpleasant odor, 
while the number of colloidal and fine particles increased, as a result of which sediment moisture yield decreased [12]. 

Moisture of activated sludge included free, colloid-bound and hygroscopic forms. Free moisture was not associated 
with solid particles and was easily removed by drying on sludge beds, filtration or extraction at low pressures, and 
dehydration [13]. Colloid-bound moisture was extracted from sediment with higher energy consumption, could be 
removed by filtration and centrifugation during coagulation. Complete removal of colloid-bound moisture was possible 
only by drying at elevated temperatures. Hygroscopic (or chemically bound) moisture made up to 8—10% of the total 
mass of water and was not removed even during thermal drying, but only by sludge combustion [14]. 

In addition to high humidity, activated sludge was characterized by low moisture loss, which was due to the 
presence of colloid-bound and hygroscopic moisture in it. Colloid-bound moisture was present in the activated sludge 
due to the processes of rotting of its organic part, since rotting was characterized by increased formation of fine, 
colloidal particles. 

In the study, it was proposed to extract colloid-bound moisture by pretreating excess activated sludge with sludge 
from thermal power plant water treatment and further their joint centrifugation. 

It was proposed to use TPP water treatment sludge as a reagent, which was a waste of hazard class V, formed during 
the preparation of make-up water at TPP. In this case, the slurry pulp was sent to sludge accumulators for its placement 
and storage. Chemical composition of carbonate sludge of Kazan TPP-1 (% by weight): Ca** — 87; Mg** — 9.7; 
CO;* — 71.7; OH- — 10.03; SO. — 5.7. 

During the experimental studies, the moisture content of the slurry pulp was reduced from 87% to 3% by dewatering the 
waste in the heat drying shop. Humic substances in the amount of up to 11% of the total mass of the sample were present in 
the sludge, which was determined by gas chromatography-mass spectrometry [15]. The physical-chemical characteristics of 
the sludge were determined: bulk density — 572 kg/m’, ash content of the sludge — 89%, moisture capacity — 56% (wt.), 
pH of the medium — 8.54. Granulometric analysis conducted by the sieve analysis method showed that the main fraction of 
the sludge (about 96%) was 0.09-0.50 mm. 

During dosing, the water treatment sludge was evenly distributed among the large fibers and solid particles present 
in the excess activated sludge, and the sediments were thoroughly mixed. 

In experimental studies, an Elmi SM-6M.01 laboratory centrifuge was used to dewater excess activated sludge. The 
waste pre-mixed in various proportions (activated sludge and sludge) was separated in a centrifuge at speeds of 500, 
1,000 and 1,500 r/s for 1, 2, 3 minutes. 

Further, the centrifugation index was determined as a criterion for sludge water yielding capacity [16]. 

The assessment of moisture yield and sedimentation properties of activated sludge was carried out according to the 
value of the centrifugation index J (cm*/g), calculated according to formula: 

fast : 
Vo-C 
where V,,and Vp — volume of compacted and initial sediment, cm*; C — concentration of initial sediment, g/cm’. 

Centrifugation index, as a parameter as a criterion, allowed an assessment of the increase in the efficiency of dry matter 
retention during the pretreatment of excess activated sludge with water treatment sludge. After dehydration, the sediment was 
sent for thermal disposal. For the convenience of dosing by the rolling method, fuel pellets of S—7 mm in size were developed. 
Technical powdered lignosulfonate and technical corn starch were used as a binder. Lignosulfonate was a powder from light 
yellow to brown in color, which was a by-product of cooking pulp. Technical corn starch was a homogeneous powdery 
material from white to light yellow in color and acted as one of the most multifunctional raw materials. 


The choice of binders was due to their availability, low cost, low humidity (no more than 8% and 10%, respectively) 
and high heat of combustion (the lowest heat of combustion was 17.2 and 16.8 MJ/kg, respectively) [17]. The selected 
binders were explosion- and fire-proof. 

Next, general technical characteristics of the obtained granules were determined: humidity, ash content, abrasion 
resistance, bulk density, as well as the heat of combustion of the granules. The elemental analysis of the samples was 
carried out using an EA 3,000 EuroVector analyzer. Based on the conducted research, a suitable scheme for gas 
emissions treatment was selected. 

To obtain reliable data, all experimental studies were conducted at least three times. 

Results. Experimental studies have shown that activated sludge was characterized by high humidity — 98.2%. For 
effective dewatering, centrifugation of excess activated sludge and sludge of water treatment was carried out. Figure | 
provides the results of experimental studies. 
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According to the results of the study, it could be seen that with an increase in the dosed sludge, the centrifugation 
index decreased. The most optimal choice was centrifugation of excess sludge during pretreatment with sludge in the 
amount of 0.6 g/dm? for 1 minute at a speed of 1,000 r/s. 


I,cm?/g /\ 
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Fig. 1. Dependence of the centrifugation index value (I) on the dose of sludge (D): 
— (black) — 500 rpm; — (orange) — 1 000 rpm; — (blue) — 1 500 rpm; 


— — | min; === — 2 min; == — 3 min 


Iskhakova RYa, et al. Dehydration and Environmentally Friendly Thermal Processing of Excess Activated Sludge 


During centrifugation, solid particles of water treatment sludge contributed to the rupture of colloidal systems and 
an increased yield of hydrate-bound moisture. The aggregative stability of excess activated sludge was disrupted, which 
contributed to increased moisture yield. 

In addition, activated sludge particles were an amphoteric colloid and, like most microorganisms, had a negative 
charge at values of pH=4—9 [18]. The introduction of sludge created pH=8.54, which corresponded to the presented 
range of values. Activated sludge flakes were negatively charged, since the charge of polymeric substances and 
microorganisms was close to neutral or slightly negative. In this case, the adsorption of extracellular polymers on 
microorganisms occurred due to neutral groups and was not associated with a change in charge. 

Positively charged Ca** cations were present on the sludge surface. The extraction of colloid-bound moisture 
occurred with high efficiency, since when treated with a water treatment sludge acting as a coagulant, charge 
neutralization and particle enlargement occurred and, as a result, there was an increase in moisture yield properties and 
a decrease in sediment resistivity. 

As a result of pretreatment with sludge and further centrifugation, the structure of the sediment of excess 
activated sludge changed. Without pretreatment with sludge, the activated sludge firmly retained moisture and was 
characterized by low moisture yield, while colloid-bound moisture was extracted from the excess activated sludge 
when the sludge was introduced. As a result, a solid phase was formed, which was easily separated from the 
centrifuge centrate after centrifugation. 

Hygroscopic or chemically bound moisture, which made up about 3—8% of the total moisture present in excess 
activated sludge, was extracted only during thermal utilization. 

Next, the mixed sediment, having a humidity of no more than 60-64%, was sent to the molding of fuel pellets with a 
diameter of 5—7 mm using binders of technical lignosulfonate and technical starch. Pellets of this size were designed for 
convenient movement by pneumatic conveying systems, as well as to improve the accuracy of fuel dosing. As binders, 
preference was given to environmentally friendly substances with good heating value and bonding properties. 

Important characteristics of the obtained granules, which affected the efficiency of thermal processing, were the 
technical and thermal properties, which are presented in Table 2. 

According to the research results, the main energy indicator characterizing fuel pellets was the heat of combustion. 
For this reason, granules with technical lignosulfonate were selected for thermal processing, since they had higher 
heating value. The resulting value of the heat of combustion of the developed granules was comparable to the heating 
value of peat. 


Table 2 
Technical characteristics of fuel pellets 


Samples with binders Industrial starch (22% weight) mera 
Moisture content, % 4.8+0.1 3.1+0.1 
Bulk density, kg/m? 828 788 
Ash content, % 29.2 27.9 
Ash color light grey light brown 
Abrasion resistance, % 0.5 0.1 
Heat of combustion, MJ/kg 9,672.6 10,345.5 


Heat of combustion of fuel pellets, in addition to humidity and ash content (external fuel ballast), was determined 


by the ratio of the main elements (C, H, N, S) and depended on the content of combustible elements (carbon, 
hydrogen and sulfur) [13]. 
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Elemental composition of fuel pellets using technical lignosulfonate showed the following values: C? = 30.1%; H? = 2.9%; 
S? = 1.1%; NP = 1.24%. The main combustible elements included carbon (34.1 MJ/kg) and hydrogen (120.5 MJ/kg). Sulfur 
and nitrogen in fuel pellets formed toxic oxides of sulfur and nitrogen, which must be extracted from gas emissions after 
thermal disposal. At the same time, sulfur had a lower heating value (9.3 MJ/kg), and nitrogen was present in fuel granules in 
the form of organic compounds and reduced the heating value of the fuel. 

The technology of sediment utilization based on preliminary dewatering and their thermal processing in a circulating fluidized 
bed with heat recovery of waste gases formed after the process of activated sludge burning and exhaust gases cleaning was 


proposed (Fig. 2). 
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Fig. 2. Process flow diagram of thermal processing of sewage sludge: 
1 — sludge storage hopper; 2 — excess activated sludge storage tank; 
3 — sludge mixing hopper; 4 — decanter; 5 — granulator (extruder); 
6 — fuel pellet storage hopper; 7 — inert material storage hopper; 8 — boiler with circulating fluidized bed; 
9 — flue gas heat recovery boiler; 10 — steam turbine; 
11 — electric generator; 12 — cyclone; 13 — spraying absorber; 
14 — suspended mixture preparation hopper; 15 — activated carbon injection unit; 
16 — bag filter; 17 — activated carbon storage hopper; 18 — chimney; 19 — ash and reaction products collection hopper; 
20 — slag collection hopper 
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Combustion of granules from storage hopper 6 took place in boiler with circulating fluidized bed 8, which was 
characterized by the effect of fluidization or “boiling” due to an ascending gas flow and intensive mixing of particles (with 
the participation of an inert material from hopper 7 — sand (silicon oxide), which had a high specific heat capacity 
(0.835 kJ/(kg K)), stabilizing the temperature of the process with qualitative or quantitative fluctuations of fuel pellets 
based on activated sludge). Intense boiling of the layer contributed to the mixing of fuel granules, oxidizer, and combustion 
products. Therefore, there was no need for additional mechanical mixing of the granules. Natural gas was supplied for 
ignition during the start-up of the installation. 

After combustion, gases with a temperature of about 900—1,200°C passed through heat recovery boiler 9, in which 
chemically desalinated water was heated to a vapor state. Steam was directed to turbine 10, and electric energy was 
generated using electric generator 11. Part of the steam from the heating selections was directed to the enterprise’s own 
needs. Gases cooled to a temperature of 200-250°C were sent for purification to a filter unit consisting of mechanical 
cleaning and equipment for cleaning gas emissions by absorption and adsorption methods. Capture of solid dispersed 
particles was carried out by cyclones and bag filters. Cooled gases entered cyclones 12 to extract fly ash, as well as inert 
material carried out with flue gases. Next, the flue gases were sent to spraying adsorber 13, in which they were 
completely refined from hydrogen chloride, sulfur dioxide, nitrogen oxides, as well as partially from polychlorinated 
dibenzodioxins and dibenzofurans. To do this, the waste of water treatment from hopper | was dosed as a sorption 
material. After spraying adsorber 13, the temperature of the exhaust gases was 140°C. Aftertreatment from 
polychlorinated dibenzodioxins and dibenzofurans was carried out by spraying activated carbon from hopper 17 in 
unit 15 in front of the bag filters. The remaining fly ash, as well as unreacted sludge and chemical reaction products, 
were captured using bag filter 16 and collected in ash and reaction products collection hopper 19. After cleaning the 
flue gases using bag filters 16, a flue gas recirculation method was used to purify emissions into the atmosphere from 
nitrogen oxides by taking 20-30% of the gas media from the flue and feeding them into the active combustion zone of 
boiler with a circulating fluidized bed 8. After complete purification, the exhaust gases were sent to chimney 18. 

Discussion and Conclusion. The research results obtained indicate the presence of an energy potential in the 
developed granules that can be converted into thermal and electric energy while ensuring environmental safety and 
minimizing negative impacts on the environment. 

The choice of a circulating fluidized bed boiler is the optimal solution for this technology compared to other existing 
options, as the intense boiling in the bed contributes to the mixing of fuel granules, oxidizer, and combustion products, 
eliminating the need for additional mechanical mixing. Natural gas is used to ignite the granules during start-up. 

When using fuel pellets made from activated sludge in a boiler with a fluidized bed, thermal decomposition of 
calcium carbonate takes place at a temperature of 900—1,200°C and then further binding of sulfur oxide to produce 
gypsum, followed by its removal. The following reactions occur in the bed: 

CaCO, > CaO +CO, +178.8 kJ/mol; 
CaO +SO, +1/20, > CaSO, —500 kJ/mol. 

Chlorine and fluorine compounds are also present in the organic part of the activated sludge. In the fluidized bed, 
chlorine and fluorine compounds undergo high-temperature decomposition (pyrohydrolysis) with conversion to 
hydrogen chloride and fluoride, which further interact with calcium oxides by the following reactions: 

CaO + 2HCIl— CaCl, +H,0O; 
CaO + 2HF —> CaF, +H,0. 

However, when using this solution, additional purification of gas emissions generated in a boiler with a circulating 
fluidized bed is required, namely: extraction of solid particles formed during combustion of fuel pellets and removed 
from the furnace in the form of fly ash with outgoing gases, as well as removal of residual sulfur oxides, nitrogen, 
polychlorinated dibenzodioxins and dibenzofurans. 

The advantage of the approach proposed in the article is the possibility of neutralizing toxic combustion products 
that are formed during combustion. 

Sulfur oxides, hydrogen chloride and fluoride, as well as polychlorinated dibenzodioxins and dibenzofurans are extracted 
using a spraying adsorber and adsorption aftertreatment of flue gases with activated carbon. Limestone suspension is 
traditionally dosed in a spray adsorber for aftertreatment. Since calcium carbonate is one of the main components of the water 
treatment sludge, its use as a waste reagent of thermal energy is realized. An important condition is good mixing of the 
suspension droplets with the exhaust gases, as well as ensuring fine spraying of the suspension. 
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When SO; is absorbed by the sludge of thermal power engineering, chemical reactions occur: 
H,SO,; < SO, +H,0; 
H,SO, + CaCO, +H,0 > CaSO; -H,04+C0, 7. 

The removal of polychlorinated dibenzodioxins and dibenzofurans partially occurs in a spraying adsorber by the 
following reactions: 

CoH, Cle_, -O7 +(9+0.5n)O, > (n-4)H,0+12CO, +(8—n)HCl 
CyH,,Cle_, -0+(9.5+0.5n)O0, > (n-4)H,0+12CO, +(8—n)HCl 

This approach has shown its effectiveness in the incineration of municipal solid waste [19] and can also be 
implemented in practice of thermal disposal of sewage sludge. 

For complete purification of flue gases from nitrogen oxides to the values of permissible emission standards, partial 
recirculation of flue gases is carried out by supplying them to the active combustion zone of the boiler. This approach 
makes it possible to reduce the concentration of NOx to the required values. This method is widely used in the 
combustion processes of power boilers and can also be used for boilers with a circulating fluidized bed. 

The application of the proposed method of thermal neutralization of industrial waste — excess activated sludge and sludge 
of thermal power engineering — by various industries allows us to preserve natural types of organic fuels and reduces the 
anthropogenic load on the environment. At the same time, a double technical and environmental task is solved: effective 
recycling of industrial waste, elimination of sludge pits, sludge collectors and related problems associated with the storage of 
multi-tonnage waste and alienation of territories, as well as obtaining additional energy using an environmentally safe method 
of thermal neutralization. 

Thus, the proposed approach allows for the implementation of an environmentally friendly method of waste disposal 
while implementing environmental protection measures. It effectively recycles multi-tonne waste and implements the 
principle of energy conservation at industrial and municipal facilities that have a wastewater treatment system. 
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Abstract 

Introduction. The increasing anthropogenic impact on water bodies necessitates integrated solutions to assess 
environmental risks. Literature describes the stages of risk assessment, the possibilities of environmental management, 
and expert analysis, while risk modeling in this field is being investigated. However, the potential for predicting risks to 
water quality and biodiversity during frequently performed hydraulic engineering works such as dredging has not been 
fully explored. The relevance and practical significance of such an approach are evident. This study aims to develop a 
mathematical model and software package that can assess risks to species diversity of the ecosystem of a shallow 
reservoir ecosystem during work in its water area. 

Materials and Methods. The starting point for the simulation was a description of the movement of water masses based 
on the Navier-Stokes equations and the continuity equation at variable density. We used the diffusion-convection 
equation to predict the transfer of suspended and dissolved particles, as well as to assess the impact of impurities during 
eutrophication. To create the algorithm, we utilized the terms and definitions defined by the state standard for risk 
management in emergency situations. 

Results. To test the solution, we took data on hydro-mechanical work in the port area of Arkhangelsk. We visualized 
the concentration fields of suspended particles 0, 15, 30 and 45 minutes after the soil was unloaded. It was found that 
during the settling of the suspension, the area of its distribution expanded significantly, and this was fully consistent 
with the data of field experiments during dredging. We calculated and tabulated the volumes of contaminated water at 
soil dumps in three sites (with a single discharge and in total). To assess the risks to the Sea of Azov, we used the 
maximum concentrations of pollutant (copper) obtained through measurements, modeling and remote sensing of the 
Earth. In tests to determine the potential danger of the substance, we assumed that its concentration caused a reaction in 
50% of organisms. For fish, the potentially dangerous concentration was 4 mg/l with a duration of 96 hours of exposure. 
For zooplankton — 50 mg/l and 48 hours. For microalgae, 20 mg/l and 72 hours. The normalized risk value R,, ~ 0.52 
was obtained. The risk of copper concentration of 80 g/l in the waters of the Azov Sea was recognized as significant. 
A tendency towards increasing salinity and stratification of water masses in terms of oxygen content has been 
identified, consistent with the findings of expeditionary research. 

Discussion and Conclusion. The developed approach has allowed us to assess the change in the quality of the waters of 
the Azov Sea and describe some transformations of the water area. Specifically, we are talking about the distribution of 
suspended particles and areas of their deposition. These processes can lead to changes in the bottom topography, which 
in turn can reduce the species diversity of the ecosystem. 


Keywords: hydrochemical parameters of the water area, forecasting the spread and deposition of suspended particles, 
modeling the spread of pollutants, reducing the species diversity of the aquatic ecosystem 
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AHHOTalna 

Beedenue. Ycunenue anTponorenHoro BO3ACHCTBUA Ha BOJHbIC OOBEKTHI TpeOyeT KOMIMICKCHBIX PeLICHHH JIA OL|CHKU 
9kKOIOrMYeCcKHX pucKoB. B WMTepatype OMMCaHbI 9TAaMbl OLCHKH, BO3MO2XKHOCTH SKOJIOrHYeCKOrO MeHeJKMeHTa U 
9KcliepTHoro aHau3a. Ucciegqyetca MoyeMpoBaHve pcKoB B aHHOM ccdepe. IIpu 2sToM He u3yyeH NOTeHUMa 
IIpOrHOSHpOBaHHA PUCKOB JIA COCTOAHMA BOLI H OMOpasHooOpa3HA B XOJe YaCTO BBIMOJIHACMBIX THAPOTEXHHYECKHX 
padoT, HalpumMep WHoyriyOneHua. OueBHHbI aKTYAaJIbBHOCTb MU BaxKHOe IPHKaqHoe 3HayeHHe Takoro no”xosa. Lier 
YcCIeqOBaHuA — OMMcCaHWe MaTeMaTH4eCKOM MOeIM HM MpOrpaMMHOTO KOMIUIeKCa, KOTOPble MO3BOJIAT OL|CHHBaTb 
PHCKH JIA BUAOBOTO pasHOOOpa3HA IKOCHCTEMBI MCJIKOBOAHOTO BOOeMA TIP MpOBeseHHH paooT B aKBaTOPHH. 
Mamepuaaot u memoodoi. UcxoyqHoit Toukoi MoyetupoBaHHa OBO OMMCaHHe Mpolecca ABWKeHHA BOJHBIX Macc IO 
ypapHeHuim Happe — CToKca M Hepa3pbIBHOCTH Mp WepeMeHHOM WIOTHOCTH. YpaBHeHve Aupdy3Hu-KOHBeKIMM 
YCHOIb30BaIIM JIA IpOrHO3HpOBaHHA WepeHoca B3BeIICHHBbIX HM paCTBOPeCHHBIX YaCTHI MW OWCHKM BIIMAHUA TIpuMeceli 
IIpH sBTpoduKannu. Co3qaBad alropTM, 3ajeHCTBOBaIM TepMHHbI U OMpeseweHua, UpHHATEIe PocctaHyapTom JIA 
ynpaBJIeHia pHckaMH B 4pe3BbI4aHHOn CUTyalMn. 

Pe3yivmamot uccredosanua. Jia TecTupoBaHNA PeWICHHA B3AJIM TaHHbIe O THpOMexaHHyeckux padoTax B paiioHe 
nopra ApxauresibcKa. Bu3yasIM3HpoBasI MOJIA KOHWCHTpallHi B3BeWICHHBIX YacTHy, yepe3 0, 15, 30 u 45 MunyT nocse 
BbIrpy3KH TpyHTa. YcTaHoBIeHO, YTO B Mpolecce oceqaHHA B3BeCH OONacTb ee paciipocTpaHeHuA 3HayHTeJIbHO 
paciiupsetca, MW 9TO MONHOCTbIO cormacyeTcd C aHHbIMH HaTYPHBIX 9KCIeCpHMeHTOB pH npoBpeyeHun 
JHOYTyOUTeIbHBIX padoT. PaccyntTasH U CBeJIM B TaOIMIy OOBeEMBEI 3arpA3HCHHOM BOI Ip OTBasIaxX TpyHTa Ha Tpex 
yuacTkax (lIpH O4HOKpaTHoM cOpoce u B cyMMe). Jia OlleHKH pucKkoB A30BCKOrO Mops OpasIM MaKCHMaJIbHBIe 
KOHI[CHTpallHi 3arpA3HAIOWIero BeLecTBa (Me), TOJIYYCHHBIe B XOe 3AMepOB, MOJeIMpOBaHHA HW AMCTaHUMOHHOrO 
30HQMpoBanua 3emiu. B Tectax [UIA OMpeyeueHHA NOTeCHIMAIbHOM OMAaCHOCTH BeLIeCTBa UCXOAMIIM 43 TOTO, 4TO ero 
KOHI[CHTpallHa BbI3bIBaeT peakyHIo y 50 % opraHu3mos. Jia ppiO MOTeHIMaIbHO ONacHad KOHWeHTpalua — 4 mr/I 
Ip WMTebHOCTH BIuaHuA 96 4. J[na 300NmMaHKTOHa — 50 mr/n u 48 4. Jina MukpoBogopocret 20 mr/m u 72 4. 
Tlosy4eno 3HaveHve HOpMasM30BaHHOrO pucKa — R,, ~ 0,52. [pu3sHan 3Ha4HMbIM PHCK KOHWeHTpalHu Mewn 80 MKr/I 
B Bogzax A30BCKOrO Mops. BpiaBieHa TeHACHIMA yBesIM4eHHA COMeHOCTH A30BCKOrO Mops H CTpaTH@uKalHA BOAHBIX 
Macc 110 COJep»KaHHtO KUCIIOpoNa, YTO CorsacyeTcaA C pe3yIbTATAMM SKCIeTMUMOHHBIX HCCIeqOBaHHH. 

O6cystcoenue u 3aknrouenue. Pa3spadoTaHHbI NOAXO WO3BOJIMI OIlCHUTh H3MeHeHHe KayecTBa BO, A30BCKOrO Mops H 
OMMCaTb HeKOTOpbie TpaHc(opMallHH akBaTopHH. Peub uyeT, B YaCTHOCTH, O paciipocTpaHeHHH B3BeICHHBIX YacTHI HU 
0 palionHax Mx OceqaHHa. YKa3aHHble MpOUecchl OOyCIOBIMBAaIOT M3MeHeHHe pebedba Ha, KOTOPOE, B CBOIO O4epesb, 
MOET IIpHBeCTH K COKpalljeHH!O BUJOBOTO COCTaBa BOJOeMA. 


KoroueBple CJ10Ba: THAPOXUMUYeCKHe TapaMeTpbI aKBATOPHN, MpOrHo3 paciipocTpaHeHuA WU OCAKTCHHA B3BCIICHHBIX 
YacTHUW, MOJCJIMpOBaHHe paCUpocTpaHeHHaA 3arpxA3HAIOWUIMX BeHTeCCTB, COKpalleHHe BHAOBOTO pa3Hooopa3n4 BOJHOM 
SKOCHCTCMbI 


Buaarogxapnocru. ABTODBI BbIparxKatot OaroqapHOcT petakKWHH UW peleHseHTaM 3a BHHMaTeJIbHOe OTHOMICHHe K 
CTaTbe HW 3aMC4aHHA, KOTOPble MO3BOJIMJIN NOBbICHTb Ce KadeCTBO. 


@unancuposanne. UccreqoBanue BbINOHeEHO Mp PuHaHcoBoH MoAAepxKe PH® B pamMKax Hay4Horo Mmpoekta 
Ne 21—71—20050. 


Aaa wiarupopannsa. Onctaxos A.E., Ky3HenoBa U.FO. Ouenka skoNOrMYeCKHX PHCKOB MeJIKOBOAHOrO BOOeMA TIpH 
TIpOBeeCHHU HOYyTyOUTeNIbHBIX padoT. bezonacuocmb mexnozeHnoix u npupodHnoix cucmem. 2024;8(2):37-46. 
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Introduction. The development of the economy is accompanied by large-scale works on the territory of water bodies. 
The examples include the construction of the Golden, Russian and Crimean bridges, dredging in order to expand water 
areas for navigation, laying underwater gas and oil pipelines, and much more. Fundamental part of such projects is the 
assessment of potential environmental impacts and risk forecasting. In Russia, these issues are regulated by the 
Requirements for Environmental Impact Assessment Materials'. Additionally, GOST R ISO 14001-2016, which is the 
official translation of the international standard ISO 14001:2015, is used to define the activities of enterprises and their 
environmental management systems when forming applications and implementing projects. It is worth noting that the 
current version of the standard is focused on preventing emergency situations, rather than eliminating their consequences. 

The authors of [1] identify three stages of environmental risk assessment, while work [2] describes five stages. 
Paper [3] focuses on the risks of oil and gas companies. It also discusses positive aspects of the implementation of an 
environmental management system. 

A significant part of the materials is devoted to the development of corporate environmental management systems to 
ensure international or national security in the field of ecology [4]. In[5], the correlation of the company's 
environmental responsibility and the value of its shares on the stock market are studied. A similar problem is considered 
in [6]. The point is that the environmental responsibility of the French company has affected the growth of its market 
value. The impact on the capitalization of the Green Company Awards was assessed, which recognizes the best 
facilities and enterprises from the point of view of ecology [7]. In many cases, an expert approach to assessing 
environmental risks of companies is taken into account [8]. However, it has significant drawbacks related to the 
subjectivity of conclusions and the complexity of processing a large amount of information in conditions of 
uncertainty [9]. Therefore, mathematical methods of risk assessment are more preferable. 

Paper [10] describes popular approaches to risk assessment with an emphasis on the index approach. In [11], the 
authors consider a model for assessing environmental risks using the Dempster-Schafer evidence theory, which has 
proven itself well in solving problems under conditions of uncertainty. Nevertheless, its practical application is 
complicated by the need for many complex calculations, including combined ones. Article [12] describes a 
mathematical model based on a probabilistic approach and the determination of the integral value of risk assessment. 
The literature does not consider the possibility of predicting a set of risks for the state of water and biodiversity when 
performing hydraulic engineering works. However, it is precisely this approach that should be recognized as relevant, 
having obvious practical significance at the present stage of economic development. 

The aim of the presented study was to describe a mathematical model and a software package that allowed assessing 
vulnerabilities and risks for the hydrochemical parameters of water area and species diversity of the ecosystem of a 
reservoir when deepening the bottom of a shallow reservoir. First of all, it concerned forecasting the propagation and 
deposition of suspended particles. These processes significantly affect the relief of the bottom surface. In addition, 
zones of distribution of pollutants were modeled. Their toxicity can become a factor in reducing the species diversity of 
aquatic ecosystems. 

Materials and Methods. To predict the results of anthropogenic impact on a reservoir ecosystem (for example, 
during dredging), a comprehensive mathematical model of suspended particles movement in the water environment was 
proposed. It took into account wind currents, the movement of the aquatic environment and river flows, water body 
geometry, turbulent exchange, and variable density of the aquatic environment, which could be influenced by factors 
such as salinity or suspended matter. The model also considered the deposition rate of each particle fraction, determined 
by its size and shape. In addition, it could be supplemented by a model for reservoir eutrophication, which would take 
into account nutrient levels and their impact on processes within the reservoir. 

Problem statement 

A model of water movement. To describe the movement of water masses in a water body, we used a hydrodynamic 
model [13]. This model included the following expressions: 

1. Navier—Stokes equations of motion: 


Ou Ou Ou Ou 10P Oo ( x) O Ou O ( =) 
+u FY w—= - nm wm v : 
ot Ox oy Oz pox axl ox) oOy\ OV) a&\ a 
Ov Ov Ov Ov 10P 0 Ov O Ov O( ov 
+u—-+v w—= u + u + Vv ; (1) 
ot Ox oy (oa poy ox ax) Ov\ Oy) O&\ a 


Ow Ow Ow Ow 10P Oo ( o) O Ow O ( =) 
u y w= mw mm Vv +g, 
Ot Ox Oy Oz poz ox\ ox 


' On approval of requirements for environmental impact assessment materials. Order of the Ministry of Natural Resources and Ecology of the 
Russian Federation. URL: https://docs.cntd.ru/document/573339130 (accessed: 26.02.2024). (In Russ.). 
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Here V={u,v,w} — velocity vector of the water medium [m/s]; P — pressure [Pa]; p— density [kg/m*]; 
u, v— horizontal and vertical components of turbulent exchange coefficient [m7/s]; g — acceleration of gravity [m/s’]. 
2. Continuity equation in the of variable density: 
Op, A(pu) o(py)  o(pw)_4 
Ot Ox Oy Oz 
The initial and boundary conditions for the system of equations (1) and (2) were described in detail in [13]. 
A model for suspended particles propagation. To predict the transport of both suspended and dissolved particles, 
we used a diffusion-convection equation [14]: 


(2) 


O(uc.) A(ve,) Ol(w+w,,.)c, ; 
Bey 5 O(wer) | O(ver) | O((w# ar) | 2,2), 2 pe}, 22), 6) 
Ot Ox oy Oz oxi ox) Oy Oy) O\ a 
where c, — concentration of the r-th fraction of suspension [mg/l]; ws, — rate of gravitational deposition of the r-th 


fraction of suspension [m/s]; F. — intensity function of the sources of the r-th fraction of suspension [mg/(I:s)]. 

System of equations (3) was considered under the initial and boundary conditions described in detail in [14]. 

Based on system (1)-(3), it was possible to simulate the processes of movement and deposition of suspended 
particles during dredging, as well as consider the possibility of optimizing the areas of soil dumps. It was advisable to 
use these models to reduce harm to the ecosystem of a reservoir. 

An eutrophication model. To assess the effect of impurities, let us consider a model of eutrophication of waters 
based on diffusion-convection equation [15]: 


aS, d(uS,) A(vS,) O((w+w,,)S,) °/ $s.) a( as, o/ ss.) 
+ + + = ey + a So v +, (4) 
ak & a a) al aw) al & 


where S, — concentration of the r-th impurity [mg/l]; w;,,— rate of gravitational deposition of the r-th impurity [m/s]; 
F,— function describing the intensity of a chemical-biological source of the r-th impurity [mg/(I's)]. 

System of equations (4) was considered under the initial and boundary conditions, which were given in [15]. 

You can use (4), in particular, to describe: 

—the influence of impurities entering the reservoir as a result of anthropogenic impact, for example, in an 


emergency situation or wastewater discharge; 

— processes of oxidation and reduction of manganese; 

— oxidation of hydrogen sulfide; 

— calculation of the concentration of dissolved oxygen in water. 

Data on the location of sources can be obtained using remote sensing of the Earth. 

An algorithm for assessing the risk of anthropogenic impact. Known approaches to risk understanding were 
systematized in [16]. This paper used the definition of risk according to GOST R 55059-20127. Risk is the probability 
of an emergency or the expected amount of damage associated with the realization of an adverse events. Let us consider 
an example when impurities enter the water that negatively affects the ecosystem: 

R=Efs-Es. (5) 
Here R — risk factor; Efs — potential danger or toxicity of the impurity; Es — exposure factor or the amount of 
impurity in terms of one biological target. For a reservoir, the exposure factor could be calculated using formula: 

Es =S-Ps-kpa, (6) 
where S — impurity concentration specified or calculated based on model (4); Ps — hydrolysis rate index; 
kg4 — bioaccumulation? or accumulation factor (for example, heavy metals) [17]. 

In world practice, it is customary to use a set of standardized tests* to determine the potential danger of an impurity 
or a contaminant Efs. In the European Union countries, quantitative assessments of the toxicity of the substance 
described below are distinguished. 

— NOEC — no observed effect concentration, the maximum inactive concentration of the substance. As a rule, this 
concentration, compared with the control one, does not cause a statistically significant negative effect (the probability of 
its occurrence does not exceed 0.05) during a given exposure time. 


? GOST R 55059-2012. Safety in emergencies. Emergency risk management. Terms and definitions. Moscow: Standartinform, 2018. 8 P. (In Russ.) 

3 Methods for Measuring the Toxicity and Bioaccumulation of Sediment-Associated Contaminants with Freshwater Invertebrates. Second edition. 
Washington: United States Environmental protection agency; 1994. 148 p. 

* Guidance on information requirements and chemical safety assessment. Appendix R10-2 Recommendations for nanomaterials applicable to Chapter 
R.10 Characterisation of dose [concentration] — response for environment. European Chemicals Agency. URL: https://echa.europa.eu/guidance- 
documents/guidance-on-information-requirements-and-chemical-safety-assessment (accessed: 26.02.2024). 
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— LOEC — lowest observed effect concentration. Its action causes a response from the tested organisms. These can be 
metabolic disorders, as well as disorders of growth, development, reproduction, and even death. LOEC values are higher 
than NOEC values. If the effect (percentage of effect) of LOEC is known, you can roughly determine 
NOEC: NOEC = LOEC/ 2 (at 10% <LOEC < 20%). That is, if LOEC affects 10-20% of the study population, then the 
NOEC value can be roughly defined as half of LOEC. 

— MATC — maximal acceptable toxicant concentration. This is a calculated parameter defined as the geometric 
mean of NOEC and LOEC; 

— EC, — effect concentration (concentration of the effect at which x% of the effect is observed compared to the 
control group). That is, it is the concentration of a substance at which a response is observed in x% of the tested 
organisms. For example, at ECs concentration, 50% of organisms react. A statistical method (for example, 
regression analysis) is often used to calculate this criterion. At the same time, it is necessary to use a sufficient 
number of concentration groups (doses), since the accuracy of the assessment depends on the number and range of 
concentrations, and not on the sample size for each concentration. Along with the abbreviation EC, abbreviations 
LC, or L(E)C, are used. 

Within the framework of this study, three sets of tests applicable to natural water bodies were considered. 

Results. Based on the considered models and approaches to risk assessment, the five-step algorithm described 
below was formed. 

Step 1. Study of the characteristics of the water area (geographical, climatic, hydrological). This step also meant 
considering potential sources of suspension and impurities, such as work on the expansion and cleaning of the water 
area, river runoff, industrial discharges, shipping, etc. It was also necessary to determine the volume of suspended 
material that could be present. 

Step 2. Modeling scenarios for the propagation of suspensions and impurities based on equations (1)-(4). 

Step 3. Assessment of toxic effect Efs according to three selected tests. 

Step 4. Assessment of risk factor for each substance based on (5)-(6) and calculation of normalized risk factor 
R, € [0, 1]. For normalization, we used formula (S' — Simin)/(Smax — Smin), Where Smin and Smax — minimum and maximum 
concentrations of the substance in question. 

Step 5. Formulation of preliminary conclusions. We considered the risk to be high at R,>0.55, significant at 
0.3 < R, < 0.55 and absent at R, < 0.3. 

Steps 2-4 can be repeated if you need to determine the best way to carry out the work. For example, during 
dredging, it was possible to simulate the distribution of suspended solids for various soil discharge points and assess the 
damage caused to the ecosystem. 

A software package in C++ has been developed for the numerical implementation of models (1)-(4) and the above- 
described risk assessment algorithm for anthropogenic impact. It combined four software modules. The purpose of each 
of them is described below. 

1. Calculation of the three-dimensional velocity vector of the aqueous medium based on the system of 
equations (1)—(2). Complex geometry of the computational domain was taken into account. 

2. Calculation based on the system of equations (3) of the transfer of suspended particles and their settling. In this 
case, we mean a multicomponent suspension. 

3. Modeling of eutrophication of a reservoir based on system of equations (4). Phyto-, zooplankton, as well as 
13 chemical elements and their compounds, which significantly affected the hydrobiological processes of the reservoir, 
were taken into account. These were dissolved oxygen, iron, sulfur, hydrogen sulfide, sulfates, sulfites, nitrogen, 
ammonium nitrogen, nitrites, nitrates, phosphates, silicates, silicic acid. 

4. Assessment of risks of anthropogenic impact based on the algorithm described above. 

Modeling of the processes of movement and sedimentation of suspension during soil dumping. The developed 
software package simulated siltation processes of navigable channels of the Don. In addition, it allowed us to study the 
transport of suspended particles and the reshaping of the bottom surface in the Azov Sea. Special attention was paid to 
the coastal and estuarine zones. In addition, the software was used to assess the environmental condition of water areas 
during dredging operations in the Dvina Bay of the White Sea. 

As an example, let us consider modeling the processes of movement and deposition of suspended matter during 
work on expanding the water area [18]. To this end, we used data on work in the Arkhangelsk port area. To simulate the 
propagation and deposition of suspended particles, a 3 km long section along the flow direction was taken as the studied 
area of the reservoir. Its width was 1.4 km, its depth was 10 m. 

Physical parameters of the aqueous medium and suspended matter: 

— flow velocity — 0.2 m/s; 

— suspended matter density — 1,600 kg/m’; 

— suspended matter deposition rate — 2.042 mm/s; 
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— content of particles with a diameter of less than 0.05 mm in the soil — 26.83%; 

— volume of the discharged bulk material — 741 m?. 

Parameters of the calculated area: 

— step along horizontal spatial coordinates — 20 m; 

— height step — 1 m; 

— estimated interval — 2 hours; 

— time step — | minute. 

Figure 1 shows the concentration fields of suspended particles (in mg/l) corresponding to different time intervals. A 
three-dimensional slice shows a section of the calculated area with a plane that passes through the discharge point and is 
formed by vectors directed vertically and along the flow (from left to right). 
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5 =5 
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16 0 i 0 
0 500 1,000 x,m 0 500 1,000 x,m 
a) b) 
z,m 
mg/l 
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170 
= 
1113 
57 
0 -10 
0 500 1,000 x,m 0 500 1,000 x,m 
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Fig. 1. Fields of concentration of suspended particles (in the “depth — width” section of the reservoir) at different time intervals from 
the moment of soil unloading: a — T= 0; b — T= 15 min; c — T= 30 min; d— T = 45 min. 
The color scale indicates the concentration of the suspension. The horizontal axis represents data on the width of the reservoir, while 
the vertical axis represents data on depth 
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Based on the results obtained, the volume of polluted water was calculated at soil dumps at three discharge 
sites (Table 1). 


Table 1 
Volumes of polluted water during soil discharge at three sites, million m? 
Volume of polluted water at one Total volume of polluted water 
discharge, taking into account 
the concentration of suspended matter taking into account the concentration 
in water Volume of suspended matter in water 
ite of discharges 
from 0.25 from 20 from 0.25 from 20 Total 
more than more than 
100 mg/l 100 mg/l 
to 20 mg/l | to 100 mg/l ae to 20 mg/l | to 100 mg/l a 
1 0.890 0.245 0.150 124 110.36 30.38 18.6 159.34 
2 0.813 0.202 0.105 50 40.65 10.10 5.25 56.00 
3 0.889 0.240 0.150 45 40.01 10.80 6.75 57.56 


It can be seen from the table that when the soil was discharged, a high concentration of suspension was fixed in a 
relatively small volume of water (this is, for example, part of the water that was mixed with the soil). A larger 
amount of water had a lower concentration (such as water in the immediate vicinity of dumped soil). Significant 
amounts of water were polluted with a lower concentration of suspension during the discharge of soil, its 
sedimentation and transfer by current. 

The areas of soil discharge and the number of discharges were determined according to the terms of reference for 
work on deepening the port's water area. The areas of the reservoir in which the death of phyto- and zooplankton was 
possible were identified. The areas of these areas were calculated. 

Assessment of the ecological state of the Azov Sea water area. The ecological state of a shallow water body, such 
as the Azov Sea, was assessed using two different approaches. The first approach involved analyzing databases 
containing constantly updated data, which were the results of expedition surveys conducted by the authors of this study 
in the Azov-Black Sea region. The second approach involved the use of software that simulated the hydrodynamics, 
hydrobiology, and transport of particles in a reservoir. Based on these comparisons, mathematical models were 
calibrated and validated in order to obtain more accurate risk assessments. 

The software package allowed us to assess the risks associated with such phenomena as: 

— exceeding the maximum permissible concentrations of dangerous pollutants; 

— rapid growth in the process of eutrophication of harmful and toxic algae (also known as “water blooming”’). 

Thus, by using the new software, it was possible to reduce the costs of expeditions for water sampling. 

It should also be noted that data from remote sensing of the Earth were used to monitor the ecological state of the 
studied water body. 

Here is an example of how the measurement data from an expedition was processed. Let us take the process of 
copper discharge from metallurgical plants and its flow into the Azov Sea through the Don River. Copper is a heavy 
metal that can accumulate in living organisms to dangerous levels. 

When assessing the risks associated with a shallow reservoir, such as the Azov Sea, maximum values of pollutant 
concentrations obtained from measurements, mathematical models, and remote sensing data were used. At a specific 
point in the reservoir, a measured or calculated concentration value of the pollutant was selected. Let us assume that the 
measurements revealed an actual concentration of suspended matter in the water to be 80 micrograms per liter. 
Depending on the location and depth of sampling, copper concentrations in the waters of the Azov Sea ranged from 
0.001 to 100 micrograms per liter. 

Hydrolysis rate index for copper was assumed to be equal Ps= 1.5, bioaccumulation factor (accumulation 
of matter) — kg, = 2. Then according to (6) exposure factor E's = 240 mcg/L. 

As noted above, three tests were considered to determine the potential danger of substance Efs: 

— LCs for 96 hours for fish (sander) — 4 mg/l; 

— LCs for 48 hours for zooplankton (daphnia) — 50 mg/1; 

— LCso for 72 hours for inhibition of microalgae growth — 20 mg/l. 
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Let us take into account (5) and the algorithm described above. We get normalized risk value R, ~ 0.52. Thus, the 
risk of the presence of copper at a concentration of 80 micrograms per liter in the waters of the Azov Sea can be 
characterized as potentially significant. 

It is also worth noting that the model (1)-(4) made it possible to track the trend of increasing salinity of the 
Azov Sea and the stratification of water masses by oxygen content. This was consistent with the results of earlier 
expedition studies [19]. 

Let us focus on the implementation of the 4th step of the algorithm, that is, on the assessment of the risk factor for 
each pollutant. Using the system (5)-(6), the calculation of normalized risk factor R, € [0,1] and the developed 
software package, the maximum concentrations of the main pollutants characteristic of the Azov Sea were calculated. 

The final risk analysis was carried out based on the results of processing the expedition data and the results of 
mathematical modeling. Judging by the water pollution index, the ecological condition of the Azov Sea was improving. 
Previously, water had been defined as “significantly polluted”, then as “moderately polluted” [19]. 

Discussion and Conclusion. The proposed software solution allows us to predict the effects of human activity on 
the water quality of the Sea of Azov. The developed software package enables us to simulate the movement of 
suspended particles within the water body, and identify areas where they may settle. These processes can alter the 
bottom topography, potentially leading to a decrease in species diversity in the areas where sedimentation occurs. Based 
on the results of our simulations, we can take steps to reduce the area of soil dumped during dredging, thus limiting the 
damage to the reservoir's ecosystem. By analyzing the data generated by the software, we can assess the potential 
negative impacts associated with economic losses and risks to human health. 
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Abstract 

Introduction. Timber export plays a significant role in the budget of the Irkutsk region. To ensure the continued and 
sustainable use of forest resources, it is essential to implement preventive measures for forest conservation. One such 
measure is the analysis of phytosanitary risk, which helps to identify potentially harmful insects and determine the 
likelihood of their introduction and spread, as well as the potential economic consequences. From the perspective of 
applied riskology, it is necessary to carry out a predictive assessment, calculate the acceptability of risks and develop 
methods for managing them, combining economic and monitoring approaches. The aim of the presented work was to 
assess and predict phytosanitary risks in the Irkutsk region and potential damage to forestry and the economy, as well as 
to develop measures to reduce them. 

Materials and Methods. For this analysis, we used the results of forest surveys conducted in the Irkutsk region 
in 2021-2023 with the participation of the authors of this article. These surveys included the identification and detection 
of harmful insects, as well as the determination of their distribution areas according to GOST 34 309-2017 and the 
methodology approved by the phytosanitary control authority. Additionally, data from official statistics from the 
Federal Customs Service of Russia for 202 1—2023 were used. 

Results. We found populations of quarantine pests listed in the Unified List of Quarantine Objects of the Eurasian 
Economic Union in the forests of Ust-Ilimsky district, such as Monochamus sutor, Monochamus sartor, Monochamus 
galloprovincialis, Dendrolimus superans. We calculated the phytosanitary risk and assessed the quarantine 
phytosanitary zone, taking into account the buffer zone. 

Discussion and Conclusion. The results of the analysis suggest an unfavorable phytosanitary situation in the studied 
areas. The high infestation of the detected harmful insects in the Ust-Ilimsky district compared to the reference areas 
indicates the potential for quarantine zones and losses for loggers. To manage phytosanitary risks, it is important to 
select options that are effective in reducing the spread of quarantine organisms and minimizing risks to an acceptable 
level. Sanitary logging with timely removal of wind-damaged and fire-affected trees, as well as the use of pheromone 
traps and biological products, are environmentally friendly options for managing phytosanitary risks. 


Keywords: coniferous trees, pests, insects, death, forest diseases, lesions, phytosanitary risk, quarantine zone 
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AHHOTalna 

Beedenue. IKciopT ApeBecuHHbl BHOCHT CYMIeCCTBCHHBIM BKIa B OroyyKeT UpKytcKoli oOslacTu, 4To TpeObyeT oOecrieyeHHA 
cOxpaHeHHaA H BOCIIPOH3BOACTBa JIeca. OAHMM 3 BaKHeHUIMX HalpaBIeHHit MpodwsakTMYeCKON JeATeIbHOCTH 110 
COXpaHeHHIO JICCOB ABJIACTCA aHaIM3 (uTOCAaHUTapHoro pricKa. C ero MOMOLIbIO YCTaHaBJIMBalOT, ABJIAIOTCA JIM 
O€CKOHTPOJIbHO Ppa3MHOxXKArIOMIHeCA HACCKOMBIe BPeHbIMH, KaKOBa BEPOATHOCTh HX MHTPOAYKUMH, paciipocTpaHeHHaA, a 
TalwWKe BeIMYHHa IKOHOMHYCCKHX TOCeACTBHH. C Mo3HIMH COBpeMeHHOM MpHKaqHOu TexHocepHon pHcKouOrHH 
HeOOXOJMMO OCYIICCTBIATh MIpOrHO3HY!IO OL[CHKY, MPOCUHTEIBATb IIPHeMJICMOCTbh PHCKOB M pa3pa0aTbIBATb MeCTOJbI 
ylipaByieHia WMH, COUeTaIOWMMH 3KOHOMMYeCKHe MH MOHHTOpHHToBbIe VosXoAb. Lemb1o mpesctaBieHHou padorsr 
ABWJIACb OWCHKa HW MIporHosupoBaHie (PHTOCaHHTapHBIX PUCKoB Ha TeppuTopun UpxytcKoi oOsacTH MW MOTeHIMasIbHOrO 
yljep0a JIecHOMYy XO3A/iCTBY HM JKOHOMHKE, a TakxKe paspaOOTKa MeporpHATHH 10 UX CHYDKEHHIO. 

Mamepuanei u memoooi. [Ina ananu3a MCMONb30BaIM pe3yIbTaTbl OOCMeOBaHHM JIeCHBIX MaccuBoB VMpxyTcKor 
oOsacTH, IpoBeyeHHEIX B 2021-2023 royax, IpoBeeHHBIX C yYaCTHeM aBTOPOB aHHOH cTaTbH. OHM BKIIOUAIM B CeOA 
BBIABICHHe HM MAeCHTHPUKAWMIO BPeOHOCHBIX HaCCKOMBIX, a TakxKe ONpeseseHve WIOWayH HX paciipoctpaHeHHua 10 
TOCT 34309-2017 u MeroguKe, cormacoBaHHoli opraHoM (uTocanutapHoro KoHTpoma. Ilomumo  9toro, 
HCHOb30BaHEI JaHHble O*MIMaIbHOM crarTucTuKU DeseparbHO TamoxeHHON cryxKOEI Poccuu 3a 2021-2023 r!. 
Pe3yiemamet ucciedoganua. B  mecHuuectBax Yctb-MnumcKkoro paliona Obi oOHnapyKeHbI MNOMyIAHH 
KapaHTHHHBbIX BPeHbIX OpraHH3MOB, BKJIIOUCHHbIe B EMHbIM TepedeHb KapaHTHHHBbIX OObeKTOB Espa3uiicKoro 
3KOHOMHYECCKOrO COr03a, TaKHe KaK: M@JIbIM EPH eOBbI yca4, OOO YEpHbIM eIOBbIM ycay, YéPHbIM COCHOBBIM 
ycay, cHOupcKuit wenkonpsy. PaccuutaH (buTOCaHHTapHbI pUcK MW OeHeHa KapaHTMHHad (PHTOCaHUTapHad 30Ha C 
yueTom OydepHor 30HBI. 

O@6cystcoenue u 3aKkntouenue. Pe3yibTaTbI MpOBeeHHOTO aHasIM3a CBHJ[CTeIbCTBYIOT O HeOaronpHaATHOH 
(puTOcaHuTapHon OOcTaHOBKe Ha W3yYYCHHbIX TeppuTopuAx. BeipaxkeHHad 3apaxKeCHHOCTb MO BbIABJICHHbIM BPeHbIM 
HaceKOMBIM B YcTb-MMMcKOM palfoHe, 10 CpaBHeHHIO C TeppHTOPHAMH, B3ATBIMM JIA CpaBHeHHA, MO3BOsIAeT 
CHPOrHO3HpOBaTb KapaHTHHHble 30HbI HU BO3MO%KHbIC WOTepH Jieco3aroTroButesel. BapwanTbl yipaBsieHua 
(pHTOCaHUTapHBIMH PHCKaMM cJleqyeT BbIOMpaTb, UCXOZA U3 UX 3pdeKTHBHOCTH B YMCHBINeCHHH CKOpOcTH 
paciipocTpaHeHHa KapaHTHHHBIX OpraH3MOB HM CHWKeCHHM PHCKOB JO IpHemsemoro ypoBua. HanOosee 9koOrH4eckKH 
ljelecooOpa3HbIM BapHaHTOM ylIpaBsIeHHa (UTOCaHHTapHbIMM PHCKaMH ABJIAIOTCA CaHHTapHble pyOKH co 
CBOeCBpeMeHHOM yOopKoli BeTpoBayIa HM MOBpexKACHHbIX NOx%KapOM JepeBbeB, yCTaHOBKa (PCPpOMOHHBIX JIOBYIIeK, 
oOpadoTka Ovormpenapatamu. 


Ksrouesbie CHOBa: XBOMHBIC JepeBbA, BPeAHTeIM, HaceKOMbIe, TrHOeb, Ooe3HH JIeca, OYarH NMopaxKeHuas, 
(pHTOCaHUTAapHbIii pHCK, KapaHTHHHasd 30Ha 


BaarogxapHocrn. ABTOPBI BbIPpaxKaloT IPH3HaATCIIBHOCTbh COTPYTHHKaM (puTOCaHUTapHoro KOHTpOJIA HW TaMOxKeHHOW 
CILY2KOBI 3a MIpOABJICHHBIM WMuTepec K oOcy2xTaemoli Teme HU OmaroqapatT pedakKWHMOHHY?'O KOJIICrHIO %KypHasia UH 
pelueH3eHTa 3a TIpod@eccHoHasIbHbIii aHaJI3 VW peKOMCH aun JIA KOPpeCKTHPOBKH CTaTbH. 


Aaa WaTupoBanua. Tumodeesa C.C., Texunkos C.B., Tumodees C.C. Ouenka u NporHosupoBaHue (PUTOCAHHTAapHBIX 


puckosp B secax UpxytcKot oOmactu. Besonacnocmb mexnozeHHoix u npupodHeix cucmem. 2024;8(2):47—56. 
https://doi.org/10.23947/2541-9129-2024-8-2-47-56 


Introduction. The condition of forest vegetation in the Irkutsk Region is negatively affected by the presence of 
needle-eating insects and other harmful pests. Their reproduction can lead to the death and desiccation of trees, causing 
significant economic losses for forest users. These losses depend on various factors, including species composition of 
forests, physiological state of trees, the area where the pests are reproducing, their species, population density, and 
weather conditions. Factors that can negatively impact forests include economically dangerous insects, phytopathogenic 
viruses and fungi, fires, windfall, droughts, floods, industrial emissions, recreational activities, and others [1]. 


' Customs statistics. Federal Customs Service. URL: https://customs.gov.ru/statistic (accessed: 20.02.2024). (In Russ.). 
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Earlier, the authors have analyzed the environmental risks associated with forest fires in the Baikal region and proposed 
measures to manage them [2, 3]. They have also addressed the risks of flooding in the region [4]. In addition to fires and 
floods, significant damage to forests in the region is also caused by the emergence, uncontrolled reproduction, and 
spread of harmful organisms. It is essential to carry out a quantitative assessment of risks and threats to forest health in 
these areas, as well as develop and implement measures to manage these phytosanitary risks. 

The procedure for analyzing phytosanitary risks, in accordance with international and Russian standards, is the 
process of determining the level of penetration and spread of harmful organisms in the Russian Federation and related 
possible consequences [5, 6]. The list of quarantined harmful organisms is determined by federal law, specifically the 
“On Plant Quarantine” law’, which came into effect on January 1, 2019. (GOST 34 309-2017°). 

Regulatory legal acts, including sectoral ones‘, regulate the requirements for the procedure and criteria for assessing 
phytosanitary risks. These risks are based on a point assessment of the probability of penetration, acclimatization, and 
the introduction of temporary restrictions on the export of forest products. They also consider potential economic 
damage and establish ways to manage and prevent such risks, as well as protective measures aimed at monitoring and 
preventing the spread of harmful organisms. The main goal in identifying harmful organisms is to isolate and destroy 
them. The list of quarantine organisms includes pests [7], plant pathogens [8], and weed plants [9]. It is important to 
conduct phytosanitary surveillance at the border during import and export of plant products [10]. Phytosanitary zones, 
territories where quarantine organisms have been found, should be monitored and timely measures taken to isolate and 
eliminate them. This is extremely important for the main logging areas of Russia, specifically the Irkutsk Region, where 
coniferous forests are primarily located and pulp and paper mills that require high-quality raw material are operating. 
Long-term contracts have been concluded for the export of wood. 

A comprehensive assessment of the phytosanitary risks and potential economic losses from exports in the Irkutsk 
region was conducted previously. Therefore, the aim of this study was to assess and forecast the phytosanitary risks in 
this region, as well as the potential damage to the forestry industry and the economy. Additionally, measures were 
developed to reduce these risks. 

Materials and Methods. The work is based on materials from surveys conducted by the authors between 2020 and 
2023 to identify harmful insects in forests in the Irkutsk region. Pest distribution areas were evaluated in accordance 
with GOST 34 309-2017 and phytosanitary monitoring methods. Initial data for estimating economic losses was 
obtained from statistical data from the Federal Customs Service of Russia° and the administration of the Irkutsk region 
for 2020-2022° 7. 

Phytosanitary risk assessment was carried out according to GOST 34 309-2017 and the methodology agreed upon 
by the phytosanitary control authority according to the algorithm below (Fig. 1). 

For the analysis, we used the results of a survey conducted in the Irkutsk region between 2021 and 2023, which was 
carried out with the participation of the authors. The survey included the identification of harmful insects and the 
determination of their distribution areas according to GOST 34 309-2017, as well as the methodology agreed upon by 
the phytosanitary control authorities. In addition, we used data from official statistics from the Federal Customs Service 
of Russia covering the period 2021 to 2023°. 


2 On Plant Quarantine. Federal Law No. 206-FZ dated 21.07.2014. Consultant plus. URL: 
https://www.consultant.ru/document/cons_doc_ LAW_165795/ (accessed: 08.02.2024). (In Russ.). 

3GOST R 57973-2017. Sanitary Safety in Forests. Terms and Definitions. Electronic fund of legal and regulatory documents. URL: 
https://docs.cntd.ru/document/1200157752 (accessed: 08.02.2024). (In Russ.). 

* On Approval of the Methodology for the Implementation of Phytosanitary Risk Analysis. Order of the Ministry of Agriculture of the Russian 
Federation No. 46 dated 05.02.2018. Electronic fund of legal and regulatory documents. URL: https://docs.cntd.ru/document/542618212 
(accessed: 08.02.2024). (In Russ.). 

> Russia's Exports of the Most Important Goods. Tables. Customs statistics. Federal Customs Service. URL: https://customs.gov.ru/statistic/eksport- 
rossii-vazhnejshix-tovarov (accessed: 20.02.2024). (In Russ.). 

® Russian Statistical Yearbook. Moscow: Federal State Statistics Service; 2022. 691 p. URL: https://rosstat.gov.ru/storage/mediabank/Ejegodnik_2022.pdf 
(accessed: 20.02.24). (In Russ.). 

7 Department of Information and Statistical Services. The territorial body of the Federal State Statistics Service for the Irkutsk region. URL: 
https://38.rosstat.gov.ru/inform uslugi (accessed: 20.02.24). (In Russ.). 

*GOST R 57973-2017. Sanitary Safety in Forests. Terms and Definitions. Electronic fund of legal and regulatory documents. URL: 
https://docs.cntd.ru/document/1200157752 (accessed: 08.02.2024). (In Russ.). 

° Customs Statistics. Federal Customs Service. URL: https://customs.gov.ru/statistic (accessed:08.02.24). (In Russ.). 
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Stage | (preparation) 


Identification of a harmful organism and ways of its spread 
in a certain zone (territory) of phytosanitary risk 


Stage 2 (risk assessment) 


Assessment of the probability of penetration, acclimatization 
and spread of harmful organisms and potential economic 
and environmental consequences 


Stage 3 (risk management assessment) 


Identification of methods for managing the phytosanitary risk 
identified in stage 2 to reduce or prevent it, as well 
as an assessment of potential effectiveness 


Fig. 1. Algorithm for phytosanitary risk assessment 


The objects of research were: 

— Monochamus galloprovicialis Oliv., which causes a disease known as “blue timber”. The presence of pests was 
assessed by the presence of holes and beaten flour in August; 

— Dendrolimus sibiricus, which is a needle-eating insect and destroys coniferous forests. The appearance of 300 
needle-eating 500 insect individuals on one tree was enough for its complete desiccation. The appearance of caterpillars 
was assessed in late July and early August!®; 

— Polygraphus proximus Blandford, relates to bark beetles, leading to damage to the bark of coniferous trees, 
accompanied by redness and shrinkage, is able to survive at low temperatures up to —50°C. 

The number of beetles on one infected tree in the foci of invasion could range from several hundred to several 
thousand individuals'!. The presence of pests was recorded by the presence of gnawed channels on weakened and 
shrinking trees [5]. 

The assessment of potential damage (PD) for a given period of time was determined by the following formula: 


PD= Ee 
100 
where VP — indicator of the probability of invasion; VA — indicator of the probability of acclimatization; 


PEV — indicator of potential economic harmfulness [11]. 

Determination of the density of infestation of timber with harmful insects was performed according to a well-known 
technique!*. The number and method of sampling were determined in accordance with GOST 12 430-2019”. 

The results were processed using mathematical methods based on correlation and regression estimation. 

Results. When conducting monitoring studies with the authors' participation in the Irkutsk region, several sites were 
identified where certain harmful insects, such as Dendrolimus sibiricus, Polygraphus proximus, Monochamus sutor, 
Monochamus sartor, Monochamus, Monochamus impluviatus were actively multiplying. The largest area of damage 
was caused by foci of Dendrolimus sibiricus (up to 92%). 


'0 All-Russian Plant Quarantine Center STO 2.016-2016. Dendrolimus Sibiricus Tschetverikov. Rules for Conducting Quarantine Phytosanitary 
Inspections of Quarantined Facilities and Establishing a Quarantine Phytosanitary Zone and Quarantine Phytosanitary Regime. URL: 
https://oi25.vniikr.ru/documents (accessed: 08.02.2024). (In Russ.). 

'! All-Russian Plant Quarantine Center STO 2.054—2017. Polygraphus Proximus Blandford. Rules for Conducting Quarantine Phytosanitary 
Inspections of Quarantined Facilities and Establishing a Quarantine Phytosanitary Zone and Quarantine Phytosanitary Regime. URL: 
https://oi25.vniikr.ru/documents (accessed: 08.02.2024). (In Russ.). 

” On the Approval of Methodological Guidelines for the Implementation of Forest Protection Zoning. Order of the Federal Forestry Agency No. 179 
dated 25.04.2017. Consultant Plus. URL: https://base.garant.ru/71723350/ (accessed: 08.02.2024). (In Russ.). 

8 GOST 12 430-2019. Plant Quarantine. Sampling Methods and Rates for Regulated Products during Quarantine Phytosanitary Inspection 
and Laboratory Analysis. Electronic fund of legal and regulatory documents. URL: https://docs.cntd.ru/document/1200168062 


(accessed: 08.02.2024). (In Russ.). 
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During the surveys, Abies sibirica lesions were recorded by Polygraphus proximus, an invasive organism in this 
area. Outbreaks of mass reproduction of this organism can cause serious damage to Abies sibirica, which is one of the 
most important species of coniferous trees and is widely in demand in the international timber market, occupying a 
small area in the Irkutsk region. During a detailed examination of fir trees and their assessment based on the scale of 
damage caused by Polygraphus proximus, only 20% were found to be healthy, 40% weakened, and 15% severely 
weakened in the surveyed area. Figure 2 shows the distribution of Abies sibirica trees according to categories of 
condition based on damage caused by Polygraphus proximus'*. The calculation was done using a well-known 
method!>. It was established that there was up to 10% of dead wood on the surveyed territory. 


I Healthy 
54% 
36% 
VI Old I 
dead wood Weakened 
18% 
( 
V Fresh : Ul 
dead wood sates 
weakened 
IV 
Shrinking 


Fig. 2. Categories of condition of Abies sibirica trees damaged by Polygraphus proximus 


During monitoring studies in the summer-autumn period of 2023 in the Ust-Ilimsky district of the Northern forestry 
region, populations of the quarantine insect pest Dendrolimus Sibiricus Tschetverikov were identified in the following 
locations: Tubinsky district forestry: center area — 758.13 hectares; Sosnovsky district forestry: center area — 811.01 
hectares Phytosanitary risk areas have been calculated for each site, as shown in Figure 3 and Table 1. 


4 The Ussuri Polygraph in the Forests of Siberia (Distribution, Biology, Ecology, Identification and Inspection of Damaged Plantations). Methodical 
manual. Tomsk-Krasnoyarsk: UMIUM; 2015. 48 p. (In Russ.). 
Td. P. 3-46. 
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Fig. 3. Phytosanitary risk zone in the forest areas of the Northern forestry on Dendrolimus Sibiricus Tschetverikov: 
a — Northern forestry, Tubinsky district forestry, Kedrovskaya dacha, 43 quarter-center; 
b — Northern forestry, Tubinsky district forestry, Tubinskaya dacha, 116 quarter-center; 
c — Northern forestry, Tubinsky district forestry, Kedrovskaya dacha, 303 quarter-center 
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Fig. 4. Phytosanitary risk zone in the forest areas of the Northern forestry on Monochamus sartor: 
a — Northern forestry, Tubinsky district forestry, Kedrovskaya dacha; 
b — Northern forestry, Sosnovsky district forestry, Karapchanskaya dacha; 
c — Northern forestry, Tubinsky district forestry, Tubinskaya dacha 
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Table 1 
Phytosanitary risk zones in the Northern forestry of Ust-Ilimsky district on Dendrolimus Sibiricus 
Risk location Phytosanitary risk zone, ha 
43 quarters of the Northern forestry, Tubinsky district forestry 56,951.66 
116 quarters of the Northern forestry, Tubinsky district forestry 57,180.09 
303 quarters of the Northern forestry, Tubinsky district forestry 57,353.26 


Lesions of Monochamus urussovi Fisch and Monochamus galloprovincialis Oliv. were found on the territory of the 
same forestry. Figure 4 and Table 2 provide phytosanitary risk zones for these insects. 


Table 2 
Phytosanitary risk zones in the Northern forestry of the Ust-Ilimsky district on Monochamus urussovi Fisch 


Phytosanitary risk zone on Phytosanitary risk zone on 


Risk location 
\Monochamus galloprovincialis Oliv., ha) Monochamus urussovi Fisch, ha 


Northern forestry, Tubinsky district forestry, 


IKedrovskaya dacha 1,379.43 1,343.18 
Northern forestry, Tubinsky district forest 

te) ern forestry, Tubinsky district forestry, 1,706.38 ‘neice 
(Tubinsky dacha 
[Northern forestry, Sosnovsky district 1,821.96 a 


forestry, Karapchanskaya dacha 


The area of quarantine pest foci that were in the Irkutsk region in 2023 was 76,752.4 hectares. Of this area, foci of 
Dendrolimus Sibiricus Tschetverikov accounted for 92%. 

During the customs inspection of wood prepared for export from these forest areas, larvae of Monochamus 
galloprovincialis Oliv., Dendrolimus Sibiricus Tschetverikov, and Polygraphus proximus Blandford were found. 
Calculations have established that the density of distribution of live larvae could reach 540 m? of quarantined products, 
which went beyond the entire volume of production, i.e. the spread of the pest would move to neighboring areas located 
near logging facilities. 

Within the phytosanitary risk zones, the activities of loggers and the export of wood outside the established 
zone were limited. 

Economic losses from the under-supply of wood and the implementation of phytosanitary risks within the studied 
forestry amounted to 1,276 thousand dollars when exported to China at an average price of 220 dollars per 1 m? of 
coniferous wood. 

Discussion and Conclusion. It has been shown that in 2023, on the territory of the Irkutsk region, an unfavorable 
situation has developed and high phytosanitary risks have been recorded for several pests, including Dendrolimus 
sibiricus, Monochamus galloprovicialis Oliv., Monochamus sartor and Polygraphus proximus Blandford. 

Ust-Ilimsky district ranked first among the surveyed territories in terms of the total area affected. The largest 
breeding sites of Dendrolimus sibiricus were recorded in the Tubinsky forestry district. The phytosanitary risk areas for 
Monochamus galloprovicialis Oliv. accounted for 2.7% of the total affected area and were mainly concentrated in the 
Sosnovsky forestry district. The area affected by Monochamus sartor reached 2.1% of the total and was recorded in 
Tubinsky forestry and Kedrovskaya dacha. In Tubinsky forestry, there were foci of an invasive and highly aggressive 
species — Polygraphus proximus Blandford — affecting fir trees over an area of 0.8%. Therefore, special attention 
must be paid to preventive measures against this pest. 

Considering that forestry enterprises in the Ust-Ilimsky district are the suppliers of raw materials for the timber 
industry and exporters of wood products, the establishment of significant quarantine zones and restrictions on the export 
of timber causes significant damage to the budget of the Irkutsk region. Pine is the most popular type of wood for 
export, accounting for an average of 75% of the total volume, followed by Siberian fir at 7%. In this regard, it is 
essential to monitor fir trees in three categories: operational — for the detection of shrinking trees during forestry 
rounds; regime — at stationary sites in damaged areas; and local — in areas with the highest incidence of shrinkage. 
If more than 10% of Category IV trees are identified, sanitary felling should be conducted to prevent the outbreak of 
pest infestation. Category V and VI trees should be felled for firefighting purposes. 
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To combat Dendrolimus sibiricus, which can be found in coniferous forests, we recommend using a biological 
preparation called “Lepidocide®”, which is based on the Bacillus thuringiensis var.kurstaki strain. This preparation 
contains spores and cells from Bacillus thuringiensis var. kurstaki culture producer, as well as delta-endotoxins in the 
form of protein crystals and inert fillers to ensure the safety and stability of the product. The drug is safe for humans and 
warm-blooded animals, and the death of insects occurs only after the drug enters their intestines. The recommended 
dosage of “Lepidocide®” is 3 liters per hectare. It can be applied as a suspension during aerial treatment of forests using 
low-volume or ultra-low-volume spraying methods, or through aerosol sprayers using adjustable dispersion generators. 

The experience of combating Dendrolimus sibiricus in the Irkutsk region during 2016-2017 using new insecticides 
“Clonrin CE” and “Clipper CE” has shown that the processing of timber harvested for export in warehouses, although 
ensuring its safety, can lead to unpredictable environmental consequences. 

Given the unfortunate experience of widespread and careless use in the 1960s and 1970s of DDD — 1,1,1-trichloro- 
2,2-bis(4-chlorophenyl)ethane, a persistent organic pesticide that is still present in biota and accumulates in trophic 
chains, and is found in Antarctic penguin fat tissue, it is important to avoid using “Clonrin CE”, despite the 
recommendations of relevant authorities !°. 

For preventive purposes, it is recommended to install pheromone traps to monitor for pests. The traps should be 
placed at a height of 1.5—2 meters above the ground in the early summer and checked periodically. 

The current situation regarding the spread of quarantine insects in the forests of the Irkutsk region is considered 
unfavorable and requires the compliance with preventive and response measures in the event of an increase in numbers 
or the emergence of new outbreaks. The most environmentally friendly option for managing these risks is to conduct 
sanitary logging, which includes timely removal of wind- and fire-damaged trees and the installation of pheromone 
traps. Additionally, treatment with biological products can help control the spread of pests. 
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Csetsiana CemenosHa Tumodeesa, OKTOp TexHWuecKHX HaykK, Mpodeccop, 3aBezyromjat Kacenpor 
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TexHw4yeckoro yHuBepcuteta (664074, P®, r.Upxytck, ya. JIepMontosa, 83), SPIN-kom: 8427-9622, ORCID, 
ScopusID, sstimofeeva@mail.ru 


Cemen Bauyecnaposn4y TeHunkos, MarvcTpaHT Kadbeyzpbl UpoOMbIlIeHHOM 9KOOrHH HU Oe30MacHOcTH 
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Abstract 

Introduction. The malfunction of removable load-handling devices (RLHD) poses significant production risks. That is 
why research in this field is relevant. The problem has often become a topic of scientific investigation. The authors 
propose using artificial intelligence more extensively to monitor the state of RLHD. This paper presents a study on how 
to improve the machine vision model to better identify the absence of locks on RLHD hooks. A probable occurrence of 
such an issue in production is noted. A storage and monitoring system for RLHD condition is proposed. The aim of this 
study is to demonstrate the potential for further training of neural networks to significantly enhance the efficiency of 
RLHD monitoring, ensuring their safe use. 

Materials and Methods. The work is based on the results of a survey conducted at the LLC “KZ Rostselmash” plant 
from 2022 to 2023, involving 144 RLHD. Mathematical statistics methods were used to process the data. A neural 
network model previously trained using the YOLO computer vision algorithm was studied. It was retrained taking into 
account the norms of the rejection of RLHD, specified in federal rules and standards. Images of RLHD with defects and 
missing parts were collected from these sources and used to create a training database. The database was expanded by 
augmentation. The Roboflow platform was used for work. 

Results. The array of images used for further training of the neural network was divided into three samples: 
training (88%), validation (8%) and test (4%). These samples were used to train and validate its results. The training 
was completed after 260 epochs, with a steady increase in accuracy. The neural network model of computer vision 
obtained in this way automatically detected a common defect in the RLHD hook — the absence of a lock. Its 
performance was assessed using three indicators: average accuracy (94%), prediction accuracy (88.8%) and 
response (89.2%). The neural network could receive images from a video camera in real-time and recognize hook 
defects. During the RLHD inspection at the Rostselmash plant, a grab for lifting engines was found to have all three 
hooks defective — without locks. To avoid such situations, at the end of work, it was recommended to place the RLHD 
on a special stand equipped with a microcontroller device that could monitor for a number of potential issues using 
radio frequency identification. 

Discussion and Conclusion. The main goal of this proposed solution is to detect and address signs of non-compliance 
with the established standards. This task can be implemented in facilities that use lifting equipment. In this case, the 
timely noticed RLHD defects will allow preventing production incidents. As a result, material damage can be reduced 
and injury statistics improved. 


Keywords: monitoring the condition of removable load-handling devices, rejection of load-handling devices, defects 
of hooks for cargo work 
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AHHOTalna 


Beedenue. HeucupaBHoctTbs CbeMHBbIX rpy303aXBaTHBIx UpHcnocobsenuti (CIT) co3qaeT 3HayuMbIe MpOu3BO]CTBeCHHBIe 
puckH. OTHM obycNOBIeHa AaKTYaJIbHOCTb HCCIEAOBaHH B aHHOM HarIpaBenun. IIpoOmema yacTo craHOBuTcA TeMol 
Hay4HbIxX HW3bICKaHHH. ABTOPbI UpeararoT WHpe HCMONb30BaTb HCKYCCTBCHHbIM UMHTeWICKT JI< MOHMTOpHHTa 
coctosHua CITI. B npeazcraBnenHoi padote moKa3aHO, KaK YCOBePIICHCTBOBaTb MOJ[eJIb MaLIMHHOTO 3peHHA JIA 
I4WerO BbIABIICHHA OTCYTCTBHA 3aMKOB Ha KproKax CII]. Ormeyena BeposTHOCTb WMpoKoro pacipoctpaHeHHa 
TIpoOOsJIeMbI B IpOu3BOACTBeHHOM MpaxtTuKe. IIpeynoxwKeHa cxeMa CTeHya XpaHeHua u KOHTpomA cocrosHua CITI. Lemp 
YccIeqOBaHHA — IpOJCMOHCTpUpOBaTb BO3MOXKHOCTH OoOy4eHHA HelipoceTH WIA CYWJeCTBeHHOTO MOBBbILIeCHHA 
3ddbekTHBHOcTH KoHTposaA CITI, oOecneunBaromjero Oes0nacHOCTb HX IPHMeHeHHA. 

Mamepuaaot u memooot. Padota Oa3upyetca Ha akTax oOcneqoBaHua 144 CII] Ha 3aBone OOO «K3 «PoctcembMaly»» 
B 2022-2023 rr. Marepuambl oOpabaTEIBaIcb MeTOAaMH MaTemMaTHyeckol ctraTucTuKn. UccrefqoBasacb HeilipoceTeBaa 
MOJeJIb, IPeABapHTeIbHO OOy4eHHad M0 asITOpHTMy KOMIbIOTepHoro 3peHHa YOLO. Ee qoobyuumu c yueToM HOpM 
Opaxosku CITI, 3apuxcupopaHHbix B (esepayibHbIX WpaBulax MM cTaHwaptax. M3 9THxX MCTOUHHKOB B3AJIM 
w300paxenna CITI c feekTamu HW OTCYTCTBYIOLIMMH 9JIEMCHTaMH WH CcbopMupoBasN Oa3y WIA WOoOyyenua ceTu. basy 
pacluMpwim MeToyOM ayrMeHtauMH. Jia padoTEI HcHOub30BasM MIaTPopMy Roboflow. 

Pe3yiemamoi uccnedoeanua. Maccus w300paxeHHit WIA WoobyyeHHA HelpoceTH pa3yeuuIM Ha TpH BbIOOPKH: 
ooyuaronlyro (88 %), mpoBepouHyro (8 %) u TecToByro (4 %). Ilo HuM mpoBorMIU obyyeHHe UH BepHdulMpoBalu ero 
pe3yibTaTEI. OOyuenve 3aBepminMsocb 3a 260 3m0x pH cTaOvIbHOM yBesIMYeHHH TOUHOcTH paborTsI. Iomysennasa 
TaKHM OOpa30M HeiipoceTeBad MOJesIb KOMIbIOTEPHOLO 3peCHHA ABTOMATHYCCKH OOHAPy2KUBaeT 4aCTO BCTpeyalolMHlica 
qedbext xKproxa CII] — orcytcrsue 3amKa. KauyectBo ee padoTbI OWeHHIM TO TpeM MOKa3aTeJIMM: cpeqHAA 
ToUHOCTE (94 %), TOUHOCTR MpescKa3zaHHa (88,8 %) wu oTKIHK (89,2 %). Heiipocetb MoxeT B pexKHMe peasIbHoro 
BPeMeHH MOyuaTb H300paxKeHHe C BUACOKaMepbI M paciosHaBaTb Jeet Kproka. IIpu oOcueqoBanuu CITI na 3aBoze 
«PocTcelbMal> OOHAapyKHIM IKCIIyaTHpyeMbI 3axBaT JJId MOAbeMa ABUTaTeei, y KOTOporo BCe TPH KpioKa 
oka3aIMcb e:beKTHBIMH — 6e3 3aMKoB. J\JIt HCKIIOUCHHA TaKHX CHTyaluit 10 OKOHYaHUM padoTEI Wesecoobpa3sHo 
pasmermatp CII] Ha crtewaibHOM CTeH]e C MHKPOKOHTPOJWICpHbIM YCTPOLMCTBOM, KOTOPOe OTCIeEAUT HamMune paya 
TIpoOsIeM C MOMOLIbIO payMouacTOTHOM HAeHTHpUKAaLHN. 

O6cystcdenue u 3akK04enue. OcHOBHOe MpeqHasHayeHHe OMMcaHHoro pelleHHa — BbIABJICHMe UM (puKcalHAa 
IipH3HakoB HecooTBetcTBua CI II tTpeOyembimM HopMaTHBaM. 3ayja4ua MOxKeT ObITh peasIH30BaHa Ha OObeKTAX, 
SKCIIYAaTHpyIOWHxX MOAbeMHbIe CoopyxKeHHaA. B 39TOM cily4ae CBOCBPeMeHHO 3aMeyeHHbIe H3bEAHBI CITI no3BosatT 
TIpexyNpexkAaTb MpOM3BOACTBeHHbIc MHUMAeHTbI. B uTore MOXKHO paCCYHTBIBATb Ha CHWKeHHe MaTepHasIbHOrO 
yujepOa U yIy4IleHHe CTaTHCTHKH 110 TpaBMaTH3My. 


Ks1r04eBble CHOBA: KOHTPOJIb COCTOAHHA CbCMHBIX TpYy303AXBaTHBIX MIpHCHOCOOeHHH, OpakoBKa rpy303aXBaTHBIX 
IIpHcnocoOueHH, JePeKTbI KPIOKOB JIA TPy30BbIx paooT 


BaarogapHocru. ABTODBI BbIpaKalOT UPH3HaTeCJIbHOCTb KOJWICraM —— CHeWasInCcTaM Kacbeppl «OKcrTyaTayuAa 
TpaHCIIOPTHBIX CHCTeM H JIOTHCTHKa> ATTY 3a HOMO IIpH MOATOTOBKe MaTepHasIoB HCCC TOBaHHA. 


Aaa = waTupopanusa. Erenpcxui B.B., Huxonaen H.H., Erenpcxaa E.B., Koporkuit A.A. WUcnomp30Banne 
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Introduction. The sites where lifting cranes and other types of cranes are used are considered hazardous production 
facilities (HPF)! and must comply with strict safety regulations. This includes safe operation of the equipment complex 
and its elements, such as removable load-handling devices (RLHD). The health of this system depends to some extent 
on human factors [1], and the risks associated with these operations can be reduced by introducing automation and 
digital solutions. 

HPF activities are under the supervision of the Federal Service for Environmental, Technological and Nuclear 
Supervision (Rostechnadzor). At the same time, lifting structures and their associated equipment are exempt from regular 
inspections?, and the condition of the equipment is monitored by relevant services within the operating enterprises [2]. 

Rostechnadzor publishes annual statistics on accidents and incidents, as well as conclusions based on the results of 
its investigations*. These materials help us identify the main causes of accidents, particularly those related to the 
monitoring of the condition of lifting devices. Some of the main causes include: 

— absence of designated specialists responsible for the safe operation of lifting devices; 

— admittance to work of personnel without appropriate qualifications; 

— absence of job descriptions and production instructions at the facility; 

—untimely scheduled inspections, repairs and technical inspections of lifting devices and equipment working in 
conjunction with them. 

Slingers use removable devices to hang loads from the hooks of lifting cranes or crane manipulators. The trouble-free 
operation of the facility depends on the accuracy of these procedures. 

Lifting structures should only be used in work projects or with technological maps, which include a mandatory 
element — a cargo slinging scheme’. Before starting work, slingers, crane operators, and specialists responsible for safe 
work production get familiar with the technological maps with provision of signature upon familiarization. The slinging 
systems are posted at the work site. 

The second important safety factor is the condition of the RLHD equipment. RLHD malfunctioning can lead to 
falling of goods, lifting devices, or their components. Additionally, the stability of the lifting structure can be 
compromised, which can result in material losses and injury to personnel. 

Regulatory legal acts and job descriptions specify the requirements for continuous monitoring of the RLHD 
condition. According to these documents: 

—the slinger is responsible for daily monitoring of the RLHD condition, for which they are given time prior to 
starting work°; 

—at least once every 10 days, the specialist responsible for the safe operation of lifting structures monitors the 
condition of slings. At least once a month, they also monitor grabs and traverses. 

The results of the inspections are recorded in the logbook of periodic inspections of removable lifting devices and containers. 

The fulfillment of these requirements should exclude the possibility of using faulty, defective RLHD. 

It is known from statistics and literature [2] that the accident rate at HPF depends on the qualifications of managers 
and responsible specialists. Personnel with insufficient competencies [3] may neglect control, skip some stages, and 
violate the rules of RLHD inspections and documentation of their results. 

The correct use of artificial intelligence greatly enhances the effectiveness of RLHD control. 

This article explores the potential of further training neural networks [4] in order to improve the accuracy of 
monitoring the RLHD operational state. We propose introducing neural network-based computer vision 
technologies [5] for monitoring the operability of hooks on removable load-handling devices. 

This approach is in line with the National Strategy for the Development of Artificial Intelligence for the period up to 2030°. 

The aim of this study is to explore the potential for further training of a neural network in order to enhance the capabilities 
of machine vision for determining the RLHD suitability. The practical application of this proposed solution has the potential 
to improve the efficiency of monitoring the RLHD status and, consequently, enhance the safety of their usage. 


"On Industrial Safety of Hazardous Production Facilities. Federal Law No. 116-FZ dated 21.08.1997. Consultant Plus. URL: 
http://www.consultant.ru/document/cons_doc_ LAW_15234/ (accessed: 18.03.2024). (In Russ.). 
Td. 

> Rostechnadzor. Report on the Activities of the Federal Service for Environmental, Technological and Nuclear Supervision in 2022. URL: 
https://www.gosnadzor.ru/public/annual_ reports (accessed: 10.03.2024). (In Russ.). 
* On the Approval of Federal Norms and Rules in the Field of Industrial Safety "Safety Rules for Hazardous Production Facilities where Lifting Structures 
are Used". Rostechnadzor Order No. 461 dated 26.11.2020. Garant. URL: https://base.garant.ru/400165076/ (accessed: 10.03.2024). (In Russ.). 
5 Standard Instruction for Slingers on the Safe Production of Work by Lifting Machines (RD 10-107-96). Garant. URL: 
https://base.garant.ru/3924623/ (accessed: 10.03.2024). (In Russ.). 
® National Strategy for the Development of Artificial Intelligence for the Period up to 2030. Consultant Plus. URL: 
https://www.consultant.ru/document/cons_doc LAW_335184/ (accessed: 10.03.2024). (In Russ.). 
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Materials and Methods. Slings are designed to hook, strap and hold cargo on the hook of a lifting device [6]. 
Different methods of sling rejection are used, depending on the design of the sling and the material it is made from. The 
standards for sling rejection are defined in relevant documents. The test methods are described in the state standards’. 

Each sling must have a marking tag indicating the manufacturer, serial number, load capacity and test date. The 
absence of a tag is unacceptable and is an indication of a defect. An important element of the RLHD and slings is a 
hook with a mandatory locking device (hook lock) [7]. 

In preparing this article, we used mathematical statistics to analyze the results of a mass RLHD survey conducted at 
the LLC “KZ “Rostselmash” plant in Novocherkassk in 2022 and 2023. The survey was conducted by specialists from 
the engineering consulting center “Mysl””, which was affiliated with Novocherkassk State Technical University. The 
results of the survey were compiled in the form acts — mandatory appendices to the passports of each RLHD. These 
documents were the source materials of the presented scientific work (Fig. 1, 2). 


= With violations 


= Serviceable 


Fig. 1. Ratio of serviceable and non-serviceable RLHD 


= Frame (beam) defect 
= Defect of slings and chains 


= Hook defect 
= Absence of a passport 


= Other defects 


Fig. 2. Proportion of RLHD with inconsistencies and defects 


7GOST 33715-2015. Cranes. Non-Fixed Load-Lifting Attachments and Tare. Exploitation. Garant. URL: https://base.garant.ru/71684432/ 
(accessed: 10.03.2024). (In Russ.). 
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According to the survey of 144 RLHD, three quarters of the devices did not meet the requirements of regulatory 
documentation® (Fig. 1). 

The analysis of the distribution of defects and inconsistencies in regulatory documentation showed that the absence 
of an RLHD passport was most common (more than 40% of cases). The most common technical flaw was a hook defect 
(22% of cases). Defects in chains and slings accounted for 17% of recorded cases, and other defects accounted for 15%. 
Structural defects amounted to 5%. These were flaws in special grips, pins, clamps, frames, beams, and traverses. 

It is advisable to start the study with questions of monitoring the condition of hooks. In almost 100% of cases, their 
defects were the absence or breakdown of the sling retainer (lock). 

In [8], the possibilities of integrated risk assessment in the diagnosis of steel ropes using computer vision are 
explored. This approach has become the basic one in the development of methods for quickly identifying 
nonconformities and malfunctions of the RLHD. Devices that do not meet the required standards should not be 
permitted to operate. To this end, technical control must be strengthened through a digital monitoring system equipped 
with computer vision that can automatically detect visually identifiable malfunctions. 

Based on the results of the comparative analysis, one of the computer vision algorithms was chosen — the pre-trained 
YOLOv8 open access neural network®. This was the latest version of a well-known model for real-time object detection 
and image segmentation. It was based on the latest advances in deep learning and computer vision and had high 
performance in terms of speed and accuracy. Due to its design features, it was suitable for various applications and adapted 
easily to different hardware platforms. YOLOv8 identified many real-world objects: people, cars, computers, pieces of 
furniture, etc. However, YOLOv8 needed additional training to detect RLHD [9]. It was performed using the open online 
service Roboflow’, which provided the user with tools to create a database of annotated images necessary for training the 
YOLOv8 model. The service allowed you to upload and annotate images by specified classes, assign them to train, 
validation and test samples [10]. 

Results. To retrain the network, unannotated images of hooks of different types, sizes and shapes with and without a 
lock (Fig. 3) were used. These images were collected from various sources, including during the RLHD examination. 
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Fig. 3. Images of hooks without locks uploaded to the Roboflow service 
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The variety of hook images improved the quality of learning and subsequent recognition, significantly reduced the 
number of errors of the pre-trained model [11]. 

At the next stage, the contours of the recognition objects were selected using the smart polygon tool and annotated 
according to the hookWithLock (for hooks with a lock) and noLock (for hooks without a lock) classes (Fig. 4). 


8 Introducing Ultralytics YOLOV8. Ultralytics. URL: https://docs.ultralytics.com/ (accessed: 10.03.2024). 
° Everything You Need to Build and Deploy Computer Vision Models. Roboflow. URL: https://roboflow.com/ (accessed: 10.03.2024). 
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hookWithLock 


hookWithLock 


Fig. 4. Annotating the image 


The next stage in the additional training process for the neural network in Roboflow was augmentation, i.e. 
increasing the sample size by converting images. Perspective, noises, turns, etc. were used for this purpose. As a result, 
401 annotated images were obtained (Fig. 5) 


401 Total Images View All mages 3 


Dataset Split 
TRAIN SET VALID SET t sx ) TEST SET C ) 
17 Images 


351 Images 33 Images 


Fig. 5. The result of annotation and augmentation 


The resulting array of images was divided into train set, valid set and test set in the ratio of 88%, 8% and 4%, 
respectively. Samples were used for network training and verification of learning outcomes [12]. 

The network trained and compared the results with a valid sample. At the same time, the accuracy of its work 
steadily increased, and the training was completed in 260 epochs (Fig. 6). 
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Fig. 6. Changes in the accuracy of computer vision neural network in the learning process 


As a result, we obtained a neural network model of computer vision, which automatically detected a common 
defect of the RLHD hook — the absence of a lock. The quality of its work was assessed by three indicators described 


below (Fig. 7) 
hook_lock/1 More Metrics Visualize 
89.2% 


94.0% 88.8% 


Model Type: Roboflow 3.0 Object Detection (Fast) mAP @ | Precision @ | Recall @ 


Checkpoint: COCO 


Fig. 7. Indicators of the quality of training of the resulting neural network 
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1. Average precision value (mAP), equal to the average value of the average accuracy index for all classes in the 


model. In this case, it was 94%. 
2. Precision of prediction — showed how often the model's predictions turned out to be correct. The fixed level was 88.8%. 
3. Recall — the percentage of successfully identified tags. It was 89.2%. 
Such a neural network could receive a real-time image from any video camera and recognize a hook defect (Fig. 8) 


Fig. 8. Work of a pre-trained neural network to detect hooks: a — with a lock; b — without a lock 


This neural network was easily embedded in the program code in any programming language. This made it possible 
to create a software product for automated assessment of the presence of RLHD defects and implement it into a 
production digital system for monitoring the RLHD condition [13]. 

During the RLHD inspection at the LLC “KZ “Rostselmash”” plant, a PM-001501 grab was found. The device was 
manufactured by the production company “Pod’em-master” and was designed for lifting engines of the Yaroslavl Motor 
Plant. It could serve as an example of the operation of a faulty RLHD (Fig. 9). 

= 
~ 


| 


Fig. 9. PM-001501 grab without locks on hooks 
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As you can see, there were no mandatory locks on all three hooks. Nevertheless, the device was operated, which 
posed risks to the life and health of personnel, as well as endangered the integrity of technical facilities. It was logical to 
assume that such elements were in operation at many enterprises in Russia. To avoid such situations, the authors of this 
article proposed to place the RLHD on a special stand at the end of the work (Fig. 10). 
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Fig. 10. Stand for storage and monitoring of the RLHD condition: 1 — stand; 2 — bracket with camera; 3 — box for RLHD 
passport; 4 — electronic unit; 5 — base; 6 — hook pin; 7 — insulator; 8 — hanger; 9 — removable load-handling device 


The stand was equipped with a microcontroller device that monitored the availability of the RLHD passport using an 
RFID tag (radio frequency identification). In addition, it was used to determine the correct placement of hooks on the stand. 
The tactile pins of the ESP32 controller were used for this purpose. When the hooks were positioned correctly, their condition 
was recorded by a camera [14] mounted on the stand bracket. The resulting image was interpreted by a trained neural network 
model of computer vision and a preliminary conclusion was drawn on the presence or absence of a defect [15]. 

Discussion and Conclusion. The proposed software and hardware solution is designed for automated assessment of 
the condition of RLHD elements of operated lifting cranes. Using the potential of artificial intelligence improves the 
quality and efficiency of monitoring. In particular, it allows timely identification of the lack of necessary elements and 
defective indicators of the RLHD. This opens up the possibility of a significant reduction in accidents. Adequate 
implementation of the proposed approach in production practice will also ensure informed decision-making regarding 
extending the service life, admission to further operation or rejection of the RLHD. 
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Abstract 

Introduction. Currently, artificial neural networks (ANN) are successfully used for technical diagnostics of steel ropes. 
Expensive software products with an adapted neural network implementation environment, such as STATISTICA, 
Amygdala, MatLab Simulink, are often used for this purpose. The most affordable way to build and train an ANN, from 
a financial point of view, is to write your own program code using interactive libraries such as TensorFlow, PyTorch, 
Scikit-learn. However, such libraries are not fully adapted for building an ANN, and to use them you need to have basic 
programming skills. As a result, the quality of an ANN depends not only on its architecture, training data, and 
composition, but also on the environment in which it is built. The aim of the work was to compare the quality of the ANN, 
built and trained by various methods according to the criterion of test network performance, confidence levels for 
assessing the technical condition of the rope, as well as the complexity and speed of training. For this purpose, new 
software has been developed to solve the problem of assessing the technical condition of a steel rope using a combination 
of various rejection indicators. 

Materials and Methods. The basis for an ANN training was a statistical database of typical damages of steel ropes and, 
an expert assessment of the technical condition of steel ropes. The software was written in the Python programming 
language. Various methods of programming a neural network were presented: an ANN built on the basis of the 
STATISTICA software package and an ANN built using the interactive Scikit-learn library. Ten test samples were 
prepared to verify the operation of the ANN. The ANN quality was assessed based on the test network performance and 
confidence probabilities (activation levels of the “winning” neuron) of determining the technical condition of the rope. 
Results. The construction of the ANN using the interactive library Scikit-learn showed a relatively high complexity of 
construction and a relatively low learning rate of the ANN. Test performance of the network, with a test sample size of 
ten, turned out to be the same for both built ANNs. At the same time, there was a difference in the indicator of the average 
confidence level for determining the technical condition of a steel rope between the results of the ANN built on the basis 
of the STATISTICA software package and the ANN built using the Scikit-learn interactive library. 

Discussion and Conclusion. The results showed that the ANN built using the STATISTICA software package with 
the same architecture and network learning parameters had more optimal software algorithms according to the criteria 
of confidence probability and network learning speed in comparison with the ANN built using the free Skicit-learn 
library. However, the indicator of the ANN test performance turned out to be the same for both ANNs. This result 
justified the use of TensorFlow, PyTorch, and Skicit-learn libraries by the world's leading research and commercial 
centers in the field of artificial intelligence. The obtained scientific result allows us to numerically evaluate and 
compare the quality of an ANN having the same architecture and learning parameters, but built using different methods. 
This will be useful for future scientific research in the field and for selecting the optimal environment for constructing 
ANNs in industrial applications. 


Keywords: steel rope, artificial neural networks, technical condition assessment, Python, Skicit-learn, STATISTICA, 
rejection indicators 
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Hayunaa cmamboa 


CpapHuTesbubiit anaim3 KayectBa padsorbi HCKyCCTBeHHBIX HeipOHHBIX CeTei AIA OWCHKH 
TexHHUeCKOLO COCTOHHHA CTAaJIBHOIO KaHaTa 
P.B. Xpan 


HjoucKkolt rocyapcTBeHHbIM TexHHuecKui yHuBepcutet, r. Pocros-Ha-Jlony, Poccuiicxas Deqepayua 
khvanroman@yandex.ru 


AHHOTalna 

Beedenue. B nactosulee BpeMa HCKyCCTBeHHbIe HelipoHHble cetu (MHC) ycnemiHo upuMeHsAioTca Id TeXHMYeCKOrO 
J{MarHOCTHpOBaHHA CTAIbHbIX KaHaTOB. 3ayacTy!O MIpH ITOM HMCHOML3YIOT OPOrocTosMHe MporpaMMHBle MpPOAYKTHI C 
ajlauTHpoBaHHON cpeyon pearm3alyun HelpoHHbIx ceTei, Takue Kak STATISTICA, Amygdala, MATLAB Simulink. 
HanOosee WocTyMHbIM ciocobom HocTpoenua uw obyyeHua MHC c cbunancoBol TOUKM 3peHHA ABJIAeTCA HallMcaHHe 
coOcTBeHHOrO MporpaMMHOTo KOJ{a C HCIHOb30BaHHEM MHTepaKTHBHBIX OUOMMOTeK, TakKHX Kak TensorFlow, PyTorch, 
Scikit-learn. OqHako TakHe OMOMMOTeKH He ABIIAIOTCA MOJHOMCHHBIMH aallTHpOBaHHbIMH cpeylaMu roctpoesua MHC, 
VM (JIA UX UCHOb30OBaHHA HEOOXOAUMO BlaeTb WepBHYHbIMM HaBbIKaMH MporpamMupoBanna. Ilostomy KayectBo MHC 
3aBHCHT He TOJIbKO OT apXHTeKTYpbI, OObeMa HM COCTaBa OOYy4AaIOWINX BbIOOPOK, HO HM OT MeTOJa (cpezbI) MOcTpoeHHA 
VHC. Lenpro qanHoro uccieqoBaHHA ABJIAeTCA CpaBHeHHe KayecTBa padoTsr MHC, nocrpoenupix u oby4eHHbIx 
Pa3IM4HbIMH MeTOAaMH, M10 KPHTepHIO TeCTOBOM MpOH3BOAMTeIbHOCTH CeTH, JOBCPHTeIbHbIM yPOBHAM OL[CHKH 
TCXHHYeECKOTO COCTOAHHA KaHaTa, a TaK2Ke TpyOeCMKOCTH HM CKOpocTH obyyeHuA. B cBa3H c 3THM CO3aHO HOBOe 
TIporpaMMuHoe obeciicveHne WIA peWICHHA 3aa4H OLCHKM TEXHHYECKOTO COCTOAHMA CTaJIbHOrO KaHaTa 110 KOMOMHaLHu 
Pa3JIM4HBbIX OpaKOBOUHBIX MoKazaTesen. 

Mamepuanot u memoovi. OcHosoi aia ob6yaenua MHC nocmyxum ctaTuctwueckad 6a3a aHHbIX THIOBBbIX 
MOBPp@KACHHH CTAIbHBIX KaHaTOB, 9KCIepTHad OleHKa UX TexHMYecKoro cocTosHHA. IIporpammHoe oGecrieyeHne 
HallcaHo Ha A3bIKe IporpaMMupoBanna Python. pusexeusl pa3siM4Hble MeTOAbI IporpaMMupoBaHHaA HeMpoOHHOH ceTu: 
UHC, noctpoenHott Ha 6a3e mporpamMHoro Kommiekca STATISTICA, u MHC, nocrpoenHot c ucnomb30BaHiemM 
MHTepakTHBHON OuosmMoTeKu Scikit-learn. Ina mpopepKu padotsr MHC Osio nozrotopneno 10 TecToBbIx BBIOOpOK. 
Oueuka kayectBa padotsr MHC nposogmsacb 10 TeCTOBOM MpOH3BOAMTeIbHOCTH CeTH HM JOBEPUTCJIbHbIM BEPpOATHOCTAM 
(ypOBHAM aKTHBallHH «mOOeqMBIIerO> HeMpoHa) ONpeesIeHHA TEXHMYECKOFO COCTOAHHA KaHatTa. 

Pezyiemamot ucciedoeanua. IloctpoeHue MHC c ucnonmb30BaHveM HHTepakTHBHOH OnOmuMoTeKH Scikit-learn noKa3as0 
CPpaBHUTeJIbHO OOJbLIYIO TpyOCMKOCTb MOCTpoOeHHA HU CpaBHHTesIbHO HeOONbIy!O CKOpocTb oOyyeHuA. TecToBasa 
IIPOH3BOJHTEIBHOCTh CeTH Ip OObeMe TecTOBOH BEIOOpKH 10 oKa3aacb OAMHAKOBOH JIA OOeux TOcTpoeHHEIx MHC. 
IIpu sToM oOHapyxMsach pa3HHWa B MOKa3aTee cpesHero JOBePUTeIbHOTO YpoOBHA OlpeseseHHa TexHH4ecKoro 
COCTOAHHA CTaJIbHOrO KaHaTa 10 pe3yibTatam padoTs1 MHC, nocrpoeHHolt Ha 6a3e MporpaMMHoro KOMIIIeKca 
STATISTICA, u VHC, noctpoennoii c ucnomb30BaHHeM HHTepakTHBHOM OuOmHOTeKH Scikit-learn. 

Oocyorcdenue u 3akuouenue. TlonyuenHbie pe3yiibTaTbl! WoKa3amu, ato MHC, nocrpoenHaa c McrojIb30BaHHeM 
tmporpaMMuoro Komuexca STATISTICA, nupu oquHakOBOH apxuTeKType MW MapameTpax oOy4eHHA CeTH UMeeT Oosee 
ONTHMAaJIbHbIc IpOrpaMMHBle aJITOpHTMbI 10 KpHTepHAM JJOBEPUTebHOM BepOATHOCTH HM CKOpOCTH OOyYeHHA ceTH 110 
cpapHeHuio c MHC, noctpoeHHol c uciomb30BaHHeM OecraTHOM OuOmMoTeKu Skicit-learn. OnHako moKa3aTesIb 
TeCTOBOM MmpousBogyuTembHocTH MHC oxas3asica oMHaKOBbIM JId OOeHx MHC. Tako pe3ymbtaT oOocHOBbIBaeT 
MCIOb30BaHHe BeXYUIMMH MMPOBbIMH Hay4HO-HcceqOBaTesIbCKHMH MW KOMMep¥eCKHMM WeHTpaMH B oOOsIacTH 
MCKYCCTBeHHOrO MHTeIeKTa OnOmMoTeK TensorFlow, PyTorch, Scikit-learn. UWlomyuenupri Hay4Hbit pe3syibTaT 
TIO3BOJHT YHCICHHO OWCHHTb H CpaBHHTb KayeCTBO MCKYCCTBeCHHBIX HeHPOHHBIX CeTeH, MMCIOINMX OMHAKOBbIe 
apxHTeKTypy H WapaMeTpbl OOyyeHHA, HO MOCTPOCHHBIX pa3JIMYHbIMH MeTOJaMH, OH OyAeT MOe3HBbIM Kak Jia Oy tyWHx 
Hay4HBbIx MCCUeAOBaHHM B STON OOACTH, Tak HU WIA BLIOOPa ONTHMaJIbHOM cpeybI WocTpoeHua MHC B npomMpniieHHo 
cibepe WeaTesbHOCTH. 
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Kaouesbie c10Ba: CTasIbHOM KaHaT, HCKYCCTBeHHbIe HelpOHHble CeTH, OleHKa TexHHyecKoro cocTosHusA, Python, 
Scikit-learn, STATISTICA, OpakoBounbie noKa3aTeH 


BuaarojapHoctu. Astop BbipaxkaeT OsarofapHoctTb KomeKTHuBy OOO «MKI] «Motcab»» HITY r. Hopouepxaccka 3a 
TIpeOCTAaBJICHHY!O BO3MO2XKHOCTb MCHOIb30BaTb JaHHbIe SKCIUIYaTaWH CTAJIbHbIX KAHATOB, 2 HMCHHO CTATHCTHYCCKYIO 
Oa3y JaHHBbIX THIOBbIX MOBPexKCHHM CTAasIbBHbIX KAaHaTOB. 


Ais WaTupoBanna. Xsan P.B. CpaBHntesbHblit aHaIM3 KavecTBa paOOTbI HCKYCCTBECHHBIX HeMPOHHBIX CeTel JIA OL|CHKH 
TCXHHYeCCKOTO COCTOAHHA CTaIbHOrO KaHaTa. bezonacHocmb mexHOzeHHbIx u npupodHeix cucmem. 2024;8(2):68-77. 
https://doi.org/10.23947/2541-9129-2024-8-2-68-77 


Introduction. Currently, methods for assessing the technical condition of engineering facilities using artificial neural 
networks (ANN) are becoming more widely used. This is due to the ease of identifying dependencies between the output 
data, which in this case is the technical condition of steel ropes, and the input data, which are various combinations of 
indicators that indicate defects in the steel ropes. To establish the correlation between the technical condition of a steel 
rope and various combinations of ten defective indicators expressed as a percentage of the permissible level of damage, 
a significant amount of analytical work and solving a multifactorial regression problem is required. Software that uses a 
neural network as its core can help experts and beginners in making decisions about the future operation of steel ropes 
based on different combinations of defect indicators. 

Scientists from various fields of expertise are addressing the issues of reliability and safety in technical systems by 
employing modern artificial intelligence tools. Examples include the works of V.A. Vorontsov, E.A. Fedorov, 
A.A. Korotky, A.V. Panfilov, N.N. Nikolaev, A.R. Yusupov, S.V.Zhernakov, T.I. Goreva, N.N. Portyagin, 
G.A. Pyukke, B.Ch. Meskhi, A.N. Beskopylny, S.A. Stelmakh, I.F. Razveeva et al. [1-8]. These researchers successfully 
employ neural network modeling techniques to achieve various research and industrial objectives, such as evaluating the 
technical condition of aircraft engines and spacecraft systems, as well as detecting and classifying defects in steel ropes. 
At the same time, various architectures, ANN training parameters, software packages and artificial neural network 
development environments are used, such as Alyuda NeuroIntelligence, STATISTICA, Amygdala, and MatLab Simulink. 
It is also common practice to write your own program code using free (open-source) interactive libraries, such as 
TensorFlow, PyTorch, and Sikit-learn. However, it is worth noting that none of these works compare the quality of ANNs 
work, which have the same architecture, training parameters, volume and sample size, but are built using different 
methods, 1.e. in different software development environments. 

Often, the use of artificial neural networks on an industrial scale is associated with the use of expensive specialized 
software systems. These systems have an environment adapted for the implementation of ANNs and do not require users 
to have programming skills. A more affordable way to build and train a neural network from a financial point of view is 
to write your own software code using free interactive open source libraries. However, this method requires the user to 
have basic programming skills. The Scikit-learn library is open source, while the annual license for the STATISTICA 
software program costs about $25,000. 

The aim of this work was to conduct a comparative analysis of the ANN quality in order to assess the technical 
condition of steel ropes by a combination of defective indicators built and trained by various methods, according to the 
criteria of test network performance, labor intensity and speed of network training, the average activation level of the 
“winning” neurons of the network and taking into account the financial costs of implementing and using the built artificial 
neural networks. In this regard, the task was set to create a new software tool for assessing the technical condition of steel 
ropes based on a combination of rejection criteria using two different types of ANNs: those built on the STATISTICA 
software package and those developed using the Scikit-learn interactive library. 

Materials and Methods. The basis for ANNs training was the experience gained from operating steel ropes. This 
included a statistical database of typical damage to steel ropes and an expert assessment of their technical condition [9-12]. 
Figure | shows a neural network diagram that was used to assess the technical condition of a steel rope in all the methods 
described below. 
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Fig. 1. ANN scheme for assessing the technical condition of a steel rope 


Below are the parameters used in both methods of building the ANNs: 

1. The so-called hyperparameters were set — parameters that did not change during network training. They included: 

— 10 neurons of the input layer, equal to the number of defective parameters of the steel rope (xi—X10); 

—the number of output parameters (neurons), three possible states of the steel rope: 1 — operable, operation was 
allowed (yi), 2 — defects within acceptable limits, operation was allowed with restrictions (y2), 3 — the limit state had 
been reached, operation was prohibited (y3); 

— the number of intermediate layers, as well as the number of neurons in each intermediate layer. 

Thus, the architecture of the neural network was defined [13]. 

2. The trainable parameters were set — parameters that were changed (optimized) in the process of network training: 
the values of synaptic weights w (the strength of the connection between neurons) and biases b. First, these values were 
set randomly, and then in the process of training the neural network, they were optimally configured. 

3. The forward propagation algorithm was implemented by calculating a neural network based on randomly generated 
parameters w and b. To do this, training data was required, which consisted of samples of input parameters along with 
their corresponding known output parameters. These samples are shown in Table 1. 


Table 1 
Data for neural network training 
No. XI x2 X3 X4 X5 X6 X7 Xg X9 X10 y 
1 75 0 18 0 0 0 44 0 0 0 
2 21 0 34 0 0 18 0 0 0 0 1 
3 0 89 0 66 0 0 0 0 74 0 3 
4 78 0 12 0 0 0 0 0 0 0 2 
5 55 90 0 0 0 10 0 0 7 0 3 
6 0 43 24 0 0 0 0 0 0 34 1 
7 0 65 90 0 57 13 0 100 81 0 3 
8 19 0 0 0 13 3 0 0 0 0 1 
9 0 56 0 30 0 0 0 0 0 0 1 
10 0 61 0 0 0 0 0 83 0 0 2 
ee 0 0 71 0 87 0 0 4] 0 0 2 
300 0 0 28 14 0 0 28 100 0 0 3 
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In Table 1, ten input parameters (xi—x10) represented the rejection values for steel ropes, expressed as a percentage of 
their limit values. This took into account a combination of various defects, which could be identified by expert means 
using a 3d model of the stress-strain state of the rope. Each combination corresponded to a specific technical condition of 
the rope. The volume of the training sample was 300 samples, while the control sample consisted of 30 samples. Ten test 
samples were also prepared for testing the ANN, but these were not included in the training process. 

4. The activation function F was defined. This function was necessary to introduce non-linearity and a certain 
threshold value at the output of each neuron. We used the Relu activation function for this purpose. The formula below 
determined the level of neuron activation [14, 15]: 


y= F(x), +X9W7 +X3W3 +b), 


where y — level of neuron activation; x;—x3 — levels of activation of neurons of the previous layer; w;-w3 — synoptic 
weights; b — function offset. 
Figure 2 shows a diagram of the formation of the activation level of one neuron. 


wi 
Relu 
we 


activation 


a 
as function 


Fig. 2. Scheme of formation of the activation level of one neuron 


5. A normalizing transformation of the activation values of the neurons in the last layer of the resulting network was 
performed using the softmax function, so that their values ranged from 0 to | and the sum of these values equaled 1. This 
transformation allowed for the interpretation of the activation levels of the neurons in a probabilistic sense. As a result, a 
prediction was made by the neural network — the state of the steel rope with a certain level of confidence for the current 
values of the synaptic weights (connections between neurons), w, and biases, b. 

6. Calculation of error E between the calculated activation levels of neurons of output layer y..., and the target 
activation values of neurons of output layer y,., using the MSE (Euclidean distance) function or cross-entropy functions 
(used to determine the distance between probability distributions). It was important to remember that a neural network 
was trained with a teacher, which meant it used examples with known inputs and outputs. These examples were called 
training samples. 

7. Implementation of the backpropagation algorithm, the purpose of which was to solve the problem of minimizing 
error function E depending on synaptic weights (connections between neurons) w and biases b. The gradient descent 
method was used for this purpose. 

8. Repeating the entire learning algorithm on the next training sample (or group of samples) in order to minimize the 
error of the neural network by updating the connections (weights) between neurons. Each such repetition was called an 
epoch of learning. We set 2000 epochs of learning. The learning rate was 0.0001. The Adam error function. After 
completing a set number of training epochs, the neural network with all settings was saved and could be used to predict 
output parameters (the state of the steel rope) based on input parameters (combinations of defective indicators) that were 
not previously used in the network training process. 
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STATISTICA contains two built-in programming languages: STATISTICA BASIC and SCL (command language). 
The method of building a neural network in STATISTICA began with the launch of the “Neural Networks” module in 
the “Data Mining” tab on the main working panel of the program. The interface of the STATISTICA program practically 
did not differ from the well-known interface of the MS Office program. To build an ANN in STATISTICA, we set the 
network architecture and learning parameters specified in the above algorithm by pressing the appropriate keys using the 
adapted program interface. 

The direct training of the neural network was activated by pressing the “Train” key in the STATISTICA working 
window, after which the ANN was checked on pre-determined control samples. The size of the control sample was 30. 
The condition for stopping the training process was when a benchmark network performance of at least 95% was achieved. 
The learning process of the neural network took about 20 seconds. 

A step-by-step algorithm for writing the program code of a neural network using the interactive library Scikit-learn in 
the Python programming language was provided [4—7]: 

1. In the first step, additional interactive libraries were installed. A library in this context meant a set of pre-written 
routines that made the programming process easier. To install a library, you need to enter the following code: (The 
explanations of the code or the commands being executed are provided in parentheses): 

!python -m pip install pandas (data processing and analysis library); 

!python -m pip install sklearn (machine learning library); 

!python -m pip install openpyx| (library for working with Excel files). 

2. In the second block, modules were imported by entering the following code: 

import pandas as pd (data processing and analysis module); 

from sklearn.neural_network import MLPClassifier (module for working with neural networks); 

from sklearn.metrics import confusion_matrix, classification_report (additional module for working with neural networks); 

import pickle (module used to save a trained neural network); 

import joblib (module used to save a trained neural network). 

3. Loading a database, i.e. a set of training data. It was necessary to prepare an Excel file with training data in advance, 
arranged in the format shown in Table | (a more simplified view is recommended — only columns of input and output 
parameters with their headers). To do this, we entered the following program code: 

ds = pd.read_excel('book1.xlsx'), where book1.xlsx — an Excel file that should be located in the same folder as the 
file of the program being created; 

ds.head(10) (code for visually displaying the first 10 rows of the table). 

4. Next, values were assigned to the variables X and Y by writing the following program code: 

X = ds.drop(‘Rope condition',axis=1) (all columns were assigned to variable X, except for column “Rope condition” 
(the literal name of the column was indicated); 

y = ds['Rope condition'] (for variable Y, column “Rope condition” was assigned). 

5. Building and training a neural network by writing the following code (this two-line program code replaced writing 
the neural network program code “manually” from the previous algorithm): 

nn=MLPClassifier(hidden_layer_sizes=(8,8,8), max_iter=2000) (the architecture of the neural network was set, as 
well as the parameters of its training; in this case, 3 hidden layers, each with 8 neurons; the number of training epochs 
was 2000; by default, the Relu activation function was selected (code: activation='relu'), Adam error function (code: 
solver='adam'’), learning rate 0.0001 (code: alpha=0.0001). It was possible to select various parameters of neural network 
training by writing the appropriate program codes separated by commas. All kinds of activation functions, error functions 
and other network parameters, their codes can be found on the official website of the interactive library Scikit-learn; 

nn.fit(X, y) (introduction into the neural network of previously set parameters X — input variables (rejection indicators 
of steel ropes) and Y — output target variable (technical condition of steel ropes). 

After launching this block, the neural network was built according to a given architecture and trained according to the 
specified learning parameters on training data (samples) uploaded via an Excel file table. The condition for stopping the 
training process was when a benchmark network performance of 95% was achieved. The learning process took 
approximately 1.5 minutes. 

The following were the steps to save and use the ANN using the Scikit-learn interactive library: 

1. Saving the trained neural network to a separate file by writing the following program code: 

joblib_ file = “joblib_model.pkl” (creating a joblib_model.pk! file); 

joblib.dump(nn, joblib_file) (saving the nn neural network in the joblib_model.pk! file). 

After running this block, the program created a joblib_model.pkl file in the same folder where the program file itself 
was located. 
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2. Creating a new file in PyCharm with py permission or in Jupyter with ipynb permission (the file in Jupyter was 
created for convenience, then the file would have to be saved in py format)). 

3. Importing (to a new file) interactive libraries by writing the following program code: 

import joblib (library for saving and embedding individual fragments of the program code); 

import PySimpleGUI as sg (library for graphic design of the program). 

4. Uploading a trained neural network to a new file via the joblib_model.pkl file, writing the following program code: 

joblib_file = “D:\Python\PycharmProjects/joblib_model.pkl” (specifying the full path to the joblib_model-pkl file 
(individually for each user). 

joblib_nn = joblib.load(joblib_file) (loading program code with a trained neural network). 

5. Developing the graphical design of the program by writing the following program code: 

sg.theme('DarkAmber') 

layout = [ [sg.Text('Determination of the condition of the steel rope')]; 

[sg.Text('Enter 10 numbers separated by a space’), sg.InputText()]; 

[sg.Button('Ok’), sg.Button('Cancel')] 

window = sg.Window('Window Title’, layout) 

while True: 

event, values = window.read() 

if event == sg. WIN_CLOSED or event == 'Cancel': 

break 

#Neural network 

Xnew = [list(map(int, values[0].split()))] 

y =joblib_nn.predict(Xnew) 

#Popup window 

if event == 'Ok': 

window.disappear() 

sg.popup(‘Rope condition ', y) 

window.reappear() 

print("Rope condition ', y) 

window.close() 

After starting this block, the program displayed the following working window (Fig. 3). 


Fig. 3. Working window of the written program 


In the working window of the program there was a line for entering 10 numbers separated by a space. In this line, 
the actual percentages of ten different defects of steel ropes from their permissible values were entered. After entering, 
for example, the following values [20 0 30 00 10 0 00 0] and pressing the “Ok” key, the program took the user to the 
next working window. 

In the working window (Fig. 4), the program displayed the information message “Rope condition [1]”, which 
corresponded to the rope condition “serviceable, operation is allowed”. 


Fig. 4. Working window of the program with a determined rope condition 
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Results. Thus, two ANNs have been developed that have the same architecture, training parameters, composition, 
number and volume of training, control and test samples, but built using different methods. The results of work of the 
ANN, built in the STATISTICA software package, are presented in Table 2. 


Table 2 
Results of work of the ANN built in STATISTICA 
Sampling pare Network Rope condition-1 Rope condition-2 Rope condition-3 
(test) output (confidence level) (confidence level) (confidence level) 
1 1 1 0.64 0.18 0.18 
2 2 2 0.15 0.73 0.12 
3 2 2 0.24 0.69 0.15 
4 3 3 0.03 0.28 0.69 
5 3 3 0.15 0.21 0.64 
6 1 1 0.55 0.31 0.14 
7 3 3 0.03 0.21 0.76 
8 1 1 0.68 0.21 0.11 
9 2 2 0.26 0.61 0.13 
10 2 2 0.14 0.53 0.33 


The column “Rope condition — Target” shows the previously known state of the rope, in the column “Rope 
condition — Output” — the result of the neural network; subsequent columns indicate the confidence probabilities 
of determining a particular condition of the rope, which correspond to the activation levels of the output neurons of 
the network. 

According to Table 2, it can be seen that the neural network correctly determined the condition of the steel rope 
according to the defective indicators in 10 out of 10 cases, i.e. the test performance was 100%. At the same time, the 
average value of the confidence levels for determining the condition of the ropes was 0.65. 

The results of work of the ANN, built using the interactive library Scikit-learn, are presented in Table 3. 


Table 3 
Results of work of the ANN built using Scikit-learn 
Sampling Tatas Network Rope condition-1 Rope condition-2 Rope condition-3 
(test) output (confidence level) (confidence level) (confidence level)) 
1 1 1 0.58 0.13 0.29 
2 2 2 0.19 0.51 0.19 
3 2 2 0.22 0.56 0.30 
4 3 3 0.29 0.25 0.46 
5 3 3 0.21 0.22 0.57 
6 1 1 0.57 0.22 0.21 
7 3 3 0.21 0.22 0.57 
8 1 1 0.63 0.22 0.15 
9 2 2 0.22 0.57 0.21 
10 2 2 0.33 0.45 0.21 
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According to Table 3, it can be seen that the neural network correctly determined the condition of the steel rope 
according to the defective indicators in 10 out of 10 cases, i.e. the test performance was 100%. At the same time, the 
average value of the confidence levels for determining the condition of the ropes was 0.55. 

Comparisons of test performance of neural networks with the same architecture and learning parameters, but built 
using different methods, showed that the ANN built on the basis of the STATISTICA software package and the ANN 
built using the Scikit-learn interactive library had a test performance of 100% with a test sample size of 10. However, the 
average confidence level (activation level of the “winning” neuron) for determining the state of the steel rope of the ANN 
built on the basis of the STATISTICA software package was 0.65, whereas the same indicator of the ANN built using the 
interactive library Scikit-learn was 0.55, which is 15% less. 

Discussion and Conclusion. The results obtained showed that the ANN built using the STATISTICA software 
package, with the same architecture and network learning parameters, had more optimal software algorithms according 
to the criteria of confidence in assessing the technical condition of the steel rope and the speed of network learning, in 
comparison with the ANN built using the free Scikit-learn library. This can be explained by the fact that when 
developing algorithms for software complexes such as STATISTICA, specialized hardware complexes are used, 
including vector and tensor processors, which go far beyond the capabilities of the average application developer and 
require the involvement of highly qualified specialists. However, the indicator of the test performance of the ANN 
turned out to be the same for both ANNs. It is important to note that when evaluating this indicator, the test sample 
size was 10. If the test sample is increased, this indicator will be more accurate. At the same time, the achieved result 
justifies the use of TensorFlow, PyTorch, and Scikit-learn libraries by the world's leading research and commercial 
centers in the field of artificial intelligence. 

In addition, the obtained scientific conclusion will allow us to numerically evaluate and compare the quality of ANNs 
having the same architecture and learning parameters, but built using different methods, and may be useful both for future 
scientific research in this field and for choosing the optimal environment for building ANNs in the industrial sphere. The 
developed programs can be used by specialists and experts as intelligent decision support systems for diagnosing the 
technical condition of steel ropes. 
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Abstract 

Introduction. The production of alloyed powder steels continues to be one of the most promising areas in domestic 
powder metallurgy. This is due to the high level of performance characteristics and the wide range of products that can 
be produced. Creating materials with desired properties is a complex process that involves various phenomena. One of 
these phenomena is the diffusion alloying of iron-based powder steels, which plays a special role in this process. The 
creation of alloyed powder steels in the Fe-NiO and Fe-Ni systems is important for metallurgy and metalworking, as 
they are used for coating and sintering to obtain materials with specific properties. In addition, the diffusion of nickel in 
iron during heat treatment is considered to improve material properties. Recent advances in the study of mutual 
diffusion are associated with the investigation of homogeneous systems. However, mutual diffusion even in single 
crystals always occurs under spatially inhomogeneous conditions. The modern literature has not sufficiently studied the 
mutual diffusion in two- and multi-component powder systems. Therefore, the aim of this work is to determine the 
effect of diffusion alloying with nickel and nickel oxide of iron-based powder steel on the processes of obtaining 
powder materials. Within the framework of this goal, the following tasks were set: to investigate the diffusion processes 
of interactions between pairs in the Fe-NiO and Fe-Ni systems, as well as to study technological modes of sintering and 
reducing annealing of samples in order to achieve maximum mechanical properties that would ensure the formation of a 
high-quality product. 

Materials and Methods. The work used iron powder of the PZHRV 2.200.26 brand manufactured by PJSC Severstal 
(Cherepovet) and carbonyl nickel powder PNK-UT3, obtained by the electrolytic method or splitting nickel salt with an 
aqueous solution, according to GOST 97922-97. Before use, the powders were tested using a universal laser particle 
size measuring device model FRITSCH ANALYSETTE 22 MicroTecplus and a Beckman COULTER No. 5 submicron 
particle analyzer. A two-cone mixer RT-NMOS5S (Taiwan) was used to prepare the charge. Pressing was carried out on a 
hydraulic press model TS0500-6 (China) in laboratory molds. Samples were obtained by pressing pre-hardened 3 mm 
diameter powder pins into a carbonyl nickel or NiO charge with a dispersion of 5—10 microns. Recovery annealing was 
carried out in a SNOL 6.7/1300 laboratory muffle furnace at 700°C, followed by annealing-sintering at temperatures of 
1,050, 1,150 and 1,250°C in a hydrogen atmosphere for 9 hours. 

Microstructural analysis was performed using a NEOPHOT-21 optical microscope. A Hitachi S-3400N scanning 
electron microscope was used to study the fine structure of the material. The distribution of element concentrations in 
the Fe-Ni diffusion zone was studied by local X-ray spectral analysis using the Kamebaks installation. 

Results. The studies showed that the porosity of the powder component after pressing was 12%. Diffusion 
in the iron-nickel powder system was 5—10 times higher when using carbonyl nickel compared to oxide. It was also 
found that high diffusion rates of reduced nickel led to faster and more uniform penetration of alloying elements into the 
material. The dependences of the distribution of nickel concentration and its oxide content after sintering were 
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determined, as well as the indicators of diffusion interaction between iron, nickel, and nickel oxide during annealing, 
where nickel oxide was reduced and sintering occurred at different temperatures. 

Discussion and Conclusion. The analysis of the results obtained indicates a different intensity of diffusion processes in 
powder-alloyed steels. This can be explained by both the distortion of the crystal lattice of the starting materials and the 
increased segregation of defects, such as defective zones, that are formed during compaction of the material. This 
approach to studying two-component diffusion allowed us to compare the intensity of element diffusion redistribution 
depending on chemical composition and temperature, and to estimate the effective activation energy of diffusion. As a 
result of our studies, we have established quantitative parameters for the distribution of nickel concentration in the iron 
matrix, depending on sintering temperature, which affects the formation of high-quality materials. The research results 
obtained are of interest to specialists in powder metallurgy and heat treatment, as they can be used in the development 
of new multicomponent alloys. 


Keywords: powder steels, nickel oxide, nickel, diffusion, structure formation, sintering, splicing, contact section, 
mechanical properties 
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AHHOTauna 

Beedenue. Tipov3BoctTBo serupoOBaHHbIX MOPOWKOBBIX CTaleH OCTaeTCA OJHUM V3 TepcieKTHBHbIX HallpaBleHuli 
OTCYECTBEHHOM MOPOWIKOBOM MeTaJIyprHu, YTO OOBACHAeCTCA BbICOKHM YPOBHEM 9KCIIyaTalHOHHbIX CBOMCTB HU 
IIMpoKOH HOMeHKaTypow Wosry4yaeMbIx w3qerHi. DopmupoBaHve TaKHxX MaTepHasloB c TpeOyeMbIMH CBOLCTBaMH 
ABJIACTCA CIIOXKHBIM IPOWeCCOM, COMPOBOXKAAaIOMIMMCA MHOTOOOpa3HbIMH ABJICHHAMH, OCOOVE MECTO Cpe KOTOPBIX 
3aHuMaeT updpy3HoHHoOe JIeTHpoBaHHe >%xee3HOM OCHOBbI MOPOUWIKOBbIX cTaIeH. Co3yqaHue JIerHpoBaHHBIx 
MOPOWKOBBIX CTajIeH B cucteme Fe-NiO nu Fe-Ni uMeeT BaxkHoe 3Ha4eHHe B MeTAJWIypruu H MeTaINO0OpaboTKe pu 
TipolleccaxX HaHeCCHHA MOKPBITHM HM CieKAaHHA [JIA MOyYeHHA MaTepvasioB Cc TpeOyeMbIMH cBOlicTBamu. B mporecce 
TepMuYecKOH OOpaooTKH AIA yIYYWIeHHA CBOMCTB MaTepHasIOB paccMaTpHBaeTca HU WudPpy3HOHHOe B3aHMOeHCTBHE 
HUKeIA B x%Keese. B mocneqHee BpeMaA yclexH B W3yYeHHH B3aMHOM AMpPy3uH cBA3aHbI C MCCIeOBAaHHeM 
OJHOPOAHBIX CHCTeM. O7HaKO B3aHMHast Wupdpy3ud Wake B MOHOKpHCTasiax BCera MpoTeKaeT B IIpOCTpaHcTBeHHO- 
HeOJHOPOHBIX YCIOBHAX. B coBpeMeHHOH MTepaType HeAOcTaTOYHO UcceqOBaHa B3aHMHad DMpPy3HA B BYX- HU 
MHOTOKOMIOHEHTHBIX IOPOLIKOBBIX cHcTemax. IlosTomy wWelbio padoTb! ABIAeTCA olpeyereHHe BIMAHHA 
Guddy3HoHHOro JIerHpoBaHHA HUKeJICEM HM OKCHJOM HUKeJIA MOPOWKOBOM CTaIH Ha OCHOBe 2KesIe3a Ha MpOLeccel 
TIOYYeHHA TMOPOWKOBBIX MaTepvasioB. B pamKax oOo3HayeHHOM WesIH MOcTaBHIM 3afa4H4 — UCCiIeLOBaTb 
Tuddy3HoHHble Mporeccbl B3aMMOJelcTBUA Tap B cucTeme Fe-NiO u Fe-Ni, TexHomormueckHe pexKHMBI clieKkaHHA V1 
BOCCTAHOBHTCJIBHBIM OTKHT OOpa3OB IA JOCTWMKEHHA MaKCHMaJIBHbIX MCXAHHYeECKHX XapaKTePHCTHK, KOTOpBIe ObI 
oOecneunBau (OpMupoBaHHe KayecTBeHHOrO MaTepuasia. 

Mamepuanoi u memoooi. B padote ucnonb30Balica 2KeMe3HbIM TOpowoK MapKu IDKPB 2.200.26 npousBoyctBa ITAO 
«CeBepctaib» (r. Gepenopell) H KapOOHWIbHEIM MopomioK HuKeneBEiit ITHK-YT3 [OCT 97922-97, nomyuaempiit 
QIEKTPOJIMTH4YCCKMM MeTOJOM WIM TWyTeM paciilelvieHHa HUKeeBOH COM BOJHbIM pacTBopoM. Ilepey 
HCIOJIb30BaHHeM MOPOLIKH MpOXOAWIM KOHTpOJIb Ha YHHUBepCasIbHOM J1a3epHOM TIpHOope H3MepeHHA pasMepa YacTHI 
Moyemu FRITSCH ANALYSETTE 22 MicroTecplus u ananu3atope cyOMMKpoHHBIx YacTun Beckman COULTER NéeS. 
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Jia IpHroTOBIeHHA WIHXTbI HCHOUb30BaIM JBYXKOHYCHBIM CMecuTelb MapKH RT-NMOS5S (Taiisaus). [peccoBpanue 
OCYIJeCCTBIIAIOCh Ha rufpaBsIM4ecKoM Ipecce Mogemm TS0500-6 (Kuraii) B naOopatTopHErx mpecc-opmax. Odpa3iibI 
TIOYYAIN 3alIpeCCOBKOM 3apaHee yIIPOUHeHHOrO MOPOWKOBOTO WITH*Ta 6 3 MM B WIMXTy KapOOHHJIbHOrTO HUKeJIA WI 
NiO c gucnepcHoctsro 5—10 Mk. BoccTaHoBHTeIbHbIM OMKUT OOpa3I[OB OCyIeCcTBIAIH B MydeuIbHOM JabopaTopHol 
mean SNOL 6,7/1300 upu temnepatype 700 °C u omxur-cnexanue upu | 050, 1 150, 1 250 °C B armocdepe Boyopona 
B TeyeHHe 9 yacos. 

@MuKcHpOBaHHe MHKPOCTPYKTYPbI BBIMOJHAIOCh Ha ONTHYeCKOM MuKpocKonle «NEOPHOT-21». Toxukoe ctpoeHne 
CTPyKTypbI W3y4asIM Ha CKaHHpyrOIeM 3IeKTPOHHOM MuKpockore Hitachi S-3400N. PacnpenemeHue KOHIeHTpalMu 
3JIEMCHTOB B AHPPy3HOHHOM 30He Fe-Ni u3y4aH MeTOOM JIOKaJIbHOrO PeHTTeHOCIeKTpayIbHOrO aHaiu3a Ha 
ycTaHoBKe «KameOako». 

Pesynemamoei uccnedoeanua. WopuctoctTs MOpouiKOBOrO KOMIOHeHTa Tocye mpeccoBanusa coctraBana 12 %. Tapdy3ua B 
CHCTeMe 2KeJIe30-IIOPOWOK HUKesIA, BOCCTAHOBJICHHOM 3 OKcHya, B 5—10 pa3 BbIlle, YeM Mp HCHOb30BaHHM NOpouiKa 
KapOOHMJIbHOrO HUKesIA. YCTaHOBJICHO, YTO BbICOKad CKOPOCTS AMddy3HH BOCCTaHOBJICHHOrO HUKCJIA MIPHBOAHT K Oostee 
ObICTpOMy H paBHOMepHOMy TIPOHHKHOBeHHIO JIerHpy!OWJHX 3ICMCHTOB B MaTepHay. OnpeyeyeHbl 3aBHCHMOocTH 
pactipeyeeHua KOHICHTpallui HUKeIA HW ero OKCH a Mocue CieKaHHA, a TakoKe PacCuMTAaHb! NoKa3zaTemM Wudpdy3HoHHoro 
B3aHMOJeHCTBUA M@ KY %Kele30M, HHKeJIEM HM OKCHOM HUMKeJIA TOce Olepaluu OMKHTa, pH KOTOPOM MpovcxoyuT 
BOCCTAHOBJICHHe OKC a HUKEIIA HW CiieKaHHe TIpH pa3/IM4HbIX TeMiMepatTypax. 

O6cystcdenue u 3aKmiouenue. AxHasM3 TOYYCHHBIX Pe3yIbTaTOB CBHJeTeIBCTByeT O pa3/IMYHOM MHTeCHCHBHOCTU 
udPy3HOHHEIX TpOeccoOB B MOPOUIKOBBIX JICTMpOBaHHBIX cCTasax. OObacHAeTCA 9TO KaK UCKaKCHHOCTBIO 
KPHCTaWIM4eCKOH pellieTKH HCXOHBIX MaTepHayioB, TaK HM yBeJIMYeHHOM cerperalueri WedeKToB (cosep»xKaHHeM 
WjeCKTHBIX 30H), KOTOpble OOpa3yIoTcaA B Tpolecce ymoTHeHHA MaTepvana. JJaHHbI MOAXo K MCcIeqOBaHHIO 
J{BYXKOMIOHEHTHOM WHPPy3HH MOSBOMMII COMOCTABHTb MHTCHCHBHOCTH AMdpy3HOHHOrO MepepaciipeyeseHHA 3IEMCHTOB 
B 3aBHCHMOCTH OT XHMMYeCKOrO COcCTaBa HM TeMIIepaTypbl, a TakKxKe OWeCHHTb 93PdPeKTHBHY!O 9HEpPrHio aKTUBalHH 
Tupdpy3nu. B pe3sybTaTe BbINOHeHHBIX UCCICOBaHMM yCTaHOBJICHbI KOJIM4eCTBeHHbIe TapaMeTpbl paciipeyeueHHa 
KOHUeHTpayun Ni B 2Keyle3HyIO OCHOBY B 3aBHCHMOCTH OT TeMIepaTypbl ClieKaHHA, BIMAIOWMe Ha PopMupoBaHHe 
KayeCTBeHHOrO Matepnasa. TlomyueHHble pe3yIbTaTbI HCCIeOBAHHM MHTepecHbl CielMasIMcTaM B OOMACTH MOPOLIKOBOH 
MeTaJUIYpruu HW TepMHYecKoN OOpaooTKH MIpu pa3spaOoTKe HOBBIX MHOTOKOMMOHECHTHBIX CIIaBOB. 


Konrouesble CJI0Ba: TIOPOIWKOBbIe CTaIH, OKCH], HUKCJIA, HUKCIIb, muodboy3ua, CTpykTpooOpa30BaHue, cileKaHhe, 
CpalqHvBaHHe, KOHTAKTHOC CedeHHe, MCXaHHdecKHe CBOMCTBa 


BaarojapnHoctu. 3a MOMOl[b B OsyYeHHH UW OOCYKZCHHMH pe3yJIbTaTOB aBTOPbI BbIPaKalOT MCKPCHHIOIO 
IIPH3HaTCJIbHOCTh coTpyqHuKaM Kadenzppr HATY MMCHC «IIMu®@Il» u smyno B.IO. Jlonatuny; coTpyqHuKam 
Kkadezppr «MatepuvanopeyeHie uM TexHosorMu MetamioB» JITTY: a.7.H., mpodeccopy B.H. Iycrosoiity, 7.1.H., 
mpodeccopy 1O.M. JlomOposckomy; coTpyqHuKam xKadegppr «TexHouorua MallIMHOCTpoeHus, TexHosOrMueckHe 
MallIHHbI H OOopyzoBaHve» FOPI'TY (HIT) umenu M.A. Inatosa u mm4no B.FO. Jlopodecsy. 


Aaa uMTupopanua. Eropos M.C., Eroposa P.B., EpemeesaK.B. JIuddy3uonHpIe mporeccst B dopmMupoBaHHn 
CTpyKTypbl M CBOMCTB JIerHpOBaHHbIX TMOPOUIKOBbIX cTaslei. bezsonacnocmb mexHozeHHbIx uU NPUPOOHbIX cUucmeM. 
2024;8(2):78-89. https://doi.org/10.23947/2541-9129-2024-8-2-78-89 


Introduction. The performance characteristics of the material, both in its compact and powder forms, are primarily 
determined by its chemical composition and structural state [1, 2]. Depending on the purpose, specific requirements are 
imposed on the microstructure [3]. The formation of a specific structure of powder steel during sintering also depends 
on the processes that occur during sintering and subsequent heat treatment [4]. Many factors influence the process of 
structure formation in powder materials [5]. According to [6], the main factors are the methods of their production, 
granulometric composition, compacting pressure, sintering medium and time, temperature of deformation action. The 
introduction of alloying elements that affect the processes in the surface layers of particles during solid-phase sintering, 
and additives forming the liquid phase, is the most effective way to increase the level of operational properties [7]. Each 
of the factors has its advantages and disadvantages. 

Powder alloyed steels have a high level of performance properties. They are characterized by a homogeneous 
structure and a homogeneous distribution of alloying elements throughout the steel structure [8]. When impregnated 
with liquid metals, for example, when using the cementation or carbonitration process, the alloying elements are 
absorbed by the surface layers of the material. This may lead to the formation of a surface layer with a high 
concentration of alloying elements, but deeper layers may be less saturated. Therefore, in such cases, impregnation with 
liquid metals is most effective for creating a surface layer with the desired properties [9]. Diffusion saturation can also 
lead to an uneven distribution of alloying elements. Diffusion can be limited only by surface layers of the material or 
internal defects, which limits the uniformity of saturation over the entire volume of the part. The choice of alloying 
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method depends on the purpose, required properties, size and shape of the part, available resources and other factors. It 
is important to carefully consider all these factors when selecting a method to ensure optimal results. 

The method of introducing nickel into powder structural steels in the form of additives of dispersed nickel oxides 
has proven itself well [10]. The recovery annealing of an iron-based charge with NiO particles evenly distributed in it 
leads to the recovery and fixation of the reduced nickel particles on iron particles by surface and grain boundary 
diffusion. The use of such a partially alloyed powder makes it possible to obtain parts with a homogeneous structure 
and a high complex of mechanical properties at a lower temperature. Activation of homogenization process of powder 
steels using oxides of alloying elements in the literature is explained only at a qualitative level [11]. Therefore, the aim 
of this work was to study the processes of diffusion interaction in Fe-Ni and Fe-NiO systems to determine the 
quantitative parameters of diffusion in them. The main task within the framework of this goal was to study the influence 
of technological modes of sintering and diffusion annealing during diffusion interaction in a system of Fe-Ni and Fe- 
NiO pairs on the formation of high-quality powder steel. 

Materials and Methods. In the work, powder PZHRV 2.200.26, produced by Severstal PJSC (Cherepovets) and 
nickel carbonyl powder PNK-UT3 GOST 97922-97, obtained by electrolytic method or by splitting nickel salt with an 
aqueous solution, were used [12]. Data on the total chemical composition are presented in Table 1. 


Table 1 
Chemical composition of PZHRV 2.200.26 powder 


Mass content of components, % 


Powder grade 
pets Tepo[=je[s[m™ [ry s 


PZHRV 2.200.26 Peace | 0.090 | 0.140 Ls =] 0.014 0.087 0.012 0.005 


Technological properties of PZHRV 2.200.26 powder: bulk density — from 2.4 to 3.0 g/cm; fluidity — no more 
than 37 sec/50 g; density at P=700 MPa — 7.0-7.05 g/cm?; strength at a density of 6.5 g/cm? — more than 
14N/mm?. The analog is powders from the Swedish company Héganis: AHC 100.29, NC 100.24, SC 100.26, 
ASC100.29. Scope of application: shock absorption group parts, transmission parts, body parts, gears, connecting 
rods, couplings, bushings, etc. Main qualities of PNK-UT3 nickel powder include high corrosion resistance and 
resistance to aggressive environments. 

Powder compositions are characterized by a high intensity of boundary and surface processes, which, during 
diffusion, can lead to an intensification of mass transfer [13]. The regularity of the structure formation of powder 
materials has been studied. The processes of diffusion interaction of alloying components were modeled using the 
diffusion pair method [14]. 

Granulometric composition of PZHRV 2.200.26 iron powder was determined using a universal laser particle size 
measuring device of a FRITSCH ANALYSETTE 22 MicroTecplus model (Germany) and a Beckman COULTER 
submicron particle analyzer No. 5 (USA). 

Diffusion processes were considered on model pairs of powders of the grades PZHRV 2.200.26 (powder) — Ni (carbonyl); 
PZHRV 2.200.26 (powder) — NiO, which were manufactured by pressing a rod from the PZHRV 2.200.26 material with a 
diameter of 3 mm into a powder of carbonyl Ni or NiO with a dispersion of S—10 microns. Recovery annealing of steam samples 
was performed at a temperature of 700°C and annealing-sintering at 1,050°C, 1,150°C, and 1,250°C in a hydrogen atmosphere 
for 9 hours [15]. 

Fe-Ni pair refers to systems with unlimited solubility of components. Iron and nickel at the temperature of diffusion 
annealing possess FCC lattices with similar parameters and form solid substitution solutions. Upon cooling, iron alloys 
containing less than 6% of nickel recrystallize into a ferritic phase with a BCC lattice. Metallographic studies were 
carried out after annealing with preliminary preparation of the sections in a plane perpendicular to the initial boundary 
between the components of the pair. 

The distribution of concentration of elements in the Fe-Ni diffusion zone was studied by local X-ray spectral 
analysis at a Camebax installation manufactured by Cameca (France). The survey was carried out in the plane of the 
section in the direction perpendicular to the initial boundary between the components of the pair (along the axis of the 
primary cylindrical iron sample). Four concentration curves of distribution of relative intensities of Ka; line of iron and 
nickel were recorded from each section along the cross section of the diffusion zone in increments of 1 um. The nickel 
and iron contents were determined at each point of the concentration curve under study. The formation of the diffusion 
zone increased 1.6—2.2 times due to the presence of nickel oxide paired with iron compared to pure nickel [16]. The 
coefficients of mutual diffusion D during sintering in the ranges of 1,050°C—1,250°C were determined depending on 
the content of alloying elements [17, 18]. 


Chemical Technologies, Materials Sciences, Metallurgy 


81 


https://bps-journal.ru 


82 


Safety of Technogenic and Natural Systems. 2024;8(2):78-89. eISSN 2541-9129 


Microstructure was fixed using an optical microscope “NEOPHOT-21” by Carl Zeiss Jena (Germany). The fine 


structure of the sample was studied using a Hitachi S-3400N scanning electron microscope (Taiwan). 
The calculations were performed using mathematical methods based on the Matano method [16]. 


Results. The porosity of the powder component after pressing was 12%. Granulometric composition of 
PZHRV 2.200.26 iron powder was determined on the histogram: there was a single peak indicating that the powder was 


monofractive (Fig. 1). The average particle size was 98.5 microns. The results are presented in Table 2. 
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Fig. 1. Granulometric composition of PZHRV 2.200.26 iron powder 
Table 2 
Granulometric composition of PZHRV 2.200.26 iron powder 
Quantitative share, % 5 10 25 50 75 90 95 99 
Dimension, microns 26.5 37.0 60.7 98.5 149.8 206.4 244.0 317.4 
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Figures 2 a and b present a general view of the iron powder of the PZHRV 2.200.28 grade. Figures2c,d,efg,h 
show the morphology of iron powder particles obtained using a Hitachi S-3400N scanning electron microscope. 
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Fig. 2. SEM image of PZHRV 2.200.28 iron powder shooting in: 
a, c, e, g —reflected electrons; b, d, f, h — in secondary electrons 
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The structure of the diffusion zones consisted of ferritic and austenitic phases separated by a boundary. At a 
sintering temperature of 1,050°C, a porous austenitic phase was observed (especially in samples containing NiO oxide), 
due to high negative volumetric effects during the recovery of NiO. Sintering led to more intensive compaction when 
the temperature rose to 1,150°C and 1,250°C. Intensification was observed in samples reduced from Ni oxide. A 
significant increase in the volumetric fluidity of the material after the recovery of nickel oxide particles was explained 
by increased structural unevenness and incorrect arrangement of dislocations, in comparison with the structure of a 
powder material with nickel particles. The latter were characterized by a uniform arrangement of dislocations, which 
were less susceptible to annihilation during pre-annealing. The recovery of nickel oxide was accompanied by movement 
of the interparticle surface of the fusion, which led to the formation of a defective structure. In the process of NiO 
recovery, a complicated structure was formed in the volume of the migrating NiO-Ni boundary due to disoriented 
dislocations that did not disappear even at high sintering temperatures (Fig. 3). 
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Fig. 3. Microstructures of an alloy made of PZHRV 2.200.26 powder 


when Ni was introduced into the initial charge in the amount of: 
a, b— 20%; c, d— 40% at a sintering temperature of 1,150°C 


The diffusion of nickel into powdered iron was most active along grain boundaries with a deviation deep into the 
grain. This was due to the lower activation energy of the grain boundary diffusion process compared to the bulk one. 
The high diffusion permeability of grain boundaries was due to their defective structure. The predominant dissolution of 
nickel along the boundaries of iron grains was more pronounced at a low sintering temperature (1,050°C), when 
volumetric diffusion was difficult (Fig. 4, 5). 
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Fig. 4. Distribution of Ni concentration in the diffusion zone of Fe-Ni pairs (solid line 1, 2, 3) and Fe-NiO (dotted line 1 a, 2 a, 3 a) 


after sintering in a hydrogen atmosphere at temperatures: 
1, 1 a— 1,050°C; 2, 2 a— 1,150°C; 3, 3 a— 1,250°C 
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Fig. 5. Dependencies of the coefficients of mutual diffusion of Fe-Ni (line 1 
and Fe-Ni (line 2) after annealing and sintering at temperatures: 
a — 1,050°C; b — 1,150°C; ¢ — 1,250°C 
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On all curves, the mutual diffusion coefficient had a maximum at a nickel concentration of more than 60%. These 
data coincided with the results of the work in which the coefficients of mutual diffusion were analyzed by finite element 
modeling of a simple model. At sintering temperatures of 1,050°C and 1,150°C in this concentration range, the mutual 
diffusion coefficient in the Fe-NiO pair was about 10 times higher than in the Fe-Ni pair [19]. With an increase in the 
sintering temperature to 1,250°C, this difference existed throughout the concentration range, which was also confirmed 
by the results of [18] and was shown in Figure 6. 

Active diffusion energy E and pre-exponential multiplier Dy were determined based on the temperature 
dependencies of the mutual diffusion coefficients in accordance with the Arrhenius formula [6]: 


= E 
D= Dy aps (1) 


The diffusion energy in all the cases considered was found to be lower than the values reported in the literature for 
compact materials [19]. 
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Fig. 6. Temperature dependencies of mutual diffusion coefficients: 
a — Fe-Ni systems; b — Fe-Ni systems on NiO concentration: 
1 — 90%; 2 — 80%; 3 — 70%; 4 — 50%; 
5 — 40%; 6 — 30%; 7 — 20%; 8 — 10% 


The porosity and structural activity of the nickel powder component influenced the increase in the processes of 
surface and grain boundary diffusion, which were realized by mechanisms with low activation energies, as well as 
diffusion by defects. The activation energy (Fig. 7) and the pre-exponential multiplier had a minimum in the 
concentration range of 50-70% Ni (Fig. 8). E values were suitable for Fe-NiO and NiO systems. Pre-exponential 
multiplier Do in the Fe-NiO system was significantly greater than in the iron-nickel system, and increased the 


coefficient of mutual diffusion of elements during recovery annealing and sintering. Under thermomechanical action, as 
well as during the diffusion of carbon into the iron crystal lattice, the interparticle surface of the fusion was displaced, 
which could serve as the beginning of crack development [19]. This was due to an increased defect in the nickel 
structure after recovery, which was confirmed by X-ray analysis data [19]. The dislocation density of nickel powder 
recovered from oxide at a temperature of 700°C was 1.8-1,010. For carbonyl nickel it was 1.0-108 cm”. 
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Fig. 7. Activation energy of mutual diffusion E in Fe-Ni systems (dotted line) and Fe-NiO systems (solid line) 
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Fig. 8. Pre-exponential multiplier Do (m7/s) in Fe-Ni (dotted line) and Fe-Ni (solid line) systems 


Discussion and Conclusion. The process of diffusion annealing of samples obtained from PZHRV 2.200.26 iron powder 
is accompanied by the so-called “Frenkel effect”, when atoms, ions or defects in a crystalline material can move or diffuse at 
elevated temperatures. During diffusion annealing, diffusion and recombination of defects such as vacancies (absence of an 
atom in the crystal lattice) and vacancy defects (atoms in the wrong places in the crystal lattice) are possible. As a result, the 
crystal can transform or get rid of these defects. When a vacancy and a vacancy defect are in close proximity, a Frenkel pair is 
formed. These pairs can move through the crystal via diffusion. If a Frenkel pair comes into contact with one of the vacancies, 
it can eliminate two defects and thereby purify the crystal of defects. 

During the sintering process of alloyed powder steel, atoms diffuse between the powder particles, forming bonds at 
the interface. The diffusion of alloying elements in the powder steel leads to the formation of intermetallic compounds, 
as well as the creation of dispersed and basic phases. These diffusion processes can be accelerated by increasing the 
sintering temperature. 

As a result of the studies performed, the quantitative parameters of Ni concentration distribution in the iron base 
were determined depending on the sintering temperature. The minimum distance over which nickel is distributed is 
70 microns at a sintering temperature of 1,050°C. When sintered at 1,250°C, the distribution zone of pure nickel 
increases to 165 microns. However, when using nickel oxide, this zone increases above 360 microns at the same 
temperature. This indicates that the diffusion in a system with nickel powder recovered from oxide is 5—10 times higher 
than when carbonyl] nickel powder is used. This may be important in the processes of alloying or saturating materials. 
The high rate of diffusion of recovered nickel can lead to faster and more uniform penetration of alloying elements into 
the material. This can be useful when creating a surface layer with certain properties or increasing the strength and other 
mechanical properties of the material. 

The analysis of the results obtained indicates a different intensity of diffusion processes in powder alloyed steels. 
This is associated not only with the distortion of the crystal lattice of the starting materials, but also with an increased 
concentration of defects formed during the pressing of blanks. An understanding of diffusion processes and their 
influence on the formation of the structure of alloyed powder steels makes it possible to optimize sintering processes 
and obtain materials with desired properties and microstructure. Thus, the choice between nickel powder recovered 
from oxide and carbonyl nickel powder should be based on specific requirements and process conditions. Further 
research and experimentation can help to fully explore the potential of these options and determine the most effective 
approach for a given application. 
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Abstract 

Introduction. Failure of equipment, specifically pipes in the oilfield complex, due to the development of corrosion 
processes leads to numerous losses, destruction of expensive components, disruption of technological processes and, as 
a result, environmental damage. The use of anticorrosive coatings as an internal protection of oilfield pipes offers many 
advantages and can significantly reduce the rate of corrosion, but does not provide a complete solution to this problem. 
Destruction of internal anticorrosive polymer coatings (IACPC) occurs for numerous reasons. The causes and 
mechanisms of destruction are insufficiently investigated. Therefore, the aim of this work was to analyze the destruction 
of internal anticorrosive polymer coatings using practical examples, which made it possible to form and identify the 
main causes of damage and degradation of coatings during operation. 

Materials and Methods. A complex of laboratory studies was carried out to study the damage to internal polymer 
anticorrosive coatings during operation and to establish the main causes of destruction. The initial phase of the 


investigation involved a detailed examination of the materials related to the accident circumstances, including the 
operating conditions of the coated pipeline (composition of the operating medium, temperature, pressure, and presence 
of mechanical impurities), operation time, and type of polymeric material used. The second phase involved laboratory 
testing of the coating, which included the determination of layer thickness, dielectric continuity, adhesive strength 
(by the normal separation method), investigation of thermokinetic properties by means of differential scanning 
callometry (DSC), study of the coating structure using scanning electron microscopy. 

Results. Practical examples of the destruction of internal anticorrosive coatings of oilfield pipes were analyzed. For 
each case, characteristic signs of degradation of the anti-corrosive coating were identified. Changes in the 
microstructure of the coatings, as well as the formation of corrosion products, were observed depending on the type of 
destruction. The focus was on studying the degree of polymerization of the coating, both using the traditional method of 
determining the ATg parameter using DSC, and based on indirect signs detected during microscopic studies. 

Discussion and Conclusion. The practical cases of damage to the internal anticorrosion coating of pipes of the oil and 
gas complex considered in the article allowed us to divide the causes of destruction into three groups: operational, 
technological and defects during transportation, storage and construction and installation works. Based on these 
findings, we have formulated recommendations for manufacturers to ensure maximum performance from their coatings. 
It is noted that the compliance with the presented recommendations makes it possible to obtain internal anticorrosive 
polymer coatings with a minimum guaranteed lifespan of 15 years, as demonstrated by the successful operations of 
pipelines in Western Siberia, such as those operated by Surgutneftegaz PJSC and LUKOIL — Western Siberia LLC. 


Keywords: internal anticorrosive polymer coating, destruction of the coating, adhesive strength, operational defects, 
peeling of the coating, corrosion products, cracking, blistering 


© Surgaeva ES, Yudin PE, Amosov AP, 2024 


Surgaeva ES, et al. Destruction of Internal Anticorrosive Polymer Coatings of Oilfield Pipes during Operation 


Acknowledgements. The authors would like to express their gratitude to D.M. Davydov, leading engineer at Samara 
Scientific and Production Center LLC, for his valuable assistance in conducting coating studies using a scanning 
electron microscope. 


For Citation. Surgaeva ES, Yudin PE, Amosov AP. Destruction of Internal Anticorrosive Polymer Coatings of Oilfield 
Pipes during Operation. Safety of Technogenic and Natural Systems. 2024;8(2):90-100. https://doi.org/10.23947/2541- 
9129-2024-8-2-90-100 


Hayunaa cmamba 


Pa3pylieHve BHYTPeHHHX AHTHKOppO3HOHHBIX MOJIMMepHbIX NOKPbITHH 
He@TenpoMbICJIOBLIX TpyO pH 9KCIyaTauun 


E.C. Cypraesa’ ®p, ILE. }Ogun'? ©, A.t. Amocos! © 

' Camapckuii rocyyapcTBeHHbIit TexHu4yeckuit yHuBepcuter, r. Camapa, Poccniickaa Dezepauua 
? 000 «HII «Camapa»», r. Camapa, Poccuiicxaa Denepanma 

gavriluk@npcsamara.ru 


AHHOTalna 

Beedenue. OrKa3 oOopyqoBaHna — TpyO HedTenpoMBIcOBOrO KOMIIeKca — lO IPW4HHe pa3sBHTHA KOppo3HOHHBIxX 
TIpOWeCCOB MPHBOAHT K MHOTOUMCCHHBIM yOBITKaM, pa3pyWICHHIO JOPOrocTOALHX KOMIVICKTYIOMIMX, HapylieHHIo 
paOoTbl TEXHOJIOrM4eCKHX MIpOLeccosB UH, Kak CJIe{CTBHe, IKOOrMYecKoMy yiepoy. IIpumMeneHue aHTHKOppO3HOHHBIX 
MOKPbITHH B Ka4eCTBe BHYTPeHHeM 3all{MTbI He(TeMpoMBICOBbIX TpyO HMeeT MHOTO IIpeHMYyI[eCTB H MO3BOJAeT 
3HAYHTeIbHO CHVH3HTb CKOPOCTb KOppo3HH, HO He oOecneuHMBaeT HOHOrO pelleHHa WaHHoM upoOmempl. Ilo 
MHOFOYHCICHHBIM TIPHYHHaM IMpPOHCXOAAT pa3pyWIeHHA BHYTPCHHHX AHTHKOPPO3HOHHBIX MOJIMMepHbIX MOKpbITHH 
(BAKIIIT). Hegoctarouno uccieqOBaHHbIMH ABIIAIOTCA IPHYMHbI H MeXaHH3MbI paspyuienusA. IlostToMy WesbIO WaHHOM 
paOoTbl cTaIo MpoBeyeHve aHaM3a pa3pylWeHHit BHYTPeHHHX aHTMKOPpO3HOHHBIX TOJIMMepHbIX UOKpbITHH Ha 
TipakTH¥ecKHX IIpHMepax, Y4TO NO3sBOHIO CSOpMHupOBaTb UM BbIACIMTb OCHOBHbIC MPHYHHbI MOBpexAeHHA 
TeTpayaluu WOKpbITHH pH 9KcIIyaTalnu. 

Mamepuanoi u memoooi. [na u3y4eHua NOoBpexeHHi BHYTPeCHHUX MOJIMMepHBIX AHTHKOPPO3HOHHBIX MOKPbITHH B 
Iipolecce 9KcIIyaTalMH WM yCTaHOBJICHHA OCHOBHBIX IIPpHYHH pa3pyWIeHHA MPOBOAMJICA KOMIMIeKC JaOopaTOpHBIXx 
vccieqoBpaHHi. IleppoHayambHbIM 9TalOM HCCICOBAaHHA ABIIAOCh WOApoOHoe M3y4yeHHe MaTepHasIoB 
OOCTOATeIBCTBA aBapHH: YCNOBUA 9KCIVIyaTayuH TpyObl Cc MOKpbITHeM (COCTaB 9KCIIyaTupyeMol cpeyBl, 
TemMilepatypa, JjaBsleHHe, HasM4Me MeXaHH4ecKHX IpHMecel), HapaOoTKa, THM IMpHMeHAemMoro MoOuMMepHoro 
Matepuana. Bropoli 9sTam — smadopaTopHbie UccieqoBaHHaA OKPbITHA: OpeweweHWe TOMEI CIOS‘, 
TMIICKTPHYeCKOM CIVIOWIHOCTH, aj{re3HOHHOM MpOuHOCTH (MeTOZOM HOpMasIbHOrO OTPpbIBa), MCCIeqOBaHHe 
TCPMOKHHETHYECKHX CBOMCTB HOCpexCTBOM AupPepeHuMabHO-ckaHUpylouleH KasoMeTpuu (JICK), u3syyenue 
CTPYKTyPpbI NOKpbITHA Ip NOMOMM CKaHupyrouleli 9IEKTPOHHOM MUKPOCKONMH. 

Pe3synomamei ucciedoeanua. Vi3yuenbt mpakTwuecKwe UpMMepbl pa3pylieHia BHYTPpeHHHX aAHTHKOppO3HOHHBIX 
MOKPbITHH HedTempoMbBicNoBEIx TpyO. Ja KaxZorO uccNeqyemMoro Culyyad BBIABJICHbI XapaKTepHble pH3HakH 
Werpayqayuv aXdTHKOppo3HoHHoro oKppirua. Tloka3aHbl W3MeHCHHA MMKPOCTpyKTypbl OKpbITHH, a TakoKe 
oOpa30BaHHe MIpOAYKTOB KOppoO3HH B 3aBHCHMOCTH OT xapakTepa pa3pyleHua. JlenaeTca akKIeHT Ha HCcIeqOBaHHU 
CTelMeHH MOJMMepH3allMH MOKPbITHA KaK C NOMOLMIbIO TpayHUMOHHOTO MeTOya oMpeyzesweHua mapametpa ATg c 
miomoub1o JICK, Tak H Ha OCHOBe KOCBCHHBIX IIPH3HaKOB, OOHApy2KeHHBIX B XO MAKPOCTPYKTYPHBIX HcceqOBaHH. 
O6écystcdenue u 3akiouenue. PaccMoTpeHHbie B CTaTbe MpakTMY4ecKHe cCJlyyad NOBpexKeHHA BHYTPeHHero 
aHTHKOppo3HHHOrO MOKpbITHA TpyO HedTera30Boro KOMIVIeKca MO3BOJIMIIM pa3eIMTb MpH4HHbI paspyWieHua Ha Tpv 
TpyMlbl: SKCIUIyaTalMOHHble, TeXHOIOrM4ecKHe HW AeeKTbI B XO TpaHCMOpTHpOBKH, XpaHeHHA UM CTPOHTebHO- 
MOHT@KHBIX padoT. CiopMysMpoBaHbl PpeKOMeHAalMH MTPOWM3BOAMTeAM, MO3BOJIAIOWIMe OyYaTb TOKPbITHA Cc 
MaKCHMA@JIBHBIMM =XapakTepHCTHKaMH, TIPHCyWIMMH UCIIOsIb3yeMOMy JIaKOKpacoOuHOMy MatTepHally. OrmeyeHo, 4TO 
coOmroyleHHe Tpey{cTaBsIeHHbIX PeKOMeHAalWM MWO3BOIMeT NMouyyaTb B ycOBHAx 3anaqHoi Cudupu BHyTpeHHHe 
AHTHKOppO3HOHHBIe MOJIMMepHble NOKPbITHA C TapaHTHPOBaHHBIM pecypcoM He Mexee 15 seT (YTO NOATBEpXAaeTCA ONbITOM 
cHleMmHoii SKCILIyaTAaLMH TAaKHX TpyGompoBopoB B ITAO «CyprytHedrera3» 1 OOO —JIYKOMJI — 3anaguas CuGupp»). 


Kosrrouesple CJ10Ba: BHYTpeCHHee AHTHKOPpO3SHOHHOe NHOJIMMepHoe MOKPBbITHe, pa3spyiieHHe HOKPbITHA, ayre3sHvOHHaA 
TIPOUHOCTS, IKCITYAaTAaWMOHHBICe e@exkTHl, OTCJIOCHHE MOKPbITHA, IPOAYKTbI KOPpoO3HH, pacTpeCKHBaHHA, B3TYTHA 


BuarojapHoctu. ABTopbl BbIpaxkaloT OaroyapHocTs Bexyujemy HHKeHepy OOO «HIIL] «Camapa»» JI.M. Jlapprqopy 
3a IIOMOIMb B MIpOBeeCHHM UCCIeOBaHH MOKPbITHM Ha paCTPOBOM 3JIEKTPOHHOM MUKPpOcKO!e. 
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Introduction. Failures of oilfield pipelines due to internal corrosion cause significant losses [1]. The main damage 
is caused by the destruction of essential components, leading to disruption of operational processes and high levels of 
economic and environmental harm [2]. To address this issue, various methods for protecting the inner surfaces of pipes 
have been developed. These include the use of corrosion inhibitors, corrosion-resistant steels, non-metallic materials, 
and internal anticorrosive coatings [3]. All these methods aim to reduce the rate of corrosion under specific operating 
conditions [4]. The most promising method to protect metal from corrosion is the use of anticorrosive polymer coatings, 
which prevent the impact of aggressive components of the transported medium on the inner surface of the pipe [5]. As a 
result, the destruction of metal caused by corrosion is significantly reduced, ensuring long-term, trouble-free operation 
of equipment [6]. Liquid and powder-based polymer coatings are two of the most reliable and versatile methods of 
protecting the inner surfaces of oilfield pipes [7]. Powder coatings based on epoxy resins are preferred due to their 
excellent performance and durability [8]. 

One of the main advantages of using anticorrosive polymer coatings is the possibility to use materials that are 
relatively inexpensive instead of more expensive options. For example, carbon steel pipes with a corrosion-resistant 
coating can be used instead of high-alloy steel pipes. In addition, due to the low roughness of the polymer coating, the 
flow rate of pipes increases [9], the formation of salt [10], asphalt-resinous and paraffin deposits decreases 
significantly [11]. Compared to the chemical method of protecting pipes (through the use of corrosion inhibitors), 
internal polymer-based coatings have several advantages. These include: 

1. Internal anticorrosive polymer coatings are more effective, as they form a physical barrier between the aggressive 
environment and the metal. Inhibitors affect the corrosion process only in direct contact with the metal surface. 

2. Polymer coatings have a longer service life, while the action of the inhibitor may cease when its concentration in 
solution is depleted. 

3. In compliance with the technical regulations, anticorrosive coatings are easily applied to the inner surface of the 
metal. When using corrosion inhibitors, it is necessary to carefully calculate the concentration and method of 
introducing them into the working environment. 

Given that corrosion inhibitors are acidic chemical solutions, their use can adversely affect the properties of 
tubing materials. When an inhibitor comes in contact with a metal surface of a pipe, as well as when it penetrates 
a threaded connection of a “tubing nipple — coupling”, metal destruction through the mechanism of hydrogen 
cracking may occur [12]. 

Nevertheless, polymer anticorrosive coatings also have a number of disadvantages, which include: aging of the 
polymer base, diffusion of the transported medium through the coating, and relatively low impact strength [5]. 

The effectiveness and durability of an anticorrosive coating depend on a variety of factors that influence its 
protective ability. One of the most significant indicators of a coating's quality is the adhesion strength between the 
polymer and the metal substrate, which depends on the application technology. The quality of the materials used, 
compliance with correct preparation techniques for the metal surface, and the coloring process play a crucial role in 
determining the adhesive strength. Additionally, temperature drying conditions are essential [13]. Along with the above 
requirements, the stability of the protective properties of the polymer coating does not always depend on the coating 
itself, but is also determined by the operating conditions and parameters [9]. The main technological factors 
contributing to the IACPC degradation and premature destruction can include: disruption of well operation due to a 
sharp drop in the temperature of the pumped product or pumping of the product at a temperature higher than the design 
temperature; excess pressure; the presence of high corrosion activity of the extracted products; incorrectly selected type 
of coating for specific operating conditions. 

There are frequent cases of damage to the polymer coating during scraping (cleaning) of the borehole from the 
formed asphalt-resin-paraffin deposits. The use of an improperly designed scraper contributes to the violation of the 
integrity of the surface layer of the coating. Scratches and protruding burrs are formed, which reduce the barrier 
properties of the polymer coating during further operation. 

The existing literature [14] on the issues of internal protection of oilfield equipment using polymer coatings 
only considers a small part of the problem and does not reflect the full picture of the IACPC destruction. It is 
important to note that depending on changing factors such as operating conditions, the type of polymer material 
used, technological operations of preparation and coating, the destruction of the anticorrosive coating may have a 
different character. Thus, due to the complexity of the kinetics of the coating destruction process and the lack of a 
practical basis, it is not always reliably possible to determine the true cause of coating damage. Numerous studies 
conducted by the authors on oilfield pipes allowed us to consider some new specific examples of IACPC 
destruction during operation and identify the main causes leading to degradation and failure of internal 
anticorrosive coatings, taking into account new factors. 
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Materials and Methods. The following samples with damage to the internal anticorrosive coating were selected as 
samples for the study: 

1. A fragment of tubing 0735.5 mm with damage to the coating in the form of blisters along the entire length of 
the sample. The tubing failed after 934 days of operation (Fig. | a, 5). 

2. A fragment of tubing @73x5.5 mm with the destruction of the coating in the form of extensive areas with 
detachments and blisters localized mainly in the nipple part of the tubing. The time to failure was 146 days (Fig. 2 a, 5). 

3. A fragment of tubing 0735.5 mm with a different color of the inner coating (Fig. 3 a, b). 

4. A fragment of the pipeline @3258 mm, with the coating destroyed, exposing the metal substrate, and a through 
defect in the pipe (Fig. 4 a, b). 

5. A fragment of the pipeline @159x8 mm with the formation of numerous blisters of the coating and its 
destruction (Fig. 5). 


Fig. 1. Damage to the internal anticorrosive coating: 
a, b — coating blistering 


Fig. 2. Destruction of the internal anticorrosive polymer coating: 
a — blistering of the coating; b — cracking of the coating 


Fig. 3. Different shades of the internal anticorrosive coating of the tubing: 
a — light brown shade of the coating; b — dark brown shade of the coating 
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Fig. 4. Damage to the internal anticorrosive coating of the pipeline @325<8 mm: 
a — general view of the destruction of the coating; b — burns of the coating 


Fig. 5. Destruction of the internal anticorrosive coating of the pipeline @159x8 mm 


In order to identify the reasons for IACPC failure, a comprehensive analysis of the study was conducted in two 
stages. The first stage was a detailed study of the operating conditions of the coated pipe (composition of the operated 
medium, temperature, pressure, presence of mechanical impurities), operating time and type of polymer material used. 
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The second stage included laboratory studies of the coating: visual inspection, determination of the thickness of the 
inner coating according to GOST 31 993-2013, control of dielectric continuity according to ASTM G62, determination 
of adhesive strength by the pull-off adhesion strength method according to GOST 32 299-2013, investigation of 
thermokinetic properties by means of differential scanning callometry (DSC). Microstructural studies were carried out 
using a scanning electron microscope “TESCAN VEGA3 SBH” equipped with a detachable device for energy 
dispersion analysis. 

Results. Microstructural studies of the anticorrosive coating of the tubing (sample No. 1) revealed complete 
detachment of the coating from the metal with the development of corrosion processes. This indicated that the 
formation of a corrosion layer with a thickness of approximately 122 microns was due to the prolonged penetration of 
aggressive components of the transported medium into the metal substrate (Fig. 6). Studies have not revealed any 
significant deviations or imperfections in the coating, such as local areas with reduced thickness or the presence of shot 
particles underneath the coating layer. These findings were consistent with the common occurrence of such phenomena 
during the shot blasting process of the metal surface prior to applying an anti-corrosion system. Based on these results, 
it could be concluded that the destruction of the coating through this mechanism was not the cause of the observed 
corrosion processes in this particular case [16]. These signs indicate damage to the anticorrosive coating caused by the 
operational impact due to the downhole work carried out to remove impurities and plugs in the tubing trunk using 
chemical reagents — hydrochloric acid treatments. It was also impossible to exclude an overpressure in the system, as a 
result of which gas penetrated into the coating volume as a result of diffusion permeability and its sharp expansion, 
which contributed to the destruction of the coating by decompression mechanism with the formation of blisters [1]. 


Corrosion 
products 


SEM HV: 20.0 kV WD: 15.52 mm VEGA3 TESCAN 


SEM MAG: 100 x Det: BSE 500 pm 
Bi: 16.00 Date(mid/y): 04/24/23 Performance in nanospace 


Fig. 6. Microstructural studies of the anticorrosive coating in the area of its damage 


According to the results of the study of the tubing fragment (sample No. 2), no deviations were found in areas where 
the coating remained intact. However, there was a two-fold decrease in the adhesive strength of the coating in the nipple 
area compared to the central part of the tube. The thermokinetic characteristics were determined by differential scanning 
spectroscopy (DSC) with determination of the glass transition temperature (Tg) of the coating along the entire length of 
the tubing. The results of the analysis did not reveal a significant variation in Tg values of the studied areas, which may 
indicate uniform heating during the polymerization of the coating. 

Microstructural analysis of the anticorrosive system has established that the peeling of the coating occurred along the 
primer layer and was characterized by a cohesive nature of destruction. In addition, oxide particles were present on the surface 
of the metal of the pipe and the detached part of the coating (Fig. 7, Table 1). In this case, inclusions of iron oxides on the 
inner surface of the pipe may have formed due to inadequate cleaning and surface preparation prior to coating. 

The considered example was a frequent case of destruction of the polymer coating associated with a violation of the 
technological processes of preparing the inner surface of the pipe before painting. 


Chemical Technologies, Materials Sciences, Metallurgy 


95 


Safety of Technogenic and Natural Systems. 2024;8(2):90-100. eISSN 2541-9129 
ABR ee SS ET 


SEM HV: 20.0 kV WD: 14.30 mm VEGA3 TESCAN 
SEM MAG: 500 x | Det: BSE 100 pm 


BI: 13.00 Date(m/d/y): 11/02/22 Performance in nanospace 


SEM HV: 20.0 kV WD: 14.31 mm 
SEM MAG: 100 x Det: BSE 500 pm 
BI: 15.00 Date(m/d/y): 11/02/22 Performance in nanospace 


SEM HV: 20.0 kV wo:14.29mm =|) 11) |) 11) | VEGA3 TESCAN 
SEM MAG: 500 x Det: BSE 100 pm 


BI: 0 Date(m/d/y): 11/02/22 Performance in nanospace 
¢) 
Fig. 7. Microstructural studies of the coating in the area of its destruction: 


a — peeling of the coating from the metal; 
b — presence of a layer of oxides; c — chemical composition of oxides 


Table 1 
Chemical composition of the oxide layer, weight % 


https://bps-journal.ru 


Element/Area C O Si Mn Fe 


1 19.10 27.31 0.83 0.24 50.78 
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Upon visual inspection of the inner surface of the tubing (sample No. 3), it was found that the anticorrosive coating 
had a different shade. No visible coating defects, such as blisters, separations, or cracks, were found. However, when 
determining the dielectric continuity in the area with the dark brown coating (Fig. 3b), numerous breakdowns were 
detected, indicating a possible violation of the polymer's integrity due to the presence of microcracks. Taking into 
account the results of the conducted research, it could be concluded that the heterogeneity in the shade of the 
anticorrosive coating was likely due to under-polymerization during the drying process. Polymerization is achieved 
through exposure to high temperatures in specialized ovens, where chemical reactions between polymer chains take 
place. To ensure uniform heating of the coating during the curing process, it is essential to maintain a constant 
temperature. Any violation of the temperature-time polymerization regime directly affects the rate of chemical 
reactions, and as a result, can lead to the destruction of the polymer. 

Quite often, there are cases of damage to the anticorrosive coating caused by human error. The formation of coating 
damage occurs accidentally and it is impossible to predict their occurrence in advance. These defects can occur at 
different stages, from the production of pipes to their transportation to the consumer. Specifically, the following factors 
can contribute to the occurrence of these defects: improper selection of coating material for operating conditions, 
mechanical damage due to lifting and lowering operations or scraping, violations of regulations during transportation 
and storage of coated pipe products, and the influence of human error. 

As an example, we can consider damage to the powder-based inner coating caused by repair work on @325x8 mm 
pipeline (sample No. 4). The damage to the coating was severe, leading to the exposure of the metal substrate and the 
formation of a through defect in the pipe. External signs, such as the presence of blisters and a change in the color of the 
coating to black, indicated an additional temperature effect on the pipe at temperatures above 250°C (Fig. 4 a). In this 
case, welding work carried out during repair of the pipeline resulted in the formation of burns and burnouts in the 
coating (Fig. 4 5), due to violation of integrity and continuity of the coating. As a result, the transported medium could 
easily penetrate through the polymer layer to the metal of the pipe, activating corrosion processes. The intensity of 
corrosion in a pipeline could be increased by the presence of corrosive substances in the transported fluid, such as 
dissolved gases like CO2 and H2S. It could also be influenced by factors such as the velocity of the fluid flow, 
temperature, and pressure within the pipeline. 

There are often cases where the destruction of an anticorrosive coating can have a complex mechanism and be 
accompanied by a combination of several factors. Microstructural studies of the @325x8 pipeline showed that the 
destruction of the coating occurred through the mechanism of decompressive peeling, which happened under the 
influence of a sudden pressure drop [1]. The penetration of gases through the coating reduced the barrier properties of 
the anticorrosive coating, leading to the development of corrosion on the pipe metal and the formation of corrosion 
products (Fig. 8). In addition, given the scale and nature of the destruction of the anticorrosive coating layer, it could be 
established that the main cause of damage to the pipeline was a local thermal effect applied from the inner surface of the 
pipe. In this case, high-temperature heating led to overheating of the internal anticorrosive coating and its destruction. 


SEM HV: 20.0 kV WD: 15.00 mm SEM HV: 20.0 kV WD: 15.35 mm VEGA3 TESCAN 
SEM MAG: 70 x Det: BSE 1mm SEM MAG: 200 x Det: BSE 200 um 
BI: 14.00 Date(m/d/y): 05/19/21 Performance in nanospace BI: 14.00 Date(m/d/y): 06/16/21 Performance in nanospace 
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Fig. 8 Microstructural studies of anticorrosive coating in the field of destruction: a — peeling of the coating; 
b — destruction of the polymer coating 
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Discussion and Conclusion. Having studied practical examples of damage to internal anticorrosive coatings, it is 
possible to divide the causes of their destruction into three groups: operational, technological and defects formed during 
transportation, storage and construction and installation works. 

Operational defects can be associated with various external influences, such as the use of hydrochloric acid 
treatments and the presence of mechanical impurities. The most common is exceeding the maximum permissible 
temperature for this type of coating (usually 20—30°C below the glass transition temperature) or high partial pressures 
of hydrogen sulfide (H2S) and carbon dioxide (COz). 

A comprehensive assessment of the coating's ability to withstand operational impacts in the conditions of oil 
production and transportation can be conducted in accordance with GOST 58 346-2019! and regulatory documents 
developed on its basis” *+4. Despite discrepancies in the methods of autoclave testing, all the presented documents can 
adequately assess the IACPC quality. However, predicting the resource of trouble-free operation based on them is 
impossible. The development of a model for accident-free resource forecasting is the most urgent task. It, in turn, is 
based on the accumulation, description and systematization of the causes of the IACPC destruction. 

Technological defects include all defects and imperfections formed during the preparation of the pipe surface before 
painting and applying (polymerization) of internal coatings. Obtaining the necessary properties for a specific coating 
system is possible if the preparation requirements specified in Table 2 are met. For powder thermohardening coatings, 
criterion ATg<3°C must be met. It is possible to control the degree of hardening of liquid coatings only by indirect 
methods, for example, by comparing the Buchholz hardness of the controlled coating with the reference one. 


Table 2 
Requirements for the inner surface 
Parameter Indicator Standard Test method 
Degree of degreasing No more than 1 GOST 9.402 
Presence of oxides i aa Sa 2.5 GOST R ISO 8 501-1 


not less than 


Amount of dust, 


2 points 
. no more than 
Dustiness ISO 8 502-3 


Size of the dust particles, 
no more than 


2 class 


Average height 
Roughness of microroughness Rz, 40-100 ISO 8 503-2 
microns, within 


Salt content mg/m”, ISO 8 502-6 
Presence of water-soluble salts un aniag 20 ISO 8 502-9 


Defects that may occur during transportation, storage, construction, and installation can be minimized only with an 
increased focus on production quality and/or the implementation of inspection and construction control. 

The compliance with the presented recommendations makes it possible to obtain IACPC with a guaranteed lifespan 
of at least 15 years under the conditions of Western Siberia, as confirmed by the successful operation of similar 
pipelines at Surgutneftegaz PJSC and LUKOIL — Western Siberia LLC. 
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